NIST Special Publication 500-290 ANSI/NIST-ITL 1-2011
Version 2 (2013) Update 2013

Information Technology:
American National Standard for Information Systems

Data Format for the Interchange of Fingerprint, Facial

& Other Biometric Information
2013 UPDATE

NIST

National Institute of Standards and Technology
U.S. Department of Commerce




ANSI/NIST-ITL 1-2011: UPDATE 2013 NIST Special Publication 500-290 Version 2 (2013)

NIST Special Publication 500-290 ANSUNISTITL 12011
Version 2 (2013) Update 2013

Information Technology:

American National Standard for Information Systems -

Data Format for the Interchange of Fingerprint, Facial
& Other Biometric Information

Editor: Brad Wing

Sponsored by:

Information Access Division

Information Technology Laboratory

National Institute of Standards and Technology
Gaithersburg, Maryland, USA 20899-8940

Originally Approved: November, 2011
Update Approved: October, 2013
American National Standards Institute, Inc.

United States Department of
Commerce

US. Department of Commerce
Secretary
John Bryson (2011); Penny Pritzker (2013)

National Institute of Standards and Technology
Patrick Gallagher, Under Secretary for Standards and Technology and Director

Cover Photography by Brad Wing and Ralf Meier
January 2011; Subway Station - Stockholm, Sweden
“The Art of Biometrics”

August, 2013 Page 2

Green = link within document; Blue = external link (current at publication date); Red borders = updated in 2013



Reports on Information Technology

The Information Technology Laboratory (ITL) at the National Institute of Standards and Technology
(NIST) stimulates U.S. economic growth and industrial competitiveness through technical leadership
and collaborative research in critical infrastructure technology, including tests, test methods, reference
data, and forward-looking standards, to advance the development and productive use of information
technology. To overcome barriers to usability, scalability, interoperability, and security in information
systems and networks, ITL programs focus on a broad range of networking, security, and advanced
information technologies, as well as the mathematical, statistical, and computational sciences. Special
Publication 500-series reports on ITL's research in tests and test methods for information technology,
and its collaborative activities with industry, government and academic organizations.

This standard is a contribution of the National Institute of Standards and Technology and is not subject to
copyright. Any organization interested in reproducing “Data Format for the Interchange of Fingerprint, Facial &
Other Biometric Information” is free to do so. However, there shall be no alteration to any of the material
information contained in the standard. NIST retains the sole right to submit this standard to any other forum for
any purpose.

Certain commercial entities, equipment or materials may be identified in this standard to assign field
numbers to registered vendors or to describe a procedure or concept adequately. Such identification is
not intended to imply recommendations or endorsement by the National Institute of Standards and
Technology, nor is it intended to imply that the entities, materials, or equipment are necessarily the best
available for the purpose.
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8.10.53 Field 10.993: Source agency Name / SAN......oooeneeneesesseinsessesssssssssssssessssssssssssssssessssssssssssssssssssssans 255
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8.10.58 Field 10.999: Body part image / DATA....... e sessesssssessesssessessessesssssssssssssssssssesssssssssssssesnes 255
8.11 Record Type-11: Forensic and investigatory voice record........mss 256
8.11.1 Field 11.001: RECOIA NEAAET ... ceeeeeerreesreeseeseeseesseesseessssssessse e sssesssessseessssssesssssesssssssssssesssesssesssessseesns 267
8.11.2 Field 11.002: Information designation character / IDC.......cuenenenmeeneenseseensesseensessesssessesssessesees 267
8.11.3 Field 11.003: Audio object descriptor COde /AOD..... e sssssses 268
8.11.4 Field 11.004: SOUICe aBENCY / SRC.ererreerreeereeenseesessesssesssessseesseessesssesssssssssssssssssssssssesssessssssssssssssssesssses 268
8.11.5 Field 11.005: Voice recording source organization / VRSO......coeeeenmerneeneeneesesseesseesseesseeens 269
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8.11.12 Field 11.012: Physical media 0bject / PMO......cniisssssnssssssssssssssssssssssssssssssssssssssnns 272
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8.11.14 Field 11.014: COAEC / CDCuuuimmirmrirmersssssssesssessssssssssssssssssssssssssssssssssssssssssssssessssssssssssssssssssssssssssssssssssanens 275
8.11.15 Field 11.021: Redaction / RED.....iirisssssssssssssssssssssssessssssssssssssesssssssssssssssssssssssssssssssssesses 277
8.11.16 Field 11.022: Redaction diary / RDDu.... s ssssssssssssssssssssssssssssses 278
8.11.17 Field 11.023: DiSCONtINUIIES / DIS..iiereereemeeseesseesseessecsssessessesssessssesssessessssessessssssssesssssssssssesssessssssssssanes 279
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8.11.19 Field 11.025: Vocal content / VOC.......cummssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssns 281
8.11.20 Field 11.026: Vocal content diary / VCD....eisissssssssssssssssssssssssssssssssssssssssssssssssssssans 282
8.11.21 Field 11.027: Other content / OCON....occeereereesseesseesseesseesseesseessssssessesssesssesssssssssssssssessssssssssssesssesseses 285
8.11.22 Field 11.028: Other content diary / OCD....neeeneesseeneeseiseessessesssss e ssssesssssssssssssssssssssssessas 285
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8.11.36 Field 11.996: Hash / HAS...... s sssssssssssssssssssssssssssssssssssssssssssssssssssssssaness 298
8.11.37 Field 11.997: Source representation / SOR......eeeeenmernesssessssesssessseesseesseesssssssssssssssssessessaes 298
8.11.38 Field 11.999: Voice record data / DATA...... et seesesssisesssssssss s sessssssssssssssssssssssasssssssssssssans 298
8.12 Record Type-12: Forensic dental and oral reCord.......c.mmmmssmsssssssssssssssssses 299
8.12.1 Field 12.0071: RECOTA NEAUET ......rreueeeeeeeereereerrseeseessessesssesssess s seesssesse s ssssssssssssssssesssessssssssssssssssssssssses 308
8.12.2 Field 12.002: Information designation character / IDC......enenmermeesmeesseesseesssesseessssssessesssessees 308
8.12.3 Field 12.003: Forensic dental SEtting / FDS.....neneneneeeisesssesssssssssssesssssssssssssssssssssssssssssssssanss 308
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8.12.4 Field 12.004: Source agency identification ID / SRC......cmeneneineeseeneeseessesessessesssessssesssesssssssssesees 309

8.12.5 Field 12.006: Dental subject information / DSL.....neeeseeeseeseesessessessesessssssessessessesseens 309
8.12.6 Field 12.007: Original dental encoding system information / ODES.......cccoomnenneerneeneeneeeseeeseeens 312
8.12.7 Field 12.008: Transmittal dental encoding system information / TDES......cconnrenmeennecrnecenecens 315
8.12.8 Field 12.009: Dental history data detail / HDD.....oorenenreneecseeecseeseeseseesesseessss s ssesssssssssesnns 317
8.12.9 Field 12.010: Tooth data detail / TD D sssssssssssssssssssssssssssssssssess 317
8.12.10 Field 12.011: Mouth data detail / MDD......ooissssssssssssssssssssssssssssssssss 324
8.12.11 Field 12.012: Dental study and tooth imprints / DSTI... e ssseesseenns 325
8.12.12 Field 12.020: COMMENT / COMuuumimmimmirrrierseessessssssssesssssssssssssssssssssssssssssesssssssssssssssssssssssssssssssssssssssssassssans 326
8.12.13 Field 12.047: Capture organization Name / CON....conenecneeneenerseesessessessseses s ssssssssssssessseans 326
8.12.14 Fields 12.200 through 12.900: User-defined fields / UDF.......onenencneensensesseeseessessssesens 327
8.12.15 Field 12.902: Annotation information /ANN ... sess s seessesssssessees 327
8.12.16 Field 12.990: Type-10 Record cross reference / TLOC. ... eoereenremseensessesssessesseessessssssessssssessessseens 327
8.12.17 Field 12.991: Type-22 Record cross reference / T22C ... eneeneeeneesseessesesssessesssesssssssssessesseens 327
8.12.18 Field 12.992: Type-2 Record cross reference / T2C...issssssssssssssssssssssssns 327
8.12.19 Field 12.993: Source agency NAMe / SAN.....eeeeernesssess s sessseesssssssssesssssssssssssssesssesssessssssans 327
8.12.20 Field 12.994: External file reference / EF Rt ssesssssssssssssss s sssaees 328
8.12.21 Field 12.995: Associated CONTEXL / ASC...oninnissssss s ssssssssssssssssssssssssssssses 328
8.12.22 Field 12.996: HasSh / HAS...... s ssssssssssssssssssssssssssssssssssssssssssssssssssasssaness 328
8.12.23 Field 12.998: Geographic sample acquisition location / GEO.......oeeeneemeeneesneesseesneesssessseseeens 328
8.12.24 Field 12.999: Dental chart data / DATA...... e ssessssssssssss s s ssssssssssssssessssssses 328
8.13 Record Type-13: Friction-ridge latent image record..........cummmsn. 329
8.13.1 Field 13.001: ReCOTd header . ....iiiiririissiisisssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssses 336
8.13.2 Field 13.002: Information designation character / IDC......cemenmermeesneesseesseesssesssesssessessesssessees 336
8.13.3 Field 13.003: IMPression tyPe / IMP..... e eerereeseiseesetesset e ssesssssssssssss s s ssssssssssssssssasssens 336
8.13.4 Field 13.004: SOUICE aBENCY/ SRC...criereeriereeserseeseesseses s sesssssssssessssse e sssssssssesssssss s s ssssssssanes 337
8.13.5 Field 13.005: Latent capture date / LCD....iissssssssssssssssssssssssssssssssssssssssssssssssssssssnes 337
8.13.6 Field 13.006: Horizontal line 1ength / HLL..... e seessesssesssesssesssessseesseesssesanes 337
8.13.7 Field 13.007: Vertical line Ien@th / VLL....ecseerecseeseeseieesessenssss s ssssssssssssssssssssssssssssssessesans 337
8.13.8 Field 13.008: Scale UNItS / SLC....oiissssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssesns 337
8.13.9 Field 13.009: Transmitted horizontal pixel scale / THPS......ccouomnisssssssssssssenns 337
8.13.10 Field 13.010: Transmitted vertical pixel scale / TVPS......eecreeensesesseesseesseesseesseessesseeens 337
8.13.11 Field 13.011: Compression algorithm / CGA ... eneeseerecseiseeseseesssssessses s ssssssssssssssssssssees 337
8.13.12 Field 13.012: Bits per PiXel / BPX...iseessssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssans 337
8.13.13 Field 13.013: Friction ridge generalized poSition / FGP.....eenenesesseesseesseesseesssesssessseenns 337
8.13.14 Field 13.014: Search position descriptors / SPD...... e seessessssssessesssesssesssessans 338
8.13.15 Field 13.015: Print position coordinates / PPC......eeseeeesseseesesssesessssssssesssssssssssessssees 338
8.13.16 Field 13.016: Scanned horizontal pixel scale / SHPS.......vnnnsssssss s 338
8.13.17 Field 13.017: Scanned vertical pixel Scale / SVPS.....nisssssssssssssssssssssssssssssssns 338
8.13.18 Field 13.018: Ruler or scale preSence / RSP e seeseessesssesssssseesssessesssessssssssssssssssssssees 338
8.13.19 Field 13.019: Resolution method / REMu..... e iessssessse s ssssssssseans 339
8.13.20 Field 13.020: COMMENT / COMu..uurmmimrrrssissssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssans 340
8.13.21 Field 13.024: Latent quality metric / LQMu. . insssssssssssssssssssssssssssssssssssssssssssssssssssssses 340
8.13.22 Field 13.046: Subject cONAition / SUB......oeereesresseessees e seeessessessessesssssssessseessssssssssssssssssesssssssesssees 340
8.13.23 Field 13.047: Capture organization Name / CON...comreenecneeneeereisessesse s sessessesssesssssssssssssssesssans 341
8.13.24 Fields 13.200 - 13.900: User-defined fields / UDF ... 342
8.13.25 Field 13.902: Annotation information / ANNu.....ssssssssssssssssssssssss 342
8.13.26 Field 13.903: Device unique identifier / DUL....oeeeeenecneeneersesssesseesseesssessssssesssessseessssssssssessees 342
8.13.27 Field 13.904: Make/model/serial number / MMS.........onincneineesssessessesssesssssssssssssesssssssssssanes 342
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8.13.28 Field 13.993: Source agency NamMe / SAN......oenneereisesseiecsssssssssessssssesssssssssssssss s s sssssssssssans 342

8.13.29 Field 13.995: Associated CONLEXL / ASC...oiminissssss s sssssssssssssssssssssssssssssns 342
8.13.30 Field 13.996: Hash/ HAS......ssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssss 342
8.13.31 Field 13.997: Source representation / SOR......eeeeenesnesssessssesssesssessseesseessssssssssssssssssssessaes 342
8.13.32 Field 13.998: Geographic sample acquisition location / GEO......cconenreneenneensenseeseessesseessesseennes 342
8.13.33 Field 13.999: Latent friction ridge image / DATA...... s esssssssssessesssesns 343
8.14 Record Type-14: Fingerprint image reCord ... 344
8.14.1 Field 14.001: RECOTA NEAUET .....euieeeeeeereereerseerseeesseesseessesssesssessseesseessesse s sssessssesssessssssssssesssesssessssssasesasssssesnss 353
8.14.2 Field 14.002: Information designation character / IDCu.....neineeneesessenseessessssessesssssesssenes 353
8.14.3 Field 14.003: IMPression tyPe / IMP.... s ssssessessesss s sssssssssssssssssessens 353
8.14.4 Field 14.004: Source agency / SR eeeeeseeessesssesssessseessessssssssssssssssssssssssssssasssessssssssssssssssesssses 354
8.14.5 Field 14.005: Fingerprint capture date / FCD ... seesseesssesssesssesssesssssssssssesssesseees 354
8.14.6 Field 14.006: Horizontal line 1ength / HLL....coeneeeeseeeseieceseeseesseisssssessessssssesssssssssesssssssssesssanes 354
8.14.7 Field 14.007: Vertical line 1ength / VLL.....cseeecneseeseieeseessssses s sesssssssssssssesssssssssssssssessesans 354
8.14.8 Field 14.008: Scale UNItS / SLC....ossssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssss 354
8.14.9 Field 14.009: Transmitted horizontal pixel scale / THPS......ccooeeneenecneennenneeseeseesseesseesseesseesseeens 354
8.14.10 Field 14.010: Transmitted vertical pixel scale / TVPS...... s essseesssssesssesseseens 354
8.14.11 Field 14.011: Compression algorithm / CGA ... ereeseereeseiseeseseeses s ssesssssssssessesssssens 354
8.14.12 Field 14.012: Bits per PiXel / BPXu. s ssssssssssssssssssssssssssssssssssssses 354
8.14.13 Field 14.013: Friction ridge generalized poSition / FGP.....eeneneneeeseesseesseesseesssessessseenss 354
8.14.14 Field 14.014: Print position deSCriptors / PPD..... s sssssessssssssssssssssssssesns 355
8.14.15 Field 14.015: Print position coordinates / PPC.... s ssssssens 355
8.14.16 Field 14.016: Scanned horizontal pixel scale / SHPS......cinissssssssssssssssses 355
8.14.17 Field 14.017: Scanned vertical pixel Scale / SVPS..... o eceeseeeesesesseesseesseessessssesssesssesseens 355
8.14.18 Field 14.018: Amputated or bandaged / AMP........ e ssssssesssaees 355
8.14.19 Field 14.020: COMMENT / COMu.uuimmmmimrirsisssssssssssssssssssssssssssssssssssss st sssssssssssssssssssssssssssssans 356
8.14.20 Field 14.021: Finger segment POSItion / SEG.....eeeeneeeensesnsesseessesssssesssesssssssesssssssssssssssssssenss 356
8.14.21 Field 14.022: NIST quality metric / NQM.....oeeereeseeseessessseesseesssssssssessesssesssssssesssssssssssssssssssseens 356
8.14.22 Field 14.023: Segmentation quality Metric / SQM.....onnereenecneineesssesssesseessessssssessssssesssssssssseanes 357
8.14.23 Field 14.024: Fingerprint quality metric / FQM......nneesrseeseseesessessesseesessesssessssssssessssanes 357
8.14.24 Field 14.025: Alternate finger segment position(s) / ASEG.....eneneneenseensessessessssesseesseessnes 357
8.14.25 Field 14.026: Simultaneous Capture [/ SCF....... o eeeeseessssessesssessseessessssssssssssssssssssesssessnes 358
8.14.26 Field 14.027: Stitched image flag / SIF ...t sess s sss s s sssssees 358
8.14.27 Field 14.030: Device monitoring mode / DMM.......neneeenseseeseesesssssessessssssssssssssssssssssseses 359
8.14.28 Field 14.031: Subject acquisition profile — fingerprint / FAP...... s 359
8.14.29 Field 14.046: Subject cONAItion / SUB.....coreereenseeseessees e seesssessessessesssesssessseesssssessssssssssssssesssesssees 359
8.14.30 Field 14.047: Capture organization Name / CON...onrencneeneeseiseesesse s sesssssessesssssssssssssssesssans 359
8.14.31 Fields 14.200-900: User-defined fields / UDF.......niiissss s ssssssssssssssss 360
8.14.32 Field 14.902: Annotation information / ANNu.....ssssssssssssssssssss 360
8.14.33 Field 14.903: Device unique identifier / DUL....oeeecneeeensesnsesseesseessssssssssesssesssesssssssssssessees 360
8.14.34 Field 14.904: Make/model/serial number / MMS........incneeneeseseesessesssesssessssssssessssssessssanes 360
8.14.35 Field 14.993: Source agency NAame / SAN...... s sssssssssssssssessessssssssssssssssessssans 360
8.14.36 Field 14.995: Associated CONLEXL / ASCi...minsessssssss s sssssssssssssssssssssses 361
8.14.37 Field 14.996: HaSh/ HAS.....eeeeseersesssesssesssssssssssssssssssssssssssssssssssssssssssssssssssessssssssssssssesssssssssessssessssenes 361
8.14.38 Field 14.997: Source representation / SOR...... et sssssssssss s ssssssssssssssnns 361
8.14.39 Field 14.998: Geographic sample acquisition location / GEO.......ccnenrensenneeneenseeseessesseeeesseennes 361
8.14.40 Field 14.999: Fingerprint image / DATA ... eeerseesseesssesssesssssssessssssssssssssesssssssessssssssssssssssssesns 361
8.15 Record Type-15: Palm print image record........umsssssssssssss 362
8.15.1 Field 15.001: RECOTA NEAUET ...ttt seessesseeesssesesse s sessse bbb s s 369
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8.15.2 Field 15.002: Information designation character / IDCu......nrneineineeseiseesseseesessessesssssesssenes 369

8.15.3 Field 15.003: IMPression tyPe / IMP..... e ssesss s sssses s sssssssssssssssssessens 369
8.15.4 Field 15.004: SOUICE aBENCY / SRC...iieieiereesseesseeeseessessessesssessssssssssssssssssesssssssss s sssssssasssssssssssssssssssees 369
8.15.5 Field 15.005: Palm print capture date / PCD ... eeeeeeseesseesseessseesssssessesssessssssseessesssssssssssssssesnss 369
8.15.6 Field 15.006: Horizontal line 1ength / HLL.....oireeneeeeseeeseieceseeseesseisesssessessssssesssssssssesssssssssssseanes 369
8.15.7 Field 15.007: Vertical line 1ength / VLL.....creecneseeseseesessessses s sesssssssssesssesssssssssssssssssssesans 369
8.15.8 Field 15.008: Scale UNItS / SL ... ssesssssssssssssss s sssssssssssssssssssssssssssssssssssssssssssssas 369
8.15.9 Field 15.009: Transmitted horizontal pixel scale / THPS.......ccooeneenecnenmenneeseesseesseesseesseesseesseeens 369
8.15.10 Field 15.010: Transmitted vertical pixel scale / TVPS...... s esessseesesssesssesssseens 370
8.15.11 Field 15.011: Compression algorithm / CGA ...t eseseesesseesses s ssesssssssssesssessssasens 370
8.15.12 Field 15.012: Bits per PiXel / BPXu..iisninssssssssssssss s ssssssssssssssssssssssssssssssssssseses 370
8.15.13 Field 15.013: Friction ridge generalized position / FGP......eneneneeeseesseesseesseesseessessseenns 370
8.15.14 Field 15.016: Scanned horizontal pixel scale / SHPS....... e ssessesssenes 370
8.15.15 Field 15.017: Scanned vertical pixel scale / SVPS...... s sssssssssssens 370
8.15.16 Field 15.018: Amputated or bandaged / AMP....... s sssssseees 370
8.15.17 Field 15.020: COMMENT / COMuummmmmmmrreererrerseesseesseesseeseesseesseesssssssssssesssesssesssesssessssssssssssssssesssssssssssessenes 371
8.15.18 Field 15.024: Palm quality Metric / PQM......reeeseeeenseeeessessessesesssesssessss s sssssssssssssssssssssssssaseens 371
8.15.19 Field 15.030: Device monitoring mode / DMM........oceneneeensessessesesssssesssssssssssssssesssssssssseses 371
8.15.20 Field 15.046: Subject condition / SUB......ccuiimiesnssssssssssssssssssssssssssssssssssssssssssssssssssssss 371
8.15.21 Field 15.047: Capture organization Name / CON.....courmmeeemmreerseesseesssesssessesssessssessesssesssesssesssseenss 372
8.15.22 Fields 15.200-900: User-defined fields / UDF ... sessessssssssssssssssssseans 372
8.15.23 Field 15.902: Annotation information / ANNu......cs s sssssssssssens 372
8.15.24 Field 15.903: Device unique identifier / DUL ... 372
8.15.25 Field 15.904: Make/model/serial nNUMDEr / MMS........eneneeeeeeneesseesseesseesssessssssessssessssssessees 372
8.15.26 Field 15.993: Source agency NAmMe / SAN......oeereeneneennesseeeessesssssse s sssssssssessssssesssssssssssssssssssssssans 373
8.15.27 Field 15.995: Associated CONTEXL / ASC...oimnisssssssssssssssssssss s ssssssssssssssssssssssssssssssss 373
8.15.28 Field 15.996: Hash/ HAS......sssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssns 373
8.15.29 Field 15.997: Source representation / SOR...... s seesseesssssssssessssssssessessaes 373
8.15.30 Field 15.998: Geographic sample acquisition location / GEO......conenreneenneeneenseeseensesseensesssennes 373
8.15.31 Field 15.999: Palm print image / DATA. ... ssssssssssssesssssssssssssssssssssssesans 373
8.16 Type-16: User-defined testing image reCord.......umssssss 374
8.16.1 Field 16.001: RECOTA NEAUET ... veeeeeeereereerseerseeesseessessesseessessseesseessesse s sssessssssssessssssesssesssesssessssssssesssssssessss 379
8.16.2 Field 16.002: Information designation character / IDCu.....onneineeneeseneeseessessssessesssssesssenes 379
8.16.3 Field 16.003: User-defined image tyPe / UDL... e seessesesssesssessesssssssssssssessesans 379
8.16.4 Field 16.004: SOUICe ageNCY / SRC....ieeereesseesseeessesssessessesssessssssssessssssssssssssssssss s sssssssasssssssssssssssssssees 380
8.16.5 Field 16.005: User-defined image test capture date / UTD......ccoeeneeneernmernmesnmeesessesssessseessessseessnes 380
8.16.6 Field 16.006: Horizontal line 1ength / HLL.....o.oreneeeeseeeseeeceseeseessesesssessessessesssesssssssssssssssesseanes 380
8.16.7 Field 16.007: Vertical line 1ength / VLL.....cneeeeseseeseeeseessesses s sesssssssssesssessssssssssssssssessesans 380
8.16.8 Field 16.008: Scale UNItS / SLC....sisssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssss 380
8.16.9 Field 16.009: Transmitted horizontal pixel scale / THPS.......ccooeneeneenennenneeseeseesseesseesseesseesseeens 380
8.16.10 Field 16.010: Transmitted vertical pixel scale / TVPS...... e sessseesesssesssesssseens 380
8.16.11 Field 16.011: Compression algorithm / CGA ... esesseesesseesses s ssssssssssssesssesssssens 380
8.16.12 Field 16.012: Bits per piXel / BPX. s 380
8.16.13 Field 16.013: COLOT SPACE / CSP.eeeeeeeeerereesseesseesseesseesseesssssssssssssssssssssssssssssssesssesssesssssssssssssssssssesssssssees 380
8.16.14 Field 16.016: Scanned horizontal pixel scale / SHPS....... e ssessesssenes 380
8.16.15 Field 16.017: Scanned vertical pixel scale / SVPS...... s sssssssssssens 381
8.16.16 Field 16.020: CommMENt / COMu.umissssssssssssssssssssssssssssssssssssssssssins 381
8.16.17 Field 16.024: User-defined image quality metric / UQS....ccoeeeeeeemneesreerneeesseensessessseesseesseeseesees 381
8.16.18 Field 16.030: Device monitoring mode / DMM........eeneseensessessesessssssssssssssssssssssssssssssseanes 381
August, 2013 Page: xii

Green = link within document ; Blue = external link (current at publication date); Red borders means updated in 2013



8.16.19 Fields 16.200-900: User-defined fields / UDF ... sesssssessesssssssssssssssessseans 381

8.16.20 Field 16.902: Annotation information / ANNu.....s s sssssssssssens 381
8.16.21 Field 16.903: Device unique identifier / DUL ... 381
8.16.22 Field 16.904: Make/model/serial NUMDEr / MMS........eneneeereeseesseesseesseesssesssessssssssssesssessees 381
8.16.23 Field 16.993: Source agency NAmMe / SAN.....ooeereenreeneennesseieessesssssse s ssssssss s ssssssssssssssssssssssssssans 381
8.16.24 Field 16.995: Associated CONTEXL / ASC..niss s sssssssssssssssssssssssssssssss 381
8.16.25 Field 16.996: Hash/ HAS......ssssssssssssssssssssss s ssssssssssssssssssssssssssssssssns 382
8.16.26 Field 16.997: Source representation / SOR......ceeeeenesnessseessssssessseessessseessssssssssessssssssessessans 382
8.16.27 Field 16.998: Geographic sample acquisition location / GEO......cuonenreneenseeneenseeseesesseessesssennes 382
8.16.28 Field 16.999: Test data / DATA.....coersssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssassssanas 382
8.17 Record Type-17: IriS image reCOTrd.......coummmimmmsmsmsmsssimssssmsmsssssssssssssssssssssssssssssssssssssssssssssssssssssssens 383

8.17.1 Field 17.001:
8.17.2 Field 17.002:
8.17.3 Field 17.003:
8.17.4 Field 17.004:
8.17.5 Field 17.005:
8.17.6 Field 17.006:

8.17.7 Field 17.007

CTo00) e W 4 LT s (=) o PP 390
Information designation character / IDC......ceonnenneseseeseeseeseeseesseseessssssesseeseeans 390
EYE LADE] / ELRuuceeeei ettt s s e s s sasessssnnes 390
SOUTCE AZENCY / SRt seess s st s s s s 390
[riS CAPLUre date / ICD.. e sesssess s sssesns 390
Horizontal line length / HLL...eee s essesssssss s ssssssessssees 390

: Vertical line 1ength / VL.t sssss st sesssessesssesssenses 391
8.17.8 Field 17.008:

SCAlE UNILS / SLCuuitiieririsiririsssssinsesssssss s ssssssssss s ssssssssssssssssssssssssssssssssssssssssssssssssssnes 391

8.17.9 Field 17.009: Transmitted horizontal pixel scale / THPS.......ccooeereeneenennenneeseeseesseesseesseesseeseeens 391
8.17.10 Field 17.010: Transmitted vertical pixel scale / TVPS...... e eesseesesssesssesssseens 391
8.17.11 Field 17.011: Compression algorithm / CGA ... ereeseereeseessesessesesseesses s ssesssssssssessesssssess 391
8.17.12 Field 17.012: Bits per piXel / BPX s 391
8.17.13 Field 17.013: COlOT SPACE / CSP.ueeereereereereesseesseesseesseesssesssssssssssssssssssssssesssesssesssessssssssssssssssssssssssesssssssees 391
8.17.14 Field 17.014: Rotation angle of @€ / RAE ...ttt sssssssssss s sssssssssssssseans 391
8.17.15 Field 17.015: Rotation uncertainty / RAU ... sssssssssesssesssssssssssnses 392
8.17.16 Field 17.016: Image property COAe / IPC.. o eernesseesssessessesssesssssssssssssssessssssssssssssssssssssssees 392
8.17.17 Field 17.017: Device unique identifier / DUL....oeeeeeneeneesnsesnsessseesseesseessssssesssesssessessssssssessees 393
8.17.18 Field 17.019: Make/model/serial number / MMS........oniinecneeneessseessesseessessssssessssssesssssssssssanes 393
8.17.19 Field 17.020: EY€ COIOT / ECL..uiieieiesssisesssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssanens 393
8.17.20 Field 17.021: CommENt / COMuummissssssssssssssssssssssssssssssssssssssssssssssssssans 394
8.17.21 Field 17.022: Scanned horizontal pixel scale / SHPS........ e 394
8.17.22 Field 17.023: Scanned vertical piXel SCale / SVPS..... e seeseseesesessesessss s ssessees 394
8.17.23 Field 17.024: Image quality SCOTe / LQS .. ssesse s sses s sesssesse s ssssssssssssssenes 394
8.17.24 Field 17.025: Effective acquisition spectrum / EAS.......isssssssssssssssssssssses 394
8.17.25 Field 17.026: Iris diameter / IRD.... e seesssesssesssssssssesssssssssssesssesssesssssssssssssssssssessss 394
8.17.26 Field 17.027: Specified Spectrum ValUEs / SSV.....eeseiseeseesseseesessessssssssssssssssssssssssssssessssanes 394
8.17.27 Field 17.028: Damaged or missing eye / DME.......coonnenneeeesseessessessesssesssesssssssssessssssessssasees 395
8.17.28 Field 17.030: Device monitoring mode / DMM....... e ssessssssssssssssssssssssssssssssssees 396
8.17.29 Field 17.031: Subject acquisition profile — iriS / AP seesseersesssesseesseesseessensees 396
8.17.30 Field 17.032: Iris storage fOrmat / ISF ... sessseesensss e s s s s ssssssssaees 396
8.17.31 Field 17.033: Iris pupil boundary / IPBu.....eeeseeseseeesssesessessssssessssssesssssssssssssesssssssssssssssnes 397
8.17.32 Field 17.034: Iris sclera boundary / ISBu...... s sssssssssssssssssens 398
8.17.33 Field 17.035: Upper eyelid boundary / UEB........eeeeeensesesssesseesseessesssssssesssessssssssssnes 398
8.17.34 Field 17.036: Lower eyelid boundary / LEB.......ecseseeseieeseeseeses s ssssssssssssessssssssees 398
8.17.35 Field 17.037: Non-eyelid 0cclusions / NEO ... eeeneesssessessessessesssssessssssesssssessssssssssssses 398
8.17.36 Field 17.040: Range / RAN....ciiissssssss s ssssssss s sssssssssssssssssssssssanens 398
8.17.37 Field 17.041: Frontal GAZe [/ GAZ.... o eeeeerreereeseessesesssesssessseessessss s ssssssssssssessssssesssessssssssssssssssesseses 398
8.17.38 Fields 17.200-900: User-defined fields / UDF ... ncseenecseissesesseesssssssssss s ssssssssssssssnns 399
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8.17.39 Field 17.902: Annotation information / ANN.......onneseeessss e ssessssssssssssssessssssssssssssnes 399

8.17.40 Field 17.993: Source agency NAame / SAN......enenenernseseeeesseessessessssssessssssssssssssssessessssssssssssssssssssans 399
8.17.41 Field 17.995: Associated CONLEXL / ASCi...nmininsesnssinssssssssssssssssssss s sssssssssssssssssssssses 399
8.17.42 Field 17.996: HaSh/ HAS......oeeeeerseeissessseessesssssssssssssssssssssssssssssssssssssssssssssssssssessssssssssssssesssssssssessssessssenes 399
8.17.43 Field 17.997: Source representation / SOR...... e sssssesssss s ssssssssssssssans 399
8.17.44 Field 17.998: Geographic sample acquisition location / GEO.......cnenneneenneeneenseeneensesseessesseennes 399
8.17.45 Field 17.999: Iris image data / DATA......eeseesesessseessessssessesssssssssssssssssssssssssssssssssssssssssssssssssssssees 399
8.18 Record Type-18: DNA I€COTd....ccuicumrmrermssssmmsmsmsmssssssssssssssssssssssssssssssssssssssssssssssssassssssssssssssssssssssss sasssassanes 401
8.18.1 Field 18.001: RECOTA HEAUET .......riuriereueecereeecsreieeseeenssseseesse e s s s s sss s s ss s sss s s 409
8.18.2 Field 18.002: Information designation character / IDC.......emmneneinsesesneeseeseesessessesssssesseees 410
8.18.3 Field 18.003: DNA 1aboratory SEtting / DLS.... o eeeesreesseesssssssessessessssssssessessssssssssssssssssssesssessees 410
8.18.4 Field 18.004: SOUICe agENCY / SRC.....reeeeemeesseesseerseeessesssssesssesssesssssssessssssssssssssssssssesssesssesssessssssssssssssssees 412
8.18.5 Field 18.005: Number of analyses flag / NAL.....enenseseecsssesessssssssssssssssssssssssssessssssssssssssanes 412
8.18.6 Field 18.006: Sample donor information / SDL.......sssssssssssssssssssssssses 412
8.18.7 Field 18.007: Claimed or purported relationship / COPR......ovinnnennennsssssssssssssssssssens 414
8.18.8 Field 18.008: Validated relationship / VRS..... o reneeseeseesseesssesssessssssesssesssesssesssessssssssssessees 414
8.18.9 Field 18.009: Pedigree information / PED....... i ecseeeseseeseisessssssssssss s ssssssssssssssseanss 414
8.18.10 Field 18.010: SAMPLE £YPE / STY coeueurrereererreerreereesseeseesesssseesseesessesssesse s sssssssssssssesssssssssssssssssessessssssessssssssses 415
8.18.11 Field 18.011: Sample typing information / ST eeeeneneeseesssessssssessssessessssssssssessessees 416
8.18.12 Field 18.012: Sample collection method / SCM........eeeeeeneeeneeenseenssssessseesseesssesseesssesssesssesssssssessees 416
8.18.13 Field 18.013: Sample collection date / SCD....... et seesesssisessessessssssessssssssessssssssssssesssas 416
8.18.14 Field 18.014: Profile storage date / PSD...... e ssessssssssessessesssssssssssessssanes 416
8.18.15 Field 18.015: DNA profile data / DPD.....sssssssssssssssssssssssssssssssssssssssens 417
8.18.16 Field 18.016: Autosomal STR, X-STR and Y-STR / STRu..mrrerereereeseesessisesssessssessssssssssessesnes 418
8.18.17 Field 18.017: Mitochondrial DNA data / DMD......eeeeseenseesesssssesseessessssssessssssessssssssssssssssessssans 419
8.18.18 Field 18.018: DNA user-defined profile data / UDP.......ccmnnninniissssssssss s 421
8.18.19 Field 18.019: Electropherogram description / EPD...... e seseseessssssessessees 421
8.18.20 Field 18.020: DNA genotype distribution / DGD......oeeemeeneeeneerneesnsessessessseesseesseessesssssssessssesnns 422
8.18.21 Field 18.021: DNA genotype allele PAIr / GAP..... o crenrereeeeseieesseeseesseisessssssssssssesssssssssesssssssssssssanes 422
8.18.22 Field 18.022: COMMENT / COMu..uimimriersssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssassssans 423
8.18.23 Field 18.023: Electropherogram ladder / EPL.... s ssesssesssssssessans 423
8.18.24 Fields 18.200-18.900: User-defined fields / UDF......eeneeesseesssesseesseessesssesssesssesssesseees 423
8.18.25 Field 18.902: Annotation information / ANN.......eneeseesssesessessessessssssssssssssesssssssssssssnes 423
8.18.26 Field 18.992: Type-2 Record cross reference / T2 ... eeneenseneensesseeeesseessessessesssessssssessssssesnes 424
8.18.27 Field 18.993: Source agency NAME / SAN...... s sessssessssssessssssssssssssssssssssesssessssssans 424
8.18.28 Field 18.995: Associated CONLEXL / ASC....oeereereereesserseeesseesesssesssessseessesssessssssesssssssssssssssssssesssssssseens 424
8.18.29 Field 18.998: Geographic sample acquisition location / GEO......cconenreneenneeneenseeseessesseessesssennes 424
8.19 Record Type-19: Plantar image reCOrd........cummmnmsmmmsmsmssmmsssssssssmsssssssssssssssssssssssssssssssssssssssses 425
8.19.1 Field 19.001: RECOTA NEAUET ......rieureeeeeereereerreerseeseessesssssssesssess s seesssesss s ssssssss s sssass st sesssss s ssssssssssss 431
8.19.2 Field 19.002: Information designation character / IDC......enernmermeeseesseesseesseesssesssessessesssessees 431
8.19.3 Field 19.003: IMPression tyPe / IMP..... e eereseeseiseeseeessst e ssessssssssssssssessssss s sssassssens 431
8.19.4 Field 19.004: SOUICE aBENCY / SR e eseeseesses s ssesss s sssssssssssesss s ssssssssssssssessssssssses 431
8.19.5 Field 19.005: Plantar capture date / PCD....issssnssssssssssssssssssssssssssssssssssssssssssssssssssses 431
8.19.6 Field 19.006: Horizontal line 1ength / HLL..... e ssessesssesssesssesssesssesssessssesanes 431
8.19.7 Field 19.007: Vertical line Ien@th / VL ... ecseeecseiseeseisesessesssss s sssssssssss s s ssssssssssessesans 431
8.19.8 Field 19.008: Scale UNItS / SLC....oiissnssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssesns 432
8.19.9 Field 19.009: Transmitted horizontal pixel scale / THPS.....ccouomnnenninssssssssssssssnns 432
8.19.10 Field 19.010: Transmitted vertical pixel Scale / TVPS......eeeneeesesesseesseesseessessseessesseeens 432
8.19.11 Field 19.011: Compression algorithm / CGA ... ereeseerecseiseesesessessessssssessessssssssssssssessssssssees 432
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8.19.12 Field 19.012: BIts PET PIXE] / BPXuu.oooooosorsessesssossessssessosssssssessosssssssossossssossesssssssissossosssses 432

8.19.13 Field 19.013: Friction ridge (plantar) generalized position / FGP......nonneenneneeseeneens 432
8.19.14 Field 19.016: Scanned horizontal pixel scale / SHPS.......cnnninnisssssssssssssssses 432
8.19.15 Field 19.017: Scanned vertical pixel Scale / SVPS..... e recseeeseesesesseesseesseesseesseesssesssesseens 432
8.19.16 Field 19.018: Amputated or bandaged / AMP........ e sssaees 432
8.19.17 Field 19.019: Friction ridge - toe segment position(s) / FSP.. e 433
8.19.18 Field 19.020: CommENt / COMu..ummsssssssssssssssssssssssssssssssssssssssssins 434
8.19.19 Field 19.024: Friction ridge - plantar print quality metric / FQM....cconeneneenneeneeseesseesseennes 434
8.19.20 Field 19.030: Device monitoring mode / DMM........eeneneessessessssessssssssssssssssssssssssssssssseanes 434
8.19.21 Field 19.046: Subject condition / SUB......ccniniiissnsssssss s sssssssss s sssssssssssssssssssssssssssess 434
8.19.22 Field 19.047: Capture organization Name / CON....coeeeneesneesseesseesssesssessessssessssssssssssssesssessssesans 435
8.19.23 Fields 19.200-900: User-defined fields / UDF........remeemeenecsseesssesnsessessssesssessssssesssesssesssesnns 435
8.19.24 Field 19.902: Annotation information / ANN...... e sessessesssssssssssssssssesssssssssssssanes 435
8.19.25 Field 19.903: Device unique identifier / DUL......isssssssssssssssssssssssssssssees 435
8.19.26 Field 19.904: Make/model/serial nUMbEr / MMS.......covminiiissssssssssssssssssssssssssssss 435
8.19.27 Field 19.993: Source agency NAME / SAN..... s ssesssssssssssssssesssesssessssssnns 436
8.19.28 Field 19.995: Associated CONEXL / ASC.. i ieriereeseereesesssessessesses s ssssssssssssesssssssessssssssssssssssssesssas 436
8.19.29 Field 19.996: HaSh/ HAS......isssssssssssssssssssss s ssssssssssssss s sssssssssssssssssssssssssssssnss 436
8.19.30 Field 19.997: Source representation / SOR......iis s ssssssssssssssnns 436
8.19.31 Field 19.998: Geographic sample acquisition location / GEO........oeeenmeenmeeneesneerseesseesssesssessseens 436
8.19.32 Field 19.999: Plantar iMage / DATA...... e eesssssesssss et sssssssssssssss s sassssssssssssssnssssssees 436
8.20 Record Type-20: Source representation reCOrd.......ummmmmmsss———. 437
8.20.1 Field 20.001: RECOTA HEAAET ......uueecerreeeeeeesseesessesssesssessseeseesss s ssssssssssssessssssssssssssesssssssss s ssssssssssssssssssans 443
8.20.2 Field 20.002: Information designation character / IDC......enernmemmeesneesseesseesssesssesssessesssesssessees 443
8.20.3 Field 20.003: SRN cardinality / CAR.....oeeeeessressesssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssses 443
8.20.4 Field 20.004: SOUICE aBENCY / SRt ssesseesses s ssesss s ssssssssessssss s sssssssssessssssssses 443
8.20.5 Field 20.005: Source representation date / SRD....inesssssssssssssssssssssssssssssssens 443
8.20.6 Field 20.006: Horizontal line 1ength / HLL..... e seessessseesseesseessesssesssssssesssesssessssssssesaees 444
8.20.7 Field 20.007: Vertical line Ien@th / VLL....oecseeecseiseeseisisessesssss s ssssssssssesssssssssssssssssessasans 444
8.20.8 Field 20.008: Scale UNItS / SLC....oiissssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssns 444
8.20.9 Field 20.009: Transmitted horizontal pixel scale / THPS.....cccouomnnnmisssssssssssssssnns 444
8.20.10 Field 20.010: Transmitted vertical pixel Scale / TVPS......eeeeeresssesseesseesseesseesseesssesseeens 444
8.20.11 Field 20.011: Compression algorithm / CGA ... eneeseesecseiseesesesssessessses s sssssssssssssssssssssees 444
8.20.12 Field 20.012: Bits per PiXel / BPX...essesssssss s sssssssssssssssssssssssssssssssssssssssssssssssssssssans 444
8.20.13 Field 20.013: COIOT SPACE / CSPuuirerirrireirsiseissinssssssssssssssssss s sssssssssssssssssssssssssssssssssssssssssssssssssssssnes 444
8.20.14 Field 20.014: AcquiSition SOUICE / AQS.....ererrmerreesseeseessesssessseesseesssesssesssessesssssssssssssssesssesssesssessssssanes 444
8.20.15 Field 20.015: Source representation format / SFT ... seens 446
8.20.16 Field 20.016: SEZMENLS / SEG....iiiririisssissssssisssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssesss 446
8.20.17 Field 20.017: Scanned horizontal pixel scale / SHPS.......onnninissssssssssssssssses 446
8.20.18 Field 20.018: Scanned vertical pixel Scale / SVPS..... e eeseeeeesesesseesseesseessessssesssesssessseens 446
8.20.19 Field 20.019: Time INAEX / TIXu.rererreersersessssesssssssssssssessssssssessssessssssssssssssessssssssssssssessssssssssssssessssesses 446
8.20.20 Field 20.020: COMMENT / COMu..uuimmmimrirrisisssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssassssans 446
8.20.21 Field 20.021: Source representation NUMbET / SRN.....ccuoummnmmeismissssssssssssssssssssssssns 446
8.20.22 Field 20.022: Imagery capture date range estimate/ ICDR.....cccoeereeneenrenmeeneenneeseeseesseesseesseesnees 447
8.20.23 Field 20.100-900: User-defined fields / UDF ... sseesesssssesssesssssesssesseseees 447
8.20.24 Field 20.902: Annotation information / ANNu......cs s ssssssssssens 447
8.20.25 Field 20.903: Device unique identifier / DUL ... 447
8.20.26 Field 20.904: Make/model/serial NUMDEr / MMS........ooeneneeeeeeseesseesseesseesssesssesssssssessessessees 447
8.20.27 Field 20.993: Source agency NAmME / SAN......oeureenreneensesseeneessesssssss s sssssssssessssssssssssssssssssssssssssssans 447
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8.20.28 Field 20.994: External file reference / EF R et ssesssssssessssss s sssaees 447

8.20.29 Field 20.995: Associated CONLEXL / ASC...imssssss s ssssssssssssssssssssssssses 448
8.20.30 Field 20.996: HaSh/ HAS......osssssssssssssssssssssssssss s sssssssssssssssssssssssssssssssssssssssssss 448
8.20.31 Field 20.998: Geographic sample acquisition location / GEO........coeneeneemeeneesneerseesneesseesssesseens 448
8.20.32 Field 20.999: Source representation data / DATA....... e ssssssesssssssssssssessssssesns 448
8.21 Record Type-21: Associated CONTEXt FECOTd......cormrrmrismsmsmsmssssmsssssmssssssssssssssssssssss s sssssssnss 449
8.21.1 Field 21.0071: RECOTA NEAUET .......reureeeeeeeereereerseeseesseesssssesssess s seesssesse s sssssssssssssssssssssssesssesssssssssssssssssssssssss 454
8.21.2 Field 21.002: Information designation character / IDC........oemenemmeemeesseesseesssesssesssessessesssessees 454
8.21.3 Field 21.004: SOUICE aBENCY / SR ... ieereereeeretreeseisessseesesssee s s ssss s ssss s s sasssnes 454
8.21.4 Field 21.005: Associated context date / ACD ... s ssssssnss 454
8.21.5 Field 21.006: Medical device information / MDDl sssssssssssssssnns 454
8.21.6 Field 21.015: Associated context format / AFT ... reeeeeeseeseesssessssssssessesssssssesssesssesssessssssnes 455
8.21.7 Field 21.016: SEZMENLS / SEG .. ireerieeiereeecereerecsseiseessesssessessessses s s sssesssssssssesssesss s sssssssss s sessssssssanees 455
8.21.8 Field 21.019: Time INAEX / TIX o isrenessesessssssssssssssssssssss s ssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssans 455
8.21.9 Field 21.020: ComMMENE / COMu.uimmmmrmiimisssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssssasss 455
8.21.10 Field 21.021: Associated context NUMDET / ACN.....oc s ssessssssssessessaees 456
8.21.11 Field 21.022: Imagery capture date range estimate/ [CDR......cooorureerinrenreeneenneeseeseseeeesseeeceseesneans 456
8.21.12 Field 21.046: Subject condition / SUB......nininiiniisssssssss s s sssssssssssssssssssssssssssess 456
8.21.13 Field 21.047: Capture organization Name / CON....coreeeneesneesseesseesssesssessessssessssssssssssssesssessssesans 457
8.21.14 Fields 21.100 through 21.900: User-defined fields........o e seeesseessessesssesseens 457
8.21.15 Field 21.902: Annotation information / ANN.......eeeeeesssssessesssssessssssssssssssesssssssssssssanes 457
8.21.16 Field 21.993: Source agency NAame / SAN......orenenernseseeneesseessessessssssessssssssssssessessessssssssssssssssssssans 457
8.21.17 Field 21.994: External file reference / EFRu.. s ssssssssssnes 458
8.21.18 Field 21.996: HaSh/ HAS.......eeereerseessesssesssessssesssssssssssssssssssssssssssssssssssssssssssssssessssssssssssssessssessssessssessssenes 458
8.21.19 Field 21.998: Geographic sample acquisition location / GEO......cuonenreneenseeneenneeseessesseessesseennes 458
8.21.20 Field 21.999: Associated context data / DATA.......cnnninenienssssssss s sssssssssssases 458
8.22 Record Type-22: Non-photographic imagery data record........ 459
8.22.1 Field 22.001: RECOTA NEAUET ......rveeeereereereereerseeesseessesssesssenssessseessesssesss s ssssssssesssessssssesssesssesssesssssssssssssssessss 464
8.22.2 Field 22.002: Information Designation Character / IDC......oocneenmeneensesseensesssessssssssesssessssssessssanss 464
8.22.3 Field 22.003: Imagery capture date / ICD...... e ssesssssssssesssessessessssssesssssssssssssssssssees 464
8.22.4 Field 22.004: SOUICE aBENCY / SRC....iiereeereesseesseeessessessessessssssssssssssssssssssssssssssss e sssssssasssssssssssssssssssees 464
8.22.5 Field 22.005: Imagery capture date range estimate/ ICDR.......conreenrenreeneesneeeneerneernseseesseesseeseeenes 464
8.22.6 Field 22.006: Body image COAE / BI ... erinneseeneesseisessessssssessesssessssssss s ssesssssssssesssessssssssssssssnses 464
8.22.7 Field 22.020: COMMENT / COMu.uimmmrmirmirnisssisssssssssssssssssssssessssssssssssssssssssssssssssesssssssssssssssssssssssssssssssssssens 464
8.22.8 Field 22.046: Subject condition / SUB.......ciessssissssssss s sssssssssssssssssssssssssssssssssssssans 465
8.22.9 Field 22.047: Capture organization Name / CON....coonrrmeneeerseessees s ssesssesssssssesssesseees 465
8.22.10 Field 22.101: IMAGETY tYPE / ITY Pttt sensssesensse s ssssss e ssssssssanes 466
8.22.11 Field 22.102: Image format / IFMT ... ereineereieesseesecssesssessessssssesssssssssesssessssssssssssssssssssssessssssssssanes 466
8.22.12 Field 22.103: Dental radiograph image data / DRID......ceeeneenmeeneeseessessesssessssesseessesssessssssseens 466
8.22.13 Fields 22.200-900: User-defined fields / UDF.......emeeeeneesneesneesnsessessssesssssssessesssesssessssesnns 467
8.22.14 Field 22.902: Annotation information /ANN........cnneeesssssssse s ssssssessssesssssssssssssssees 467
8.22.15 Field 22.903: Device unique identifier / DUL......cssssssssssssssssssssssssssees 467
8.22.16 Field 22.904: Make/model/serial numMbEr / MMS.......ovminiisisssssssssssssssssssssssssssssens 467
8.22.17 Field 22.992: Type-2 Record cross reference / T2C... o eeeneceneensesnsessessessseessssssessseesseesssssssesnes 467
8.22.18 Field 22.993: Source agency NAME / SAN.....ooeureenreeneinnesseeneessesssssse s ssssssss s ssssssssssssssssssssssssssans 467
8.22.19 Field 22.994: External file reference / EFRu... s sssssens 468
8.22.20 Field 22.995: Associated CONLEXL / ASCi...neminsessssissss s sssssssssssssssssssssses 468
8.22.21 Field 22.996: HASH [ HAS.....coeeeeeeeeeisrsessesssesssessssssssessssssssssssssssssesssssssssssssssssssssssssssssssssessssssssssssassssaens 468
8.22.22 Field 22.997: Source representation / SOR...... e sssssssssss s ssssssssssssssnns 468
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8.22.23 Field 22.998: Geographic sample acquisition location / GEO......conenreneenseeneenseeseessesseessesssennes 468

8.22.24 Field 22.999: Imagery data bloCK / DATA....... e ssssssssssessessessssssssssssesnes 468
8.23 Record Type-98: Information assurance reCord..... s 469
8.23.1 Field 98.001: RECOTA NEAUET ... veeeeeeereereereereeesseesseesesseessessseessesssesse s ssssssssssssessesssesssesssesssessssssssssssssessss 471
8.23.2 Field 98.002: Information designation character / IDCu......neineensesesseeseessessesessesssssesssenes 471
8.23.3 Field 98.003: 1A data format oWner / DFO.... s sssssssssssssssssssssssens 471
8.23.4 Field 98.004: Source agency / SR eeeeesseessesssesssesssesssessssesssssssssssssssssssssssesssessssssssssssssssesssses 471
8.23.5 Field 98.005: 1A data format tyPe / DEFT .. ceeeseenseeseesseesseesseesssessesssesssssssssssesssesssesssessesssssssssssseens 471
8.23.6 Field 98.006: 1A data creation date / DCD..... . reesesseseseessssssssssssssssesssssssssssssssssssessssasssssssssanss 471
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| [2013a>] |
Hints for the reader of a PDF copy of the standard

The PDF is stored in a default format that allows presentation of the Headings in the standard in a
column on the left. This may be used to quickly access portions of the document of particular
interest.

Internal cross-reference links are provided in the document. They are highlighted in green. The
reader clicks the mouse on the green text and the portion of the document that is referenced is
displayed. Tip: When used, these links generate breadcrumbs or a breadcrumb trail in your
computer's memory which responds to pressing the <Alt>+<left arrow> keys to go forwards on the
breadcrumb trail as desire (or possibly other combinations of keys if certain readers and operating
systems). This enables the reader to jump to a Figure, Table or Section and then back to the original
section of the text to continue reading.

External hyperlinks are also provided in the document. The links were current at the time of
publication of the standard. They appear in blue. By clicking the highlighted text, the reader's default
browser accesses the referenced source.

[<2013a]

August, 2013 Page: xxi
Green = link within document ; Blue = external link (current at publication date); Red borders means updated in 2013



Foreword to the 2013 Update

[2013a>] The 2013 Update to the ANSI/NIST-ITL standard incorporates the Dental and Voice

Supplements directly into the text, as well as corrects miscellaneous errors that were noticed after
publication of the 2011 version. Some additional capabilities have been added to the standard that
were not part of the Supplements, but have been requested by users of the standard.

Overview of the changes and modifications

Areas of the text with changes from the base 2011 version are marked with bars in the margins, as in
this Foreword. Note that minor changes, such as when 'this version' was used in 2011 and is changed
to 'the base 2011 version' are not so indicated. Simple grammatical and typographical corrections are
not marked either.

The Type-1: Field 1.002: Version number / VER can have two values: “0500” for the base 2011
version; “0501” if content of the 2013 Update is included in the transaction and/or the updated XML
schema is used.

Some error correction does have an impact upon coding and conformance, such as changing the range
values for DUP, DLF and DRT in Table 30 Type-9 Fields for EFS for Field 9.321: EFS deltas /
DEL. (They were listed as ranging from 1 to 180 in 2011 and should have been 1 to 359). Errata
corrections are marked by [2013e>] followed by [<2013e] for quick reference.

In some parts of the standard, additional text has been added to clarify ambiguities in the original text
and to add information that may be of assistance to the user of the standard. These are marked by
[2013a>] and [<2013a].

The 2013 Dental Forensics and Disaster Victim Identification Supplement (ANSI/NIST-ITL 1-2011
Sup:Dental) is integrated into the document and indicated by [2013d>] prior to the text and [<2013d]
at the end of the insertion. This supplement also includes some capabilities that extend beyond purely
dental forensics, such as the new Type-22 record, which can handle images to support Disaster
Victim Identification (DVI) operations using imagery that may be from other sources, such as X-rays
of other parts of the body.

The 2013 Forensic and Investigatory Voice Supplement (ANSI/NIST-ITL 1-2011 Sup:Voice) is
integrated into the document and indicated by [2013v>] prior to the text and [<2013v] at the end of
the insertion.

Additions of new records and fields to the standard that were not part of the 2013 Supplements are
marked by [2013n>] and [<2013n].

The list of updates for ANSI/NIST-ITL 1-2011 Update:2013 can be summarized as:
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Type-1:  Addition of a new field to signal when country code fields in the data for a
transaction are specified according to GENC' (or another list of codes) as opposed to
the default ISO 3166-1

Type-9:  Addition of new fields to support the Extended Feature Set

Type-10: Additional fields for cheiloscopic images and capability to
transmit extra-oral and intra-oral images. New fields containing subject information
and capture organization data.

Type-11: A new record type introduced to handle forensic and investigatory voice data.
Type-12: A new record type introduced to handle forensic dental and oral data.

Type-13: Addition of new fields to support the forensic markups of friction ridge images. New
fields containing subject information and capture organization data.

Type-14: New fields containing subject information and capture organization data.
Type-15: New fields containing subject information and capture organization data.

Type-18: Addition of a field to allow cross reference to a particular Type-2 record associated
with the DNA information in a particular instance of the Type-18 record.

Type-19: New fields containing subject information and capture organization data.

Type-21: Addition of a new field to record information about medical devices found in or on a
person that may be used to assist in identification of unknown deceased. New fields
containing subject information and capture organization data.

Type-22: Addition of a new record to enable transmission of imagery that is
not a standard photograph (which would be transmitted in a Type-10 record).
Examples include radiographs, CT scans, PET scans, sonograms, 3D orthodontic cast
models, DICOM? records, infrared images, and 3D face data.

Annex C: Establishment of the NIEM Biometrics Domain®

Annex G: Establishment of the NIEM Biometrics Domain and inclusion of the new fields and
record types.

' GENC is the Geopolitical Entities, Names, and Codes Standard issued by the National Geospatial-Intelligence Agency.
It is the U.S. Government profile of /SO 3166 Codes for the representation of names of countries and their subdivisions. It
specifies an authoritative set of country codes and names for use by the US Federal Government for information
exchange, using ISO 3166 (Parts 1 and 2) names and code elements wherever possible, with modifications where
necessary to comply with U.S. law and U.S. Government recognition policy. See

https://nsgreg.nga.mil/genc/discover

2 DICOM is the standard “Digital Imaging and Communications in Medicine” published by the National Electrical
Manufacturers Association (NEMA).

3 Part of the National Information Exchange Model. See
https://www.niem.gov/communities /biometrics /Pages/about-bm.aspx
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Other portions of the standard are updated to reflect their interrelationships with this new content.

Note that the code definition for 'Alphabetic' is modified. Spaces are now listed as Special Characters
(code S) in the two fields affected: Field 10.023: Photo acquisition source / PAS and Field 10.026:
Subject facial description / SXS. This was done to conform to the standard programming definition
of alphabetic characters being limited to the letters of the English alphabet. The character codes in
Table 58 Type-10 record layout for these two fields were changed to AS, with the special character
listed as a space. Table 116 Character encoding set values in Annex A: Character encoding
information was also updated to reflect that the space is a special character. [<2013a]
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Foreword

This foreword is not part of the American National Standard ANSI/NIST-ITL 1-2011

Law enforcement and related criminal justice agencies, as well as identity management organizations,
procure equipment and systems intended to facilitate the determination of the personal identity of a
subject or verify the identity of a subject using biometric information. To effectively exchange identity
data across jurisdictional lines or between dissimilar systems made by different manufacturers, a
standard is needed to specify a common format for the data exchange.

Biometric data refers to a digital or analog representation of a behavioral or physical characteristic of
an individual that can be used by an automated system to distinguish an individual as belonging to a
subgroup of the entire population or in many cases, can be used to uniquely establish or verify the
identity of a person (compared to a claimed or referenced identity). Biometric modalities specifically
included in this standard are: fingerprints, plantars (footprints), palm prints, facial images, DNA and
iris images. Identifying characteristics that may be used manually to establish or verify the identity of
an individual are included in the standard. These identifying characteristics include scars, (needle)
marks, tattoos, and certain characteristics of facial photos, iris images and images of other body parts.
Latent friction ridge prints (fingerprint, palm print and plantars) are included in this standard and may
be used in either an automated system or forensically (or both).

Some data may be stored and/or transmitted in original and/ or processed versions. The image or other
data (such as a video or audio clip) may be ‘raw’ (as captured), compressed, cropped, or otherwise
transformed. An example of processed information is minutiae from friction ridge images. It is
important, therefore, that descriptive information associated be transmitted to the receiving
organization.

The Information Technology Laboratory (ITL) of the National Institute of Standards and Technology
(NIST) led the development of this American National Standards Institute (ANSI) approved American
National Standard using the NIST Canvass Method to demonstrate evidence of consensus.

[2013a>] The 2011 version of the standard replaces ANSI/NIST-ITL 1-2007 and ANSI/NIST-ITL 2-
2008 standards and the amendment ANSI/NIST-ITL 1a-2009. The 2013 Update incorporates the
Dental and Voice Supplements to the 2011 version of the standard as well as some other new material.
See the Foreword to the 2013 Update for details. [<2013a]

Send suggestions for the improvement of this standard to the attention of:

Brad Wing
NIST, 100 Bureau Dr, Mail Stop 8940 E-mail: Brad. Wing@NIST.Gov
Gaithersburg, MD 20899-8940.
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August, 2013 Page: xxvii
Green = link within document ; Blue = external link (current at publication date); Red borders means updated in 2013



Source reference representation / associated context data records: John Mayer-Splain
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Scott Hills, Eric Kukula, Rick Lazarick, Mike McCabe, Ramon Reyes, Adam Rosefsky, Timo
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Traditional encoding documentation: John Mayer-Splain
Brian Finegold, Scott Hills, Mike McCabe, Bonny Scheier, Brad Wing

ULW-annotations: Mike McCabe

Ben Bavarian, Austin Hicklin, John Mayer-Splain, Diane Stephens, Brad Wing, Matthew Young
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NIEM-conformant XML encoding documentation: Gerry Coleman
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ACKNOWLEDGEMENTS for the 2013 Update

General Editor: Brad Wing
Editor for Forensic Dental and Oral data: Kenneth W. Aschheim

Co-chairs of the working group: Ken Aschheim, Pedro Janices; Virginia Kannemann

ANSI/NIST-ITL Forensic Dental Working Group

Kenneth Aschheim, Kamran Atri, Robert Barsley, Paul Bralower, Sarah Chu, Lynn Clelland, Michael
Colvard, Jay Crowley, Franklin Damann, Frank DePaolo, Robert Dorion, Carla Evans, Brian
Finegold, Adam Freeman, Lisa Fritts, Winnie Furlani, Pedro Janices, Fred Jaco, Cynthia Johnston,
Elisabeth Kalendarian, Virginia Kannemann, Elias Kontanis, John Mayer-Splain, René¢ Pape, David
Senn, William Silver, Justin Smith, Sharon Stanford, Jennifer Stathakis, Warren Tewes, Naeem Ullah,
Richard Weledniger, Jason Wiersema, Cathy Wimer and Brad Wing.

The Dental and Oral Supplement was prepared by a joint group comprised of the Forensic Dental
Working Group of ANSI/NIST-ITL, co-chaired by Pedro Janices and Virginia Kannemann of the
Argentine National Office of Information Technologies (which originally proposed the development
of a forensics dental record for the standard?); and by the American Dental Association Standards
Committee on Dental Informatics Working Group 10.12 Forensic Odontology Informatics, chaired by
Kenneth Aschheim. He not only served as editor of the ANSI/NIST-ITL material, but also for the ADA
Standard Number 1058, which forms the core of much of the capabilities of Record Type-12. It is
largely due to his continued stewardship of both groups and his ability to reach out to all parts of the
forensic dental community that this project has come to fruition.

There was extensive coordination with: American Academy of Forensic Sciences (AAFS)
Odontology Section; the American Board of Forensic Odontology (ABFO); the American Board of
Orthodontics (ABO), American Society of Forensic Odontology (ASFO); American Dental
Association (ADA); American Dental Hygienists' Association; Department of Defense (DoD),
including the Defense Forensics and Biometrics Agency and the National Museum of Health and
Medicine; Federal Bureau of Investigation (FBI) — including the Biometrics Center of Excellence
(BCOE), the Criminal Justice Information Center (CJIS) and the National Crime Information Center
(NCIC); Harris County Medical Examiners (Texas); International Association for Identification (IAI);
INTERPOL; Louisiana State University School of Dentistry; Maryland Office of the Chief Medical
Examiner; Miami-Dade Medical Examiner Department; National Institute of Justice (NIJ) —
including NamUS; National Institute of Standards and Technology (NIST); New York City Office of
the Chief Medical Examiner — including UVIS/UDIM; Plass Data; Québec Ministére de la Sécurité
publique; Scientific Working Group for Disaster Victim Identification (SWGDVI); University of
I1linois at Chicago School of Dentistry; University of Texas Health Sciences Center; and WinlD.

* See http://biometrics.nist.gov/cs links/standard/ansi 2011 /WORKSHOP /kannmann-dentistry.pdf
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Editor for Forensic and Investigatory Voice: Jim Wayman

Investigatory Voice Biometric Committee (IVBC)

Joseph Campbell, Carson Dayley, Craig Greenberg, Peter Higgins, Alysha Jeans, Ryan Lewis, Jim
Loudermilk, Kenneth Marr, Alvin Martin, Hirotaka Nakasone, Mark Przybocki (Chair), Vince
Stanford, Pedro Torres-Carrasquillo, James Wayman, Brad Wing.

ANSI/NIST-ITL Voice Working Group

Kristin Allen, Jeremiah Bruce, Lynn Clelland, Lindsey Crookshanks, Lisa Fritts, Brian Finegold,
Patrick Gibbs, Craig Greenberg, Martin Herman, Peter Higgins, Kathy Higgins, Brendan Klare, Ken
Marr, Bill Michael, Larry Nadel, Hiro Nakasone, Marina Nastasenro, Anastasia Pavlovic, Mark
Przybocki (Chair), Mary Rendel, John Roberts, Bonnie Scheier (Original Chair), Vince Stanford,
Jennifer Stathakis, Reva Schwartz, Carolyn Taborini, Cathy Tilton, An (Mike) Tran, Ryan Triplett,
Jim Wayman, Cathy Wimer, Brad Wing.

Work on a proposed Supplement for voice data evolved out of the NIST / FBI co-sponsored ‘US
Government Interagency Symposium for Investigatory Voice Biometrics’ which occurred in 2009. The
Symposium created four working groups, one of which dealt with interoperability. That working
group's report stated: “One of the fundamental goals of the Symposium on Investigatory Voice
Biometrics was to initiate ‘a multi-year program to develop investigatory voice biometric collection
and interoperability standards’”. That Working Group recommended the further examination of
adding a voice data capability to the ANSI/NIST-ITL standard. Subsequent to that Symposium, the
FBI’s Biometric Center of Excellence (BCOE) initiated a multi-year sponsorship to form the
Investigatory Voice Biometric Committee (IVBC) in collaboration with the NIST to define the U.S.
government agency’s technical requirements for voice data collection, transmission format, and
analysis. One of its key recommendations was to develop a standardized approach for voice data
exchange.

Concurrently, certain stakeholders involved in the ANSI/NIST-ITL process had recognized the need
for a standardized way to exchange voice data. An ANSI/NIST-ITL working group was formed in
2010 to develop text for inclusion in the standard, under the leadership of Bonny Scheier. That
working group agreed that the 2011 update to the standard would proceed without a new voice record,
since there was still substantial work to be done in creating a new record type. Note that the record for
the 2010 workshop recognized the need for a voice record by establishing a placeholder for a new
voice record type (http://www.nist.gov/itl/iad/ig/ansi-nist 2010-archive.cfm). The Workshop
summary (http://biometrics.nist.gov/cs links/standard/ansi-overview 2010/Summary.pdf)
notes that a working group would further pursue development of a new Voice data record type.

The IVBC developed the first draft of the Type-11 record. In August, 2012, the IVBC turned over its
work to a newly re-formed ANSI/NIST-ITL Voice Working Group, in order to allow participation of a
wider group in the development process. It is the result of the combined work of all of these groups
that this Supplement was produced. The development of Record Type-11 owes much to the dedicated
effort of Jim Wayman, who served as editor throughout the process, and to Hiro Nakasone, who
directed the IVBC activity and championed the development of the Supplement.
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Introduction

Information compiled and formatted in accordance with this standard may be recorded using machine-
readable media and may be transmitted by data communication facilities. Law enforcement, criminal
justice agencies, and other organizations that process biometric data use the standard to exchange identity
data such as images of fingerprints, palm prints, plantars, faces, iris and other body parts including scars,
marks and tattoos (SMT). Marks, as used in this standard, means needle marks typical of drug use. The
term ‘marks’ in some nations denotes what is called ‘latent prints’ in the terminology of this standard. The
standard also allows the exchange of forensic markups of images of faces, irises, other body parts, and
latent friction ridge prints.

The first version of this standard, ANSI/NBS-ICST 1-1986, was published by NIST (formerly the National
Bureau of Standards) in 1986. It was a fingerprint minutiae-based standard. Revisions to the standard
were made in 1993, 1997, 2000, and 2007. Updates to the standard are designed to be backward
compatible, with new versions including additional information. All of those versions use “Traditional”
encoding. In 2008, ‘NIEM-conformant encoding’ using Extensible Markup Language (XML) was
adopted. NIEM, the National Information Exchange Model, is a partnership of the U.S. Department of
Justice and Department of Homeland Security. NIEM is designed to provide a common semantic
approach in XML applications. With some minor exceptions, the 2007 and 2008 versions of the standard
are equivalent except for the encoding format. In 2009, an amendment to the 2007 and 2008 versions was
approved that extended codes to handle multiple finger capture.

The 2011 version of the standard does not restrict encoding to any particular format. However, in cases
where an alternative encoding (i.e, other than Traditional or NIEM-conformant XML) is used, the sending
and receiving parties shall document encoding rules and assumptions.

This standard defines the structure and format of the records contained in a transaction that may be
transmitted to another site or agency. An ANSI/NIST-ITL transaction is called a file in Traditional
encoding and an Exchange Package in XML encoding. [2013a>] New Record Types (11, 12 and 22)
are included in the 2013 Update and they shall be encoded using NIEM-conformant XML encoding.
They shall not be used in a Traditional format transaction.[<2013a]

A transaction is comprised of records. Each Record Type is defined in this standard. Certain portions
of the transaction may be in accordance with definitions provided by the receiving agency, as
described in the standard. The transaction shall contain records pertaining to a single subject.
Biometric data used to identify another individual shall be contained in a separate transaction.
However, some records (such as Record Type-18) may include biometric data from another person if
that data is used to corroborate or establish the identity of the subject of the transaction. [2013v>]
Type-11 records may be included for persons whose voice may be heard on a recording also
involving the subject of the transaction, such as a person conversing with the subject. [<2013v]
[2013a>] Type-2 records may also be included for the various subjects of records contained in the
transaction, as well as one for the actual subject of the transaction. [<2013a]

[2013v>] A unique case, which is the exception to the rule, is the use of a Type-11 record to count the
number of unique individuals spekaing during a recording. In this instance, there is no subject of the
transaction. [<2013v]
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1 Scope

This standard defines the content, format, and units of measurement for the electronic
exchange of fingerprint, palm print, plantar, facial/mugshot, scar, mark & tattoo (SMT), iris,
deoxyribonucleic acid (DNA), and other biometric sample and forensic information that
may be used in the identification or verification process of a subject. The information
consists of a variety of mandatory and optional items. This information is primarily intended
for interchange among criminal justice administrations or organizations that rely on
automated identification systems or use other biometric and image data for identification
purposes.

[2013a>] The subject of the transaction may be different from the subject of a record
instance within the transaction. It may be necessary to contain information in a
transaction about multiple persons in order to attempt identification of the subject of the
transaction — such as when using the DNA of claimed or purported relatives to assist in
the identification of an unknown deceased.

Some transactions naturally involve multiple identities, such as those requesting the
number of individual speakers in a single recording. Such requests are generic and do
not reference a particular individual as the subject of the transaction.

Transactions dealing with individual identification or verification of identity shall be
limited to a single subject of the transaction.[<2013a]

[2013v>] A unique case, which is the exception to the rule, is the use of a Type-11
record to count the number of unique individuals spekaing during a recording. In this
instance, there is no subject of the transaction. [<2013V]

2 Conformance to the standard

2.1 Verbal forms for the expression of provisions

The following terms are used in this standard to indicate mandatory requirements,
recommended options, or permissible actions.

* The terms “shall” and “shall not” indicate requirements to be followed strictly in
order to conform to this standard and from which no deviation is permitted.

* The terms “should” and “should not” indicate that among several possibilities one is
recommended as particularly suitable, without mentioning or excluding others, or
that a certain course of action is preferred but not necessarily required, or that (in the
negative form) a certain possibility or course of action is discouraged but not
prohibited.
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* The terms “may” and “need not” indicate a course of action permissible within the
limits of this standard.

A system is conformant to this standard if it is capable of generating or using transactions
that are morphologically, syntactically and semantically conformant to the requirements of
this standard. Transactions shall consist of one Type-1 record and one or more of the Type-2
to Type-99 records. For the structure of a transaction, see Section 5.1. For a description of
the Record Types, see Section 5.3. Prior versions of the standard only required a Type-1
record.

2.2 Morphological (Level 1) conformance

Morphological5 conformance deals with the form and structure of the internal content and
verifies data structures exist and have allowable values. Specifically, it checks for the
structure and value of each field, subfield and information item in a transaction.

A transaction conforms morphologically to this standard if it satisfies all of the normative
morphological requirements related to its data structure and data values, as specified
throughout Section 7 Information associated with several records and Section 8 Record
type specifications. If the system claims conformance with a particular encoding, then it
shall satisfy the requirements of either Annex B: Traditional encoding or Annex C:
NIEM-conformant encoding rules, as appropriate.

Table 1 Excerpt from Table 24: Type-9 record layout

Traditional format requires the data in binary form (not text) with a fixed byte length®; therefore the character min and max values are
the same for traditional format (denoted by T= value). They are expressed in bytes. For XML, the min and max values are the
character count (denoted by X= value).

Character Occurrence
Field
. Content Cond Value
Number | Mnemonic . . T M M . M i
Description Code y i a | Constraints i a
p n X n X
e # # # #
0<FGP<15o0r
FRICTION RIDGE T=B; =1 | 11 FGP =255 T=6
4.004 FGP GENERALIZED M X=N 3 3 non-negative X=1 6
POSITION X=l ) x=3 integer
See Table 8

5 [2013e>] Morphological and Syntactical header labels were reversed in these sections in the 2011 text.
The explanatory text was correct. [<2013¢]

% [2013a.] The Character Type column for Fields 4.001 through 4.008 makes explicit that in Traditional
format, the data is binary, as is stated here. [<2013a]
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The excerpt above is taken from Table 24 Type-4 record layout. Notice the “Value
Constraints” column. See Section 8 Record type specifications for an explanation of the
entries in this type of table.

This example illustrates conformance of the data values:

* Valid values for Field 4.004: Friction ridge generalized position / FGP are
shown in Table 24. Testing this type of conformance for Field 4.004 involves
verifying that the value for FGP is zero or that it is a positive integer less than or
equal to 15 or that it is equal to 255. A value of 10 is conformant; however, a
value of 250 is not conformant. A value of 4.25 is not conformant since it is not
an an integer, has more than 3 characters, contains a special character (the period
is not allowed in numeric data — shown as “N” in the 'Character Type' column),

and the value is not in Table 8.

Table 2 Excerpt from Table 106: Type-19 record layout

Character Occurrence
Field
. Content Cond Value
Number | Mnemonic o . T | M M . M M
Description Code | vy i a | Constraints | | a
p n X n X
e # # # #
FRICTION RIDGE -
FQM PLANTAR PRINT (6] 0 1
QUALITY METRIC
.Subﬁeld.s: R.epeating sets of M1 | 9
information items
friction ridge metric 60 <FRMP <79
FRMP . M1 N 2 2 1 1
position positive integer
19.024 0<QVU <100 or
QVU =254 or
QVU quality value M1 N 1 3 255 1 1
non-negative
integer
QAV algor.ithm'vendvor M1 q 4 4 0000 < QAV < | |
identification FFFF
i 1< QAP < 65535
QAP algolrlthm- prod.uct M1 N 1 5 <QAP= { |
identification positive integer

The excerpt above is taken from Table 106 Type-19 record layout. This excerpt illustrates
a field with repeating subfields that each contain four mandatory information items. (See
Section 5.1 Structure of a transaction for information about fields, subfields and
information items). If the transaction contains a Type-19 record with Field 19.024: Friction
ridge - plantar print quality metric / FQM present, then QAP shall be present in each
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subfield. If QAP is not present in a subfield, then the field would not be morphologically
conformant. (The same applies to FRMP, QVU and QAV). Another example of non-
conformance is to have 10 instances of the subfield within the field.

2.3 Syntactical (Level 2) conformance

Syntactical® conformance deals with explicit requirements that check for internal
consistency and ensure that values are compatible with this standard. Specifically,
syntactical conformance checks for the relationships between fields, subfields, or
information items within a transaction to other values within the same transaction as
specified in this standard.

Transactions that claim syntactical conformance to this standard shall satisfy all of the
normative requirements related to the relationships between fields, subfields, or information
items as described in Sections 7 and 8 for each implemented record type. If the system
claims conformance with a particular encoding, then it shall satisfy the syntactical
requirements of either Annex B: Traditional encoding or Annex C: NIEM-conformant
encoding rules, as appropriate.

An example of this type of conformance is:

* [2013a>] Error: Reference source not found is restricted to values between 10
and 9999, inclusive. A value of 200 for Field 17.026 is in the allowable range
for IRD and would therefore be morphologically conformant. [<2013a]
However, if Field 17.031: Subject acquisition profile — iris /IAP is 40, then
Error: Reference source not found shall be greater than or equal to 210. (See
Table 13 for IAP constraints by level). Testing for syntactical conformance
involves comparing values within a transaction, therefore, if IAP is 40, an IRD
value of 200 is not syntactically conformant.

2.4 Semantic (Level 3) conformance

Semantic conformance checks if the biometric transaction is a faithful representation of the
parent biometric data and ensures requirements are satisfied that are not merely syntactical
or morphological. Individual fields may have explicit semantic requirements in addition to
syntactic requirements.

Transactions that claim semantic conformance to this standard shall satisfy the semantic
requirements, as described in Sections 7 and 8 of this standard, for each implemented record

type.

Some examples of semantic conformance are:
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* For a Type-9 minutiae record, there is a minutia corresponding to each set of
coordinates (X, y, t) of the location encoded in the record. See Section 5.1 for a
description of transactions, records and fields.

* For a Type-10 record, a subject acquisition profile (SAP) level-50 image shall
comply with semantic requirements including the position and size of the face
within the image, angle of view, and lighting. See Section 7.7.5.1 for the face
SAP specifications.

3 Normative references

The following referenced documents are indispensable for the application of this standard.
For dated references, only the edition cited applies. For undated references, the latest edition
of the referenced document (including any amendments) applies. All standards are subject to
revision, and parties using this American National Standard are encouraged to investigate
the possibility of applying the most recent versions of the standards indicated below.

AAMVA International Specification — DL/ID Card Design. It is available at
http://www.aamva.org/KnowledgeCenter/DLIDStandards/

[2013d>]

American Board of Forensic Odontology, Diplomates Reference Manual. 1t is available
at http://www.abfo.org/id mark guidelines.htm

ANSI/ADA Standard No. 1058, Forensic Dental Data Set. 1t is available at
http:webstore.ansi.org

ANSI/ADA Specification No. 1067 Standard Functional Requirements for an
Electronic Dental Record System. It is available at http:webstore.ansi.org

ANSI/ADA Specification No. 3950, Designation System for Teeth and Areas of the
Oral Cavity. It is available at http:webstore.ansi.org This contains the same
information as: ISO 3950:2009 Dentistry — Designation system for teeth and areas of
the oral cavity. 1t is available at http://www.iso.org/

[<2013d]

ANSI X3.4-1986 (R1992), Information Systems --- Coded Character Sets --- 7-Bit
American National Standard Code for Information Interchange (7-Bit ASCII).”

ANSI/EIA - 538-1988 Facsimile Coding Schemes and Coding Control Functions for
Group 4 Facsimile Equipment.”

7 ANSI and ISO documents are available from the American National Standards Institute, 11 West 42nd
Street, New York, NY 10036.
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ANSI/IAI 2-1988, Forensic Identification --- Automated Fingerprint Identification
Systems  ---  Glossary of Terms and Acronyms. It is available at
https://www.theiai.org/publications/

ANSIINCITS 398 The Common Biometric Exchange Formats Framework. 1t is
available at http://www.incits.org

ANSI/NIST-ITL 1-2007, NIST Special Publication 500-271, Data Format for the
Interchange of Fingerprint, Facial and Other Biometric Information — Part 1. *

ANSI/NIST-ITL 2-2008, NIST Special Publication 500-271, Data Format for the
Interchange of Fingerprint, Facial and Other Biometric Information — Part 2: XML
Version.®

ANSI/NIST ITL 1-2011 NIEM IEPD Exchange and Subset Schemas®

[2013n>]

ANSI/NIST ITL 1-2011 Update:2013 NIEM IEPD Exchange and Subset Schemas®
[<2013n]
[2013a>]

Code of Federal Regulations Title 21, Part 58, 21CFRS58, Title 21 Food and Drugs,
Chapter I — Food and Drug Administration, Department of Health and Human
Services, Subchapter A, Part 58, Good Laboratory Practice for Nonclinical Laboratory
Studies. It is available at *accessdatatdagor

[<2013a]

Department of Defense, Office of GEOINT Sciences (SN), Coordinate Systems Analysis
Branch, Military Grid Reference System. It is available at

http://earth-info.nga.mil/GandG/coordsys/grids/mgrs.doc

Federal Bureau of Investigation; The Science of Fingerprints; Rev 12-84; ISBN 0-16-
076078-X. It is available online at Project Gutenberg
http://www.gutenberg.org/ebooks/19022 and from the Government Printing Office
http://bookstore.gpo.gov/actions/GetPublication.do?stocknumber=027-001-00033-5.

FBI CIIS, Personal Identity Verification (PIV): Image Quality Specifications for Single
Finger Capture Devices, 10 July 2006.°

Federal Information Processing Standards Publication, FIPS PUB 180-3, Secure Hash
Standard (SHS), October 2008. It is available at
http://csrc.nist.gov/publications/fips /fips180-3 /fips180-3 final.pdf

8 ANSI/NIST-ITL documents are available at http://www.nist.gov/itl/iad/ig/ansi_standard.cfm
° These documents are available at https://www.fbibiospecs.org/
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IAFIS-DOC-01078-x.x Criminal Justice Information Services (CJIS) Electronic
Biometric Transmission Specification (EBTS).’

IAFIS-IC-0110 (V3.1) WSQ Gray-scale Fingerprint Image Compression Specification,
October 4, 2010.°

IEC 61966-2-4, Multimedia systems and equipment — Colour measurement and
management — Part 2-4 Colour management — Extended-gamut YCC colour space for
video applications — xcYCC. It is available at http://webstore.iec.ch

[2013v>]
IEEE 754-2008, I[EEE Standard for Floating-Point Arithmetic. 1t is available at
http://ieeexplore.ieee.org/xpl/mostRecentlssue.jsp?punumber=4610933
[<2013v]

INCITS 378-2009, Information Technology - Finger Minutiae Format for
Data Interchange.’

INCITS 378-2009/AM1-2010, Information Technology - Finger Minutiae
Format for Data Interchange.”

International Biometrics & Identification Association, CBEFF Registry, It is available at
http://www.ibia.org/cbeft/

International Civil Aviation Organization, Document 9303, Machine Readable Travel
Documents. 1t is available at http:/www?2.icao.int/en/MRTD/Downloads/Forms/Allltems.aspx

International Electrotechnical Commission Technical Committee No. 100: Audio, Video
and Multimedia Systems and Equipment, Project Team 61966: Colour Measurement
and Management in Multimedia Systems and Equipment, IEC/4AWD 61966-2-1: Colour
Measurement and Management in Multimedia Systems and Equipment - Part 2-1:
Default RGB Colour Space — sRGB, available at
http://www.colour.org/tc8-05/Docs/colorspace/61966-2-1.pdf

Internet Society, Internet Engineering Task Force, The Basel6, Base32, and Base64 Data
Encodings. It is available at: http://tools.ietf.org/html/rfc4648

Internet Society, Network Working Group. The Ogg Encapsulation Format. It is available
at http://xiph.org/ogg/doc/rfc3533.txt.

[2013v>]

ISO 639-3:2007, Codes for the representation of names of languages — Part 3 : Alpha3
code for comprehensive coverage of languages.’

[<2013v]
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ISO 3166-1, Codes for the representation of names of countries and their subdivisions —
Part 1: Country codes.’

ISO 8601-1988, Data Elements and Interchange Formats - Information Interchange
Representation of Dates and Times.”

JPEG (Joint Photographic Experts Group), JPEG File Interchange Format, Version 1.02.
Available at http://www.jpeg.org/public/jfif.pdf

ISO/IEC 646, Information technology — ISO 7-bit coded character set for information
exchange.”

ISO/IEC 10918, Information technology -- Digital compression and coding of
continuous-tone still images: Requirements and guidelines.”

[2013d>]

1SO 12052:2006 Health informatics — Digital imaging and communication in medicine
(DICOM) including workflow and data management. 1t is available at
http://www.iso.org/. This is also known as National Electrical Manufacturers
Association (NEMA) PS3 Digital Imaging and Communications in Medicine (DICOM).
It is available at http://medical.nema.org/standard.html

[<2013d]
ISO/IEC 14496-2, MPEG4 Feature Points, Annex C.”

ISO/IEC 15444-1, JPEG 2000, Information Technology - Digital Compression and
Coding of Continuous-Tone Still Images Part 1: Requirements and Guidelines.”

ISO/IEC 15444-2, Information technology — JPEG 2000 image coding system:
Extension, available at: http://www.jpeg.org/metadata/15444-2.PDF

ISO/IEC 15948:2004 Information Technology -- Computer graphics and image
processing -- Portable Network Graphics (PNG): Functional specification”
[2013v>]

ITU-T G.711 (11/88) with Amendment 1 (08/09) and Amendment 2 (11/09), including
Appendix 1 (09/99) and Appendix 2 (02/00), Pulse code modulation (PCM) of voice
frequencies. 1t is available at http://www.itu.int/rec/T-REC-G.711/e

[<2013V]

MTR 04B0000022 (Mitre Technical Report), Margaret Lepley, Profile for 1000ppi
Fingerprint Compression, Version 1.1, April 2004. It is available at:

http://www.mitre.org/work/tech_papers/tech papers 04/lepley_fingerprint/lepley_fingerprint.pdf
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National Crime Information Center (NCIC) Code Manual. It is available at:
http://www.oregon.gov/OSP/CJIS/NCIC.shtml

[2013d>]

National Electrical Manufacturers Association (NEMA) PS3 Digital Imaging and
Communications in Medicine (DICOM). It is available at
http://medical.nema.org/standard.html

[<2013d]

National Geospatial Intelligence Agency, World Geodetic System 1984, WGS 84. The
latest version is applicable. It is described at http://earth-info.nga.mil/GandG/wgs84/

[2013n>]
National Information Exchange Model, Normative Specifications. The normative
specifications are available at: www.niem.gov/technical/Pages/references-specs.aspx
[<2013n] '

National Institute of Standards and Technology, NISTIR 7300, NIST Fingerprint Image
Quality (NFIQ) Conformance Test, February 2005. It is available at:
http://www.nist.gov/itl/iad/ig/nbis.cfm#NFIQ

National Institute of Standards and Technology, NIST Special Publication 800-76,
Biometric Data Specification for Personal Identity Verification. It is available at:
http://csrc.nist.gov/publications/PubsSPs.html

Personal Identity Verification (PIV): Image Quality Specifications for Single Finger
Capture Devices.’

Scientific Working Group on Friction Ridge Analysis, Study and Technology
(SWGFAST), Standards for examining friction ridge impressions and resulting
conclusions. It is available at: http://www.swgfast.org/Documents.html

The United States Code of Federal Regulations , Title 21 Section 58. (21 CFR 58). (It
states the industry standard for DNA sequencing.) It is available at:
http://www.access.gpo.gov/cgi-bin/cfrassemble.cgi?title=200321

The Unicode Consortium, 7he Unicode Standard, Version 6.0 — Core Specification. 1t is
available at http: //www.Unicode.org/versions/Unicode6.0.0/

1012013n>] The references to specific NIEM documents were removed, and replaced with a reference to
the list of NIEM normative specifications, which may be updated on a different cycle than ANSI/NIST-
ITL. [<2013n]
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W3C Extensible Markup (XML) 1.0 (Fifth Edition), World Wide Web Consortium. It is
available at: http:/ www.w3.0org/TR/REC-xml/

W3C XML Schema (Second Edition), World Wide Web Consortium. It is available in

two parts at: http://www.w3.org/TR/xmlschema-1/ and
http:// www.w3.org/TR/xmlschema-2

4 Terms and definitions

The following definitions and those given in the American National Standard Automated
Fingerprint Identification Systems --- Glossary of Terms and Acronyms, ANSI/IAI 2-1988,
apply to this standard.

[2013v>] p-law

A companding algorithm used in North America and Japan that optimizes an analog signal
while digitizing. [<2013v]

[2013v>] 3G2

A container format used for multimedia applications. It was developed by the Third
Generation Partnership Project 2(3GPP2) and is similar to 3GP. [<2013v]

[2013v>] 3GP

A container format used for multimedia applications. It was developed by the Third
Generation Partnership Project (3GPP). 1t is used on 3G mobile phones, and some 2G
and 4G phones. [<2013v]

AABB

The American Association of Blood Banks.
AAMVA
The American Association of Motor Vehicle Administrators.

[2013d>] ABFO
The American Board of Forensic Odontology [<2013d]
[2013d>] ABFO # 2 ruler

A right angle ruler designed by the ABFO that is used for patterned injury imagery. It
inlucdes three circles that are useful to determine distortion due to photography at
different angles. The ruler itself is manufactered by several different sources. [<2013d]
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[2013d] ABO
The American Board of Orthodontics [<2013d]
[2013v>] acoustic signal
Pressure waves in a media that have information content.[<2013v]
[2013d>] ADA
The American Dental Association [<2013d]
AFIS

Automated Fingerprint Identification System.

[2013v>] AGC

Automatic gain control is an adaptive system that effectively reduces the volume if an
audio signal is strong and raises it when it is weaker. [<2013v]

[2013v>] AIFF

The Audio Interchange File Format stores audio data in uncompressed pulse-code
modulation (PCM). The file extensions commonly used are '.aiff' and 'aif'. There is a
compressed variant which has the extension '.aifc', but in reality, sometimes a
compressed version is stored with the file extension '.aiff'. See http://www-

mmsp.ece.mcgill.ca/Documents/AudioFormats/AIFF /Docs /AIFF-1.3.pdf [<2013v]
[2013v>] A-law

A companding algorithm used outside of North America and Japan that optimizes an analog
signal while digitizing. [<2013v]

allele

One member of a series of possible alternative forms of a DNA sequence found at a
particular genetic location.

allele call

The value identified for the allele, either via expert system or by an analyst.

ANSI
The American National Standards Institute, Inc.

[2013d>] antemortem

Prior to death. [<2013d]
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Appendix F certified devices

This refers to devices that have successfully completed a test of fingerprint capture
devices that is performed in accordance with procedures established by the FBI in
EBTS Appendix F. [2013a>] See https://www.fbibiospecs.org/ebts.html for
Appendix F, CJIS Image Quality Specifications. [<2013a] The list of approved devices
is available at https://www.fbibiospecs.org/

ASCII

The American National Standard Code for Information Interchange.
ASCLD
The American Association of Crime Lab Directors.

[2013v>] assigned signal

A voice to which an identifier has been attached. The identifier may or may not specify
the identity of the person having that voice. For instance, the voice of an unknown
speaker that has been previously encountered can be considered an 'assigned voice' by
attaching an identifier to it. [<2013v]

aspect ratio

The width-to-height ratio of a pixel or the captured image.

[2013v>] audio signal

Information in analog or digital form that contains acoustic content [<2013v]
[2013v>] audio recording

A stored audio signal capable of being transduced into an acoustic signal. [<2013v]
[2013v>] automatic speech recognition

The process or technology which accepts speech as input and determines what was
spoken.' [<2013V]

[2013a>] BCOE
The FBI's Biometric Center of Excellence. [<2013a]
BDB

Biometric Data Block used in CBEFF.

!'See definitions developed by the IEEE Acoustics, Speech and Signal Processing Society as presented in
David S. Pallett, Performance Assessment of Automatic Speech Recognizers, Journal of Research of the
National Bureau of Standards, Volume 90, Number 5, September-October 1985.
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[2013a>] C-216C

Form C-216C is a fingerprint form used in Canada to have background record checks
performed. See http://www.rcmp-grc.gc.ca/cr-cj/c216-eng.htm [<2013a]

CBEFF

Common Biometric Exchange Formats Framework. It provides a set of definitions used
to exchange biometric data in a standardized manner. It forms the basis for Type-99
records.

CDEFFS
Committee to Define an Extended Fingerprint Feature Set.

[2013a>] CIE

The International Commission on Illumination. The color space that they defined is
called CIELab. They have also developed a metric for color distance called AE, g7
(Delta E) with 1976 indicating the version of the formula. They have developed more
detailed and precise distance metrics in later years. For more information, see
http://en.wikipedia.org/wiki/Color difference. [<2013a]

[2013a>] CJIS

The Criminal Justice Information Services Division of the FBI. [<2013a]

class resolution

The value of resolution (scanning or nominal) used to name (or identify) an acquisition
process or image, where the resolution is within a specified tolerance around that value.
Example: A scanner is referred to as “500 ppi” (class resolution) if the native scanning
resolution is within 1% (5 ppi).

[2013v>] codec

A codec is a computer program that encodes and decodes a data signal, usually in a
compressed format. [<2013v]

[2013v>] codec format
A codec format is the data structure produced by a codec. [<2013v]
[2013v>] companding algorithm

An algorithm that allows signals with a large dynamic range to be transmitted over
facilities with a smaller dynamic range. It is used in telephony (see p-law and A-law)
and some other types of communications. [<2013v]
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constraint schema

This is a NIEM schema that adds additional constraints and restrictions to components.
A constraint schema was used in the 2008 version of the standard to add cardinality
constraints to schemas that were automatically generated by a NIEM tool called SSGT
(Subset Schema Generator Tool). The tool has been updated to directly specify
cardinality constraints in the NIEM subset schema, so constraint schemas are no longer
provided. However, an implementer is permitted to define their own constraint schema to
add further restrictions to the standard. An example is to only allow certain record types
in a transaction.

[2013v] container

A format that describes how the data and metadata are stored in a computer file.
[<2013v]

[2013v>] contemporaneous

Existing at or occurring at the same period of time. In Record Type-11, the phrase
“contemporaneous capture of a voice signal” indicates recording of the voice signal at
the time of the speaker vocalization. [<2013v]

context data
Additional related image, audio, or waveform data in support of a biometric record.

[2013d>] CT scan
Computerized tomography scan. [<2013d]
[2013d>] current data

Data for the individual in his/her current state, not necessarily data recorded or created
on the current date. For instance, current data on a subject may be a radiograph of a
decedent taken at the time of burial several years ago that is now being compared to
radiographs that had been provided for a missing person prior to the assumed date of
death of the subject.[<2013d]

deprecated

The record type / field / subfield / information item / value / file shall not be used when
claiming conformance to this version of the standard. (different than 'legacy')

derived representation

Biometric type record derived from a Type-20 source representation record, which may
be another Type-20 record from which other biometric type records are derived.
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[2013v>] diary

A list giving the start and stop times of speech segments within the voice signal,
pertaining to the subject of the record. Diarization of segments from multiple speakers
requires multiple Type-11 records, one for each speaker. These multiple Type-11
records may be contained in a single transaction, as long as the transaction is focused
upon a single subject. [<2013v]

[2013d>] DICOM

The standard “Digital Imaging and Communications in Medicine” published by the
National Electrical Manufacturers Association (NEMA). [<2013d]

[2013d>] DICOS

The standard “Digital Imaging and Communications in Security” published by the
National Electrical Manufacturers Association (NEMA) [<2013d]
[2013v>] digital sample (n)

A representative value of a signal at a chosen instant, derived from a portion of that
signal. From the Vocabulary of Digital Transmission and Multiplexing, and Pulse Code
Modulation (PCM) Terms, ITU-T Recommendation G.701 (March, 1993) [<2013v]

[2013v>] digitally sample (v)

Obtain the values of a function for regularly or irregularly spaced distinct values from
its domain. From: ISO 2382-2-1976, Information technology — Vocabulary — Part
2:Arithmetic and logic operations [<2013v]

distal segment

The segment of a finger or thumb farthest from the palm.

DNA

Deoxyribonucleic Acid. This is a chemical that forms a double helix that is unique to all
but identical siblings.

domain

This term has two uses in this standard:

. Implementation domain refers to the group of organizations or agencies
that have agreed to use a specified set of user-defined fields in a particular
format. This is the domain encoded in Field 1.013: Domain name /
DOM.

. NIEM biometrics domain refers to an XML namespace that conforms with
the NIEM naming rules. It deals with biometric data. See Annex C:
NIEM-conformant encoding rules for details.
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EBTS
This stands for two separate application profiles of the ANSI/NIST-ITL standard:

a) Acronym for the FBI's application profile of the ANSI/NIST-ITL standard:
Electronic Biometric Transmission Specification.

b) Acronym for the US Department of Defense's application profile of the
ANSI/NIST-ITL standard: Electronic Biometric Transmission
Specification.

EFTS

The FBI's earlier application profile of the ANSI/NIST-ITL standard: Electronic Fingerprint
Transmission Specification. It has been superseded by EBTS.

EFS

Extended Feature Set for markup of friction ridge data.
EJI - entire joint image

An exemplar image containing all four full-finger views for a single finger.
(See Figure 4)

electropherogram

A plot of fluorescence units over time showing the measured peaks of a DNA molecule at
various genetic locations.

element

In XML, an element is a building block delimited by a start-tag (for example:
<CaptureDate>) and an end-tag (for example: </CaptureDate>). Everything between the
start-tag and the end-tag of the element (exclusive) is called the element's content. The
“fields”, “subfields”, and “information items” used by traditional-encoding (non-XML)
are all represented by XML elements in this encoding.

[2013a>] endian (big or little)

The order of significance in a number. Big endian places the most significant byte (or
digit) first. Little endian places the most significant byte (or digit) last. Humans tend to
represent numbers as big-endian, with 10 representing ten and not one. [<2013a]
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exchange schema

Although NIEM contains thousands of elements it does not contain everything needed in
an XML exchange. It contains the most common building blocks. This biometric standard
requires an exchange schema called the “itl” schema. “it]” adds types and properties that
are not in NIEM; they are unique to the standard. For example, the record structure
(Types 1 through 99) is unique to the standard and is defined in the “itl” schema. In
addition, implementers can define, in other exchange schemas, “user-defined” elements
from the implementer’s domain.

exemplar

The friction ridge prints of an individual, associated with a known or claimed identity,
and deliberately recorded electronically, by ink, or by another medium (also called
'known prints').

[2013a>] external hyperlinks

Blue text used throughout the document is used to provide the reader a convenient
method to access the source. In PDF format, the user can click the blue text and be
directed to the external source using the default broswer on the computer. [<2013a]

[2013d>] FastID

A European Union-funded project designed to develop an operational commonality of
identification data between INTERPOL member countries in the event of a disaster.
See http://dvi-training.info [<2013d]

[2013a>] FD-249

The FD-249 is an Arrest and Institution Fingerprint card (white card with red ink) used
for criminal submissions to the FBI and certain other law enforcement organizations.
See http://www.fbi.gov/about-us/cjis /forms/description-fd249 [<2013a]

[2013a>] FD-258

The FD-258 is the Applicant Fingerprint Card (white card with blue ink) used for
submission to the FBI and certain other law enforcement organizations as part of a
background check. See http://www.fbi.gov/about-us/cjis/forms/description-fd258
[<2013a]

fingerprint

An image or impression of the friction ridges of all or any part of a finger or thumb.
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FAP

Acronym for Fingerprint Acquisition'? Profile. It is a series of sets of progressively more
stringent parameters and requirements relevant to fingerprint acquisition. In the Mobile
ID Best Practices Recommendations, face, finger and iris application profiles were all
referred to as SAP. They are referred to separately in this standard.

FBI
The Federal Bureau of Investigation of the United States Department of Justice.
forensic

Pertaining to the use of analytic / scientific techniques to establish or verify identity - in
this standard, it applies to the examination and mark-up of images (sometimes manually).

Frankfurt horizon

The plane determined by the lowest point of the left eye socket and the tragions of the
ears.

flat fingerprint

A fingerprint image resulting from the touching of a single finger to a livescan platen or
paper fingerprint card without any rolling motion. Also known as a single-finger plain
impression.

friction ridge image

An image of an impression from the palmar surfaces of the hands or fingers, or from the
plantar (sole) surfaces of the feet or toes.

friction ridge skin

The volar skin surface of the surfaces of the hands and fingers, and the plantar surfaces of
the feet and toes.

full finger view

A full finger view is a rolled or plain image of a full-length finger showing all segments.
An entire joint image (cf.) includes four full finger view images: one rolled; left, center,
and right plain.

'212013a>] In the 2011 version this was labeled Fingerprint Application Profile. For
consistency with SAP, it is now called an acquisition profile. [<2013a]
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[2013n>] GENC

Acronym for Geopolitical Entities, Names and Codes, which is the United States
Government profile of the /SO 3166 standards. This reflects the United States (U.S.)
Government requirement to use names of countries, dependencies, areas of special
sovereignty, and administrative subdivisions that have been approved by the U.S. Board
on Geographic Names (BGN), the authority established under Public Laws 80-242 to
provide for uniformity in geographic nomenclature and orthography throughout the
Federal Government. GENC is available at https://nsgreg.nga.mil/genc/registers.isp|

[<2013n]

genotype

The entire genetic constitution of an individual; also, the alleles present at one or more
specific loci.

GLP

Good Laboratory Practice. The United States has rules for GLP in 2/CFR58. The

Organization for Economic Co-operation and Development (OECD) has stated principles
of GLP.

GMT

Greenwich Mean Time.

GPS

Global Positioning System.

[2013v>] Hz

Abbreviation for Hertz, which is the measure of the frequency of oscillations. It is the
fundamental property of sound that determines pitch. [<2013v]

[2013a>] IAFIS

Acronym for the Integrated Automated Fingerprint Identification System of the FBI.
[<2013a]

IAP

Acronym for Iris Acquisition'? Profile. It is a series of sets of progressively more
stringent parameters and requirements relevant to iris acquisition. In the Mobile ID Best
Practices Recommendations, face, finger and iris application profiles were all referred to
as SAP. They are referred to separately in this standard.
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IBIA

International Biometric Industry Association.
ICAO
The International Civil Aviation Organization.

ICC

International Color Consortium.
IEC

The International Electrotechnical Commission.
ILAC

International Laboratory Accreditation Cooperation.

[2013a>] internal cross-reference links

Green text is used throughout the doucemnt to provide the reader of the PDF version of
the standard with a convenient method to jump to another protion of the doucment. The
reader clicks the mouse on the green text and the portion of the document that is
referenced is displayed. Tip: When used, these links generate breadcrumbs or a
breadcrumb trail in your computer's memory which responds to pressing the
<Alt>+<left arrow> keys to go forwards on the breadcrumb trail as desired. This
enables the reader to jump to a Figure, Table or Section and then back to the original
section of the text to continue reading. [<2013a]

impression
A friction ridge image containing friction ridge detail produced on a surface by pressure.
incipient ridge

A friction ridge not fully developed that may appear shorter and thinner in appearance
than fully developed friction ridges.

INCITS
The InterNational Committee for Information Technology Standards.
instance document

An XML package described by a schema is called an instance document. If a document
satisfies all the constraints specified by the schema, it is considered to be schema-valid.
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interdigital area

The portion of the palm along the base of the fingers.

[2013v>] interlocutor

A person who takes part in a dialog or conversation. In Record Type-11, an interlocutor
is any speaker in the recording who is not the subject of the ANSI/NIST-ITL transaction.
An interlocutor may be the subject of the record, within the transaction, however.
[<2013V]

INTERPOL

International Criminal Police Organization.
INT-I

The INTERPOL application profile of the ANSI/NIST-ITL standard, developed by the
INTERPOL AFIS Expert Group.

[2013v>] TPA
International Phonetic Alphabet [<2013v]

IREX

Iris Exchange Program. This is a program at NIST in support of iris-based applications
based on standardized interoperable iris imagery. See http://www.nist.gov/itl/iad/ig/irex.cfm

iris

A thin, colored, approximately circular structure surrounding the pupil of the eye that
contains features used for identification of individuals.

ISO
International Organization for Standardization.
ITL

Acronym for the Information Technology Laboratory of NIST. See
http://www.nist.gov/itl/

IUPAC

International Union of Pure and Applied Chemistry. See http://www.iupac.org
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JFIF

[PEG File Interchange Format. See http://www.jpeg.org

JPEG

Image compression and storage format specified by the Joint Photographic Experts
Group. It is discrete cosine transform-based.

JPEG 2000

Image compression and storage format specified by the Joint Photographic Experts
Group. It is a wavelet-based method.

[2013v>] known voice signal

A voice signal from an individual who has been “identified”, or individuated in a way
that allows linking to additional, available information about that individual. [<2013]

(allelic) ladder
A composition of DNA fragments that represents common alleles at a locus.

latent print
An impression or image of friction ridge skin left on a surface.

legacy

Indicates that the transaction element was valid in previous versions of the standard.
Systems claiming conformance to this version of the standard shall only use the element
when transmitting information stored prior to the adoption of this version of the standard.

[2013v] linear PCM

Linear pulse code modulation is a digital encoding methodology for audio waveforms
based upon amplitudes of the signal. [<2013v]

locus (plural loci)

A unique physical location on the DNA molecule.

[2013a>] lux

The unit of illuminance and luminous emittance, measuring luminous flux per unit area.
It is equal to one lumen per square meter [<2013a]
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MAC address

Media Access Control address, a unique identifier assigned to network interfaces.
mark

The point where a needle has pierced the skin, usually associated with drug use.

medial segment

The middle segment of the finger. The thumb does not have a medial segment.

[2013a>] metadata

Documentation relevant to the biometric data, but not the biometric data itself.
Metadata may include both signal/sample-related and content-related information.
Examples are the format of the data file, such as WAV and the scope of accreditation of
a DNA processing laboratory. [<2013a]

MGRS

Military Grid Reference System.
minutia
The point where a friction ridge begins, terminates, or splits into two or more ridges.

Minutiae are friction ridge characteristics that are used to individualize a friction ridge
image (fingerprint, palm print, plantar). This is also known as Level 2 detail.

mitochondrial DNA

Small circular DNA molecules located in structures used to provide energy to the cell
(mitochondria). Their small size and abundant nature make them particularly useful when
examining small or much damaged biological material. It can be used to trace maternal
lineages as it is only inherited from one’s mother.

modality

This is a type or class of biometric system. Any measurable biological or behavioral
characteristic can be a biometric modality.

morphological conformance

Conformance with the form and structure of the internal content, and verification that the
data structures exist and have correct values.
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[2013d>] morphological tooth numbering

Assignment of tooth numbers based upon the shape of the teeth. This is in contrast to
positional tooth numbering, which assigns a tooth number based solely upon position,
and does not consied the shape of the tooth. For most cases, the tooth number
assignment would be the same. Differences arise only in unusual cases. [<2013d]

[2013v>] MP3

An encoding format commonly used for audio recordings. It is also called MPEG-1 or
MPEG-2 Audio Layer III. It has used the file extension '.\mp3' since 1995. [<2013v]

[2013d>] MRI

Magnetic resonance imaging. [<2013d]

mugshot

Term used interchangeably with facial image.

native scanning resolution

The scanning resolution used by a specific AFIS, live-scan reader, or other image capture
device and supported by the originator of the transmission.

[2013d>] NamUs

The National Missing and Unidentified Persons System, which is a national repository
for missing persons and unidentified decedent records. It is operated by the National
Institute of Justice. See www.namus.gov.[<2013d]

NCIC

National Crime Information Center of the FBI.
See www.fas.org/irp/agency/doj/fbi/is/ncic.htm

[2013d>] NEMA
The National Electrical Manufacturers Association [<2013d]

NFIQ

NIST Fingerprint Image Quality. See www.nist.gov/itl/iad/ig/bio quality.cfm.

[2013a] NGI

The FBI's Next Generation Identification, which provides an incremental replacement
of IAFIS technical capabilities, while introducing new functionality. [<2013a]
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NIEM

National Information Exchange Model. It is a partnership of US Federal agencies. It is
designed to develop, disseminate and support enterprise-wide information exchange
standards and processes that can enable jurisdictions to effectively share critical
information in emergency situations, as well as support the day-to-day operations of
agencies throughout the U.S.

[2013n>] NIEM biometrics domain

One of the subject-matter domains of NIEM. It was established in July 2012 to support
biometric-related alignment of XML standards. The Biometric domain develops a
standardized data model and code lists that form the foundation of the biometrics
schema within NIEM. The ombudsman of the NIEM biometrics domain is the convener
of ANSI/NIST-ITL, according to its charter. [<2013n]

NIEM subset schema

The portion of NIEM needed for a particular exchange.

NIST

National Institute of Standards and Technology.

nominal resolution

The number of pixels per unit distance (ppmm or ppi) of the image. The nominal
resolution may be the same as the scanning resolution for a particular image. On the
other hand, the nominal resolution may be less than the scanning resolution if the scanned
image was subsampled, scaled, or interpolated down.

[2013a>] non-negative integer
The range of integers including zero and those greater than or equal to 1. [<2013a]
[2013d>] non-photographic image

For purposes of this standard, it is any image or model that is other than defined as a
photographic image. A photographic image is conveyed in a Type-10 record. A non-
photographic image is conveyed in a Type-22 record. Non-photographic images can
include (but are not limited to) such diverse items as 3D point cloud representations of
the face, radiographs, sonograms, PET scans and 3D orthodontic models. Note that 2D
iris images are handled in Type-17 records and 2D friction ridge images in Type-4,
Type-13, Type-14, Type-15 and Type-19 records; they should not be included in a
Type-22 record. [<2013d]

[2013d>] odontology

Forensic dentistry — a specialized discipline in dentistry to identify individuals based
upon characteristics of their dentition and oral region. [<2013d]

August, 2013 Page 25

Green = link within document; Blue = external link (current at publication date); Red borders = updated in 2013



ANSI/NIST-ITL 1-2011: UPDATE 2013 NIST Special Publication 500-290 Version 2 (2013)

palm print

A friction ridge image from the palm (side and underside) of the hand. A full palm print
includes the area from the wrist to the tips of the fingers.

pedigree

A family tree or a structure depicting relatedness and position of known and unknown
persons.

[2013d>] PET
Positron emission tomography. [<2013d]
[2013v>] physical medium

Any external storage material of the voice signal and content information in either
analog or digital form. Examples include reel-to-reel recording tape, cassette tape,
Compact Disc, and phonograph record. [<2013v]

[2013d>] photographic image

A standard two-dimensional image illuminated and captured in the visible wave lengths
(380 to 780 nm). This definition is specific to this standard — other references may refer
to images captured using non-visible wavelengths converted to visible wavelengths as
photographic images, but they are no so classified for purposes of this standard. A
photographic image is conveyed in a Type-10 record (unless it is an iris image
conveyed in Type-17, or a friction ridge image conveyed in one of Types 4, 13, 14, 15,
or 19). A non-photographic image is conveyed in a Type-22 record. Original source
images are conveyed in Type-20 records and non-biometric associated context images
are conveyed in Type-21 records, regardless of the format or source of the image.
[<2013d]

PIV

Personal Identity Verification.
plain fingerprint

A fingerprint image resulting from the touching of one or more fingers to a livescan
platen or paper fingerprint card without any rolling motion.

plantar

The friction ridge skin on the feet (soles and toes).
PNG

Portable Network Graphics.
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[2013d>] positional tooth numbering

Assignment of tooth numbers based upon the location of the teeth. This is in contrast to
morphological tooth numbering, which assigns a tooth number based upon position,
the shape of the tooth. For most cases, the tooth number assignment would be the same.
Differences arise only in unusual cases. [<2013d]

[2013a>] positive integer

An integer greater or equal to 1. The value 0 is not included in this use of the term.
[<2013a]

[2013d>] postmortem
After death. [<2013d]

ppi

Pixels per inch.

pPpmm

Pixels per millimeter.

[2013d>] prior data

Data collected when the subject was in a different, previous state/condition than the
current state of the subject. Examples are antemortem data, when postmortem data
exists or facial images of a missing person that are compared to those of the person
being interviewed. [<2013d]

proximal segment

The segment of the finger or thumb closest to the palm.

[2013a>] quality

An estimate of the usefulness of biometric data for the purpose of automated
recognition. [<2013a]

[2013v>] questioned voice signal

A voice signal from an individual who is unknown and has not yet been linked to any
previously encountered individual. Note: The task of speaker identification is to link a

questioned voice signal to a known voice signal through determination of a common
speaker. [<2013v]

[2013v>] QuickTime

A multimedia framework developed by Apple, Inc. It allows the use of many different
codec formats. The native file format for QuickTime video specifies a multimedia
container file that contains one or more tracks. Each track either contains a digitally
encoded media stream using a specific format or a data reference to the media stream
located in another file. [<2013v]
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[2013v>] RAW audio format

A format that stores uncompressed audio without header information. The most
common file extensions for RAW audio format are '.raw' and '.pcm'. [<2013]

[2013a>] RAW image format

A family of file formats, often specific to different models of digital imagery
equipment, that are not yet processed for storage in a 'printable' image format such as
JPEG or TIFF. The file extension '.raw' is only one such format. [<2013a]

RCMP

Royal Canadian Mounted Police.
record (n)

A defined set of fields that contain data as defined in this standard.

[2013v>] record (v)

The act of converting an acoustic voice signal directly from an individual into a storage
media, perhaps through contemporaneous, intermediate (transient) signal types. Note:
This definition is retained because of its entrenchment in natural language use.
Consequently, a record (n) is not recorded, it is created. Transcoding is the term used
for further processing of the voice signal and any digital or analog representation of that
signal. [<2013v]

[2013a>] record creation

The act of creating a record contained in an ANSI/NIST-ITL transaction. [<2013a]
[2013v>] recording (n)

A stored acoustic signal in either analog or digital form. [<2013v]
[2013v>] redaction

Over-writing of segments of a voice signal for the purpose of masking speech content in
a way that does not disrupt the time record of the original recording. [<2013v]

RGB

Red, Green, Blue used to represent color pixels comprised of a specified number of bits
to represent each of these primary color components.

ridge

A raised portion of the epidermis on the palmar or plantar skin, consisting of one or more
connected ridge units of friction ridge skin.
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ridge segment

A section of a ridge that connects two minutiae; a single non-intersecting portion of a
skeletonized image.

ridge tracing
See skeletonized image.

[2013v>] RIFF

The Resource Interchange File Format is a generic file container format that is
sometimes used in audio and video recordings. The most common implementation of
RIFF is WAV, which uses the file extension "wav'. [<2013v]

ROI

Region of interest.

rolled fingerprint

A fingerprint image collected by rolling the finger across a livescan platen or paper
fingerprint card from nail to nail. Rolls may be from livescan devices or scanned from
paper fingerprint cards.

[2013v>] sample (v)

Obtain the values of a function for regularly or irregularly spaced distinct values from
its domain. From: ISO 2382-2:1976. [<2013v]

SAP

Subject Acquisition Profile. With the exception of mobile device SAP levels, they are a
series of sets of progressively more stringent parameters and requirements relevant to
face acquisition. Subject Acquisition profiles for iris are denoted as Iris acquisition
profiles (IAP), and those for fingerprints are denoted as Fingerprint acquisition
profiles (FAP). The term SAP had been used exclusively for face acquisition in earlier
versions of the standard. While the Mobile ID Best Practice Recommendations uses the
term SAP to cover all three modalities, they are separately identified in this standard to
avoid confusion with terminology already in use when referring to this standard.

scanning resolution

The number of pixels per unit distance at which an image is captured (ppmm or ppi).
scar

Healed fibrous tissue resulting from an injury to the skin.
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(XML) schema

An XML schema declares the XML elements, their structure and order. A schema assigns
data types, names, and attributes to the elements. A schema may be used to validate the
structure and content of an XML package.

semantic conformance

Conformance to ensure that the biometric transaction is a faithful representation of the
parent biometric data and thereby ensuring that the requirements are satisfied that are not
merely syntactic or morphological.

simultaneous capture

The acquisition of images of a single biometric modality from a subject at the same time.
Sequential capture over a time scale ( < 1 second) that prevents confounding of body
parts ( e.g., substituting left iris for right iris) can also be considered simultaneous capture
in this context.

skeletonized image

A representation of a friction skin image in which all pixels are white except for a 1-
pixel-wide thinned black skeleton following the midpoint of each ridge. Also known as a
ridge tracing.

slap image

Slap fingerprints (slaps) are taken by simultaneously pressing the fingers of one hand
(i.e., without the thumb) onto a scanner or fingerprint card. Slaps are also known as four-
finger simultaneous plain impressions (although if the person has more than four fingers
on a hand, all of the fingers may be included in the slap image).

SMT

Scar, (needle) mark, and tattoo information.

[2013v>] snip

Extraction of an audio signal from an original recording. This is often done in order to
focus analysis upon a particular portion of the recording. [<2013v]

source representation
The image, recording, or other signal from which a biometric type record (see derived

representation) is derived. A source representation may be included as a Type-20 record
in a transaction.
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[2013v>] speaker

A vocalizing human, whether or not the vocalizations contain speech. An interlocutor
might be a synthesized voice, which can be considered a “speaker” within the context
of this standard. [<2013v]

[2013v>] speech

Audible vocalizations made with the intent of communicating information through
linguistic content. Nonsensical vocalizations with linguistic content will be considered
as speech (including singing and chanting). Speech can be made by humans, by
machine synthesizers, or by other means.[<2013v]

[2013v>] SPH - sphere

Sphere audio data format. Information is available at
ftp://jaguar.ncsl.nist.gov/pub/sphere 2.6a.tar.Z [<2013v]

stitched image
A friction ridge image created by combining images that were separately captured.

substrate

Surface upon which a friction ridge impression is deposited.
STR - Short Tandem Repeat

Short sequences of DNA that are repeated numerous times in direct succession. The number
of repeated units may vary widely between individuals and this high level of variation
makes STRs particularly useful for discriminating between people.

[2013a>] subject of the record

The person to whom the data in the record applies. The subject of the record need not
be the subject of the transaction. [<2013a]

[2013a>] subject of the transaction

The person to whom the transaction applies. The subject of a record need not be the
subject of the transaction. [<2013a]

[2013d>] SWGDVI"
Scientific Working Group for Disaster Victim Identification. [<2013d]
SWGFAST"

Scientific Working Group on Friction Ridge Analysis, Study, and Technology.

13 [2013a>] At the time of the 2013 Update, the Scientific Working Groups were in the process of being
reorganized. [<2013a]
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[2013v>] SWG-Voice"
Scientific Working Group for Forensic and Investigatory Voice. [<2013v]

ll4

syntactical™® conformance

Conformance to the relationships between fields, subfields, or information items within a
transaction to other values within the same transaction as specified in this standard.

tattoo
An indelible image on the skin that was applied to the skin. A common tattoo results
from picking of the skin with a coloring matter. A subclass of tattoo is chemical, which
indicates that the image was created by the use of chemicals to burn the image into the
skin. Another subclass of tattoo is branded, which indicates that the pattern was caused
by using a branding iron or other form of applied heat. A third subclass of tattoo is cut,
which indicates that the image was caused by incision of the skin.

tolerance
The allowable range of deviation from the class resolution, symmetric around the class
resolution value. For PIV single fingerprint scanners with the class resolution of 500 ppi,

the tolerance is 2%. For all scanners other than PIV, the tolerance is 1%.

[2013v>] track

A path associated with a single read/write head on a data medium. [<2013v]

traditional encoding

The format of transactions used in all versions of this standard prior to, and including that
of 2007. It is also included in this standard and is specified in Annex B.

transaction

A group of records with information and biometric data concerning a particular individual
that is transmitted and / or stored as a complete unit.

transaction element

A record type / field / subfield / information item / value.

I 14 [2013e>] Changed 'Syntactic' to “Syntactical' to conform to usage in the document. [<2013¢] I
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[2013v>] transcoding

Any transfer, compression, manipulation, re-formatting or re-storage of the original
recorded material. Transcoding is not the first recording of the acoustic signal.
Transcoding can be lossless or lossy. [<2013v]

[2013d>] transillumination
Imaging technique with light transmitted through an excised specimen. [<2013d]
[2013v>] turn

A conversation is a sequence of conversational turns. A turn is when an individual
speaks for a continuous period of time. Individual turns from different people may
overlap when they speak simultaneously. However, typically a turn is referred to in a
question / response environment. [<2013v]

Unicode
A computing industry standard for the representation of most of the world's scripts (such
as Latin letters, Cyrillic letters, Chinese characters, special symbols and others). See
Annex A.

URI
Uniform Resource Identifier.

URL
Uniform Resource Locator.

UTC
Coordinated Universal Time.

UTF

Unicode Consortium Standard Transmission Format

[2013d>] UVIS / UDIM

The Unified Victim Identification System developed by the Office of the Chief Medical
Examiner of New York City and its built-in Dental Identification Model. [<2013d]

valley

A lowered portion of the epidermis on the palmar or plantar skin, consisting of those
areas between ridges.
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[2013v>] voice data file

The digital, encoded file primarily containing the sounds of vocalizations of both
speech and non-speech content, convertible to an acoustic signal replicating the original
acoustic signal. A voice data file is extracted from an audio recording, but not all audio
recordings contain voice signals and not all voice data is speech. A physical medium,
such as a phonograph record, contains a voice signal but is not a voice data file.
[<2013v]

[2013v>] voice recording

A signal, stored on a digital or analog medium, of vocalizations containing both speech
and non-speech content. [<2013v]

[2013v>] voice signal

Any audible vocalizations emanating from the human mouth, throat and nasal cavity
with or without speech content. [<2013v]

WAV

Waveform Audio File Format.
WSQ

Acronym for Wavelet Scalar Quantization, a compression algorithm used for 500 ppi
friction ridge prints.

W3C

World Wide Web Consortium. It is an international community that develops standards
for web development.

WGS 84 (G873)

WGS 84 is the World Geodetic System of 1984. At 0000 GMT September 30, 1996 (the
start of GPS Week 873), WGS 84 was redefined and was more closely aligned with
International Earth Rotation Service (IERS) Terrestrial Reference Frame (ITRF) 94. It is
now formally called WGS 84 (G873). WGS 84 (G873) was adopted as the reference
frame for broadcast orbits on January 29, 1997.

[2013v>] Windows Media

There are several proprietary formats developed by Microsoft. Windows Media Video
(WMV) was developed for Internet streaming applications. Windows Media Audio
(WMA) has four distinct codecs: WMA Pro, WMA Lossless, WMA Voice and the
original codec also referred to as WMA. The Advanced Systems Format (.asf) is a
container format designed for streaming media. The Advanced Stream Redirector
(ASX) is a type of XML designed to store a playlist for a multimedia presentation.
[<2013v]
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[2013d>] WinID

A computer system that uses dental and anthropometric characteristics to rank possible
matches for missing persons and unidentified human remains. [<2013d]

XML

Extensible Markup Language. A convention for marking up and tagging data for
electronic transmission. An XML package is built from text content marked up with text
tags such as <FingerMissingCode>. In XML one can create as many tags as needed.
These tags describe the type of content they contain rather than formatting or layout
information. The types of tags allowed in an XML file are typically defined and
constrained by a specification such as an XML Schema Definition (XSD).

5 Data conventions

5.1 Structure of a transaction

This standard defines the composition of the records comprising a transaction that may
be transmitted to another site or agency. The receiving agency shall set the
requirements for scanning resolution, number and type of records, and other user-
specific data in order to consider the transaction valid."”> [2013a>] A transaction is
based upon the identification or verification of a particular individual, or the analysis of
biometric and/or forensic data to determine the number of individuals whose traits were
captured in the data sample(s). Thus, there is a difference between the subject of the
transaction and the subject of the record. For instance, a subject of a record may be a
known individual, whose characteristics are used to assist in the identification of the
subject of the transaction — such as a known or purported relative furnishing DNA for
analysis in order to be compared against the DNA of an unknown deceased, or the voice
of a known interlocutor in a conversation so that it can be excluded from the process of
identification of the other person(s) speaking. [<2013a]

A transaction'® is comprised of records. The Record types are listed in Table 3. All of the
records belonging to a single transaction shall be transmitted together. There may be
multiple records in a transaction of each record type other than Type-1. The only required
record Type is Type-1, which is used to describe the transaction. There shall be at least one
other record of another Type from Table 3 accompanying a Record Type-1.

15 [2013a>] The following sentences were deleted for the Update, since Record Type-11 also allows the
counting of the number of individuals speaking in a recording as a valid use for a transaction: “All
records in a transaction shall pertain to a single subject. Biometric data used to identify another individual
requires a separate transaction. Some records may include biometric data from another person if that data
is used to corroborate the identity of the subject of the transaction.”[<2013a]

'® An ANSI/NIST-ITL transaction is called a file in Traditional Encoding and an Exchange Package in
XML encoding.
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A record is comprised of fields. Within the standard, each field is assigned a number, a
description and a mnemonic. An example is Field 10.020: Subject pose / POS. A field is
used to transmit a particular datum or group of closely related data. A single type of data
that may have multiple entries in a field is shown as Subfield: repeating values in the record
layout tables. Single or multiple types of data in a field that do not repeat are shown as
information items in the record layout tables. Data with different formats that repeat as a set
are shown as information items grouped under the heading: Subfields: Repeating sets of
information items. The handling of subfields varies by encoding. See Annex B:
Traditional encoding and Annex C: NIEM-conformant encoding rules.

5.2 Size of a transaction

Although the 2007 and 2008 versions of the standard stated “... there is no upper limit on
the number of logical records that may be present in a file...” there was an effective upper
limit due to the field size limits specified in the 2007 version (but not the 2008 version).
This limit was 3 ASCII'” characters for the information item holding the total number of
records of Type 2 through 99; thus an upper limit of 999 such records. With the addition
of a Type-1 record, the maximum number of records in a transaction was thus restricted
to 1000. This upper limit of 1000 records is maintained in the 2011 version of the
standard to ensure backward compatibility with the 2007 version.

5.3 Record types

A transaction is comprised of records. The standard currently supports several different
biometric [2013a>] and forensic [<2013a] modalities, and has reserved record
identifiers for the possible future addition of other modalities.

Table 3 Record types

Record Identifier Record Contents

—

Transaction information

User-defined image

Signature image

2 User-defined descriptive text

3 (Deprecated)

4 High-resolution grayscale fingerprint image
5 (Deprecated)

6 (Deprecated)

7

8

9

Minutiae data

17 ASCII is defined in ANSI X3.4-1986 (R1992) (See Section 3 Normative references)
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Record Identifier Record Contents
10 | Photographic body part imagery (including face and SMT)'®
11 [ Forensic and investigatory voice data'

12 [ Forensic dental and oral data'
13 Variable-resolution latent friction ridge image
14 Variable-resolution fingerprint image
15 Variable-resolution palm print image
16 User-defined variable-resolution testing image
17 Iris image
18 DNA data
19 Variable-resolution plantar image
20 Source representation
21 Associated context
22 I INon-photographic imagery"
23-97 Reserved for future use
98 Information assurance
99 CBEFF biometric data record

5.3.1 Type-1record

Transmissions to be exchanged are required to contain one and only one Type-1 record per
transaction. The Type-1 record shall always be the first record within the transaction. At
least one more record shall be present in the file. The Type-1 record shall provide
information describing type and use or purpose for the transaction involved, a listing of each
record included in the transaction, the originator or source of the physical record, and other
useful and required information items.

[2013n>] A new field has been added in the 2013 Update to allow use of alternate
reference codes for nations and other geographic areas. This was needed to

accommodate the U.S. Government requirement to use the GENC list in lieu of ISO
3166 when possible. [<2013n]

'8 [2013a>] The name of the record is changed from “facial, other body part and SMT image record” to
clarify the distinction between Type-10 records and Type-22 records, which are added in the 2013
Update [<2013a]

19 [2013v>] [2013d>] New record types for the 2013 update, using XML. These new record types shall
not use Traditional encoding. [<2013d][<2013v]
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5.3.2 Type-2 records

Type-2 records shall contain user-defined textual fields providing identification and
descriptive information associated with the subject of the transaction. Each entry in a
Type-2 record shall have a definition and format that is listed with the Domain owner. Data
contained in this record shall conform in format and content to the specifications of the
domain name(s) as listed in Field 1.013: Domain name / DOM found in the Type-1 record,
if that field is in the transaction. The default domain is NORAM. Field 1.016: Application
profile specifications / APS allows the user to indicate conformance to multiple
specifications. If Field 1.016 is specified, the Type-2 record must conform to each of the
application profiles.

A DOM or APS reference uniquely identifies data contents and formats. Each domain and
application profile shall have a point of contact responsible for maintaining this list. The
contact shall serve as a registrar and maintain a repository including documentation for all of
its common and user-specific Type-2 data fields. As additional fields are required by
specific agencies for their own applications, new fields and definitions may be registered
and reserved to have a specific meaning. When this occurs, the domain or application profile
registrar is responsible for registering a single definition for each number used by different
members of the domain or application profile. There may be more than one Type-2 record
included in each transaction.”

[2013n>] It may be desirable in certain transactions to have separate Type-2 records when
dealing with multiple persons whose identities are being used to establish or verify the
identity of the subject of the transaction (such as persons already identified in a voice
recording). The 2013 Update includes a new field (Note that in Type-11 records it is an
information item associated with segments of a recording), to associate particular record
instances with an identity described in a particular instance of a Type-2 record. The value
is the IDC of the associated Type-2 record, which is different from that of the record with
the Type-2 Record cross reference / T2C contained in it. See Type-2 Record cross
reference / T2C in Record Types 10, 11, 12, 18 and 22. [<2013n]

5.3.3 Type-3 records (deprecated)

This record type is deprecated. For details concerning this record type, please refer to the
ANSI/NIST-ITL 1-2007 or ANSI/NIST-ITL 2-2008 version of this standard. Record Type-3
shall not be contained in transactions conforming to this version of the standard.

5.3.4 Type-4 records

Type-4 records were designed to convey fingerprint images captured by an Automated
Fingerprint Identification System (AFIS) live-scan reader, or other image capture devices
operating at a nominal scanning resolution of 500 pixels per inch (ppi). Many systems still
use this record type and it will remain an integral part of the standard. Many implementation
domains and application profiles specify that unless fingers are missing or non-recordable,
there shall be 14 Type-4 records in a file: ten rolled impressions of the individual fingers,

20 [2013a>] For an example of the use of multiple Type-2 records in a transaction, see the description of the LFFS/LFIS
transaction type used by the FBI. It is described in the EBTS specifications available at https://www.fbibiospecs.org [<2013a]
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two plain impressions of each thumb, and two simultaneously obtained plain impressions of
the four remaining fingers on each hand.

New users are encouraged to utilize record Type-14 to convey fingerprint images. Type-14
records may handle both 500 ppi images and those at greater resolutions that are now
commonly exchanged.

5.3.5 Type-5records (deprecated)

This record type is deprecated. For details concerning this record type, please refer to the
ANSINIST-ITL 1-2007 or ANSI/NIST-ITL 2-2008 version of this standard. Record Type-5
shall not be contained in transactions conforming to this version of the standard.

5.3.6 Type-6 records (deprecated)

This record type is deprecated. For details concerning this record type, please refer to the
ANSINIST-ITL 1-2007 or ANSI/NIST-ITL 2-2008 version of this standard. Record Type-6
shall not be contained in transactions conforming to this version of the standard.

5.3.7 Type-7 records

Type-7 was intended as a temporary measure to enable the exchange of image data that
would be defined by specific record types in later versions of the standard. Since some
older systems still use this record type, it is included in the standard.

5.3.8 Type-8 records

Type-8 records shall be used for scanned binary or vectored signature image data. Each
Type-8 record shall contain data representing the signature of the subject from whom the
biometric sample is being collected and/or the operator capturing biometric data.

5.3.9 Type-9 records

Type-9 records shall contain and be used to exchange minutiae or other friction ridge feature
data. Each record shall represent the processed (automated and/or manual) image data from
which the characteristics are stated. The primary use of this record type shall be for remote
searching of latent prints. The Extended Feature Set (EFS) for latent print markups is
included in this record type. There is also a capability to have additional vendor-specified
feature sets.

[2013n>] New fields have been added to the EFS in the 2013 Update to facilitate
operation of the latent print workstation. [<2013n]
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5.3.10 Type-10 records

[2013a>] Type-10 image records shall contain and be used to exchange 2D photographic
imagery and related metadata. Textual and analytic information pertinent to the digitized
image is also contained in this record type. Visible light photography is the basis for Type-
10 image data. [<2013a][2013d>] If non-visible light is required to produce the image,
then a Type-22 record shall be used in lieu of a Type-10 record (such as infrared or X-
ray). It is also possible to send 3D imagery using a Type-22 record. Other specialized
imaging techniques are likewise handled in a Type-22 record.[<2013d]

[2013d>] The 2013 Update includes modifications to the Type-10 image record to allow
transmission of images of intra-oral origin and images of the oral region of the body and a
new field for cheiloscopy (lip prints).

Source images used to derive intra-oral and extra-oral photographs in a Type-10 record are
contained in a Type-20 record. An example would be a group image including a smiling
person who could be a disaster victim. The mouth region (showing the alignment of the
front teeth) could be extracted from that first photograph, be magnified and be transmitted
in a Type-10 record. [<2013d]

5.3.11 Type-11 records

[2013v>] Type-11 records support the transmission and / or descriptions of audio
recordings containing vocalizations by one or more speakers. Type-11 records support
transactions related to detecting and recognizing speakers, extracting speech segments
from an audio recording that are attributable to a single speaker, and linking speech
segments by speaker. These functions can be accomplished through automated means
(computers), human experts, or hybrid human-assisted systems. This standard does not
specify which techniques will be used and does not specify the form of the examination
report. Type-11 does not define the transmission of features or models extracted from
voice data, but does allow the user to use specific fields to contain such information.

This record type does not support streaming transactions.

The Type-11 record shall not use Traditional format encoding.[<2013v]
5.3.12 Type-12 records

[2013d>] The Type-12 record shall be used to exchange information concerning an
individual's dental or oral characteristics. It is designed to use the lexicon of ANSI/ADA
Standard No. 1058 — Forensic Dental Data Set.

A Type-12 record is typically used in conjunction with a Type-22 record, which can
convey dental radiographs and other related imagery useful in forensic dental
procedures. Type-10 intra-oral and extra-oral photographs are also used in conjunction
with a Type-12 record.

The Type-12 record shall not use Traditional format encoding. [<2013d]
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5.3.13 Type-13 records

Type-13 image records shall contain and be used to exchange variable-resolution latent
friction ridge image data (fingerprint, palm print and/or plantar) together with fixed and
user-defined textual information fields pertinent to the digitized image. In all cases, the
scanning resolution for latent images shall be at least 39.37 ppmm (1000 ppi). The variable-
resolution latent image data contained in the Type-13 record shall be uncompressed or may
be the output from a lossless compression algorithm. The number of latent records in a
transaction is only constrained by the total number of records that may be contained in a
transaction (See Section 5.2).

5.3.14 Type-14 records

Type-14 image records shall contain fingerprint image data. Fixed and user-defined textual
information fields pertinent to the digitized image may also be included. While the Type-14
record may be used for the exchange of 19.69 ppmm (500 ppi) images, it is strongly
recommended that the resolution for fingerprint images be 39.37 ppmm (1000 ppi). It
should be noted that as the class resolution is increased, more detailed ridge and structure
information becomes available in the fingerprint image. However, in all cases the class
resolution shall be at least 19.69 ppmm (500 ppi).

The variable-resolution fingerprint image data contained in the Type-14 record may be in a
compressed form.

Some domains specify a set number of Type-14 records for an enrollment. An example is
ten rolled impressions of the individual fingers, two plain impressions of the thumbs or one
plain impression of the thumbs simultaneously, and two plain impressions of the remaining
fingers of each hand. Some transactions may also include rolled tip images and either one
entire joint image or one full finger rolled image and left, center and right full finger plain
impressions. Most domains and application profiles require information if fewer than 10
fingers were printed. Type-14 contains a field to specifically convey this information (Field
14.018: Amputated or bandaged / AMP).

5.3.15 Type-15 records

Type-15 image records shall contain and be used to exchange palm print image data
together with fixed and user-defined textual information fields pertinent to the digitized
image. While the Type-15 record may be used for the exchange of 19.69 ppmm (500 ppi)
images, it is strongly recommended that the class resolution for Type-15 images be 39.37
ppmm (1000 ppi). It should be noted that as the resolution is increased, more detailed ridge
and structure information becomes available in the image. However, in all cases the class
resolution shall be at least 19.69 ppmm (500 ppi).

The variable-resolution palm print image data contained in the Type-15 record may be in a
compressed form. A typical transaction for some agencies includes: a writer's palm with an
upper and lower palm from each hand and two full palm prints.
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5.3.16 Type-16 records

The Type-16 image record is designed for developmental purposes. This record shall
contain and be used to exchange image data together with textual information fields
pertinent to the digitized image. [2013n>] Such an image shall not be specified or
described in any other record type in this standard, including iris images, which are
defined in Type-17.*' [<2013n] With the exception of the fields at the start of the
record and the descriptors for the image data, the remaining details of the Type-16
record are undefined by this standard and shall be agreed upon between the sender and
recipient. [2013a> An example of the use of a Type-16 record is transmission of an
image of a subject's ear or of the subject's elbow creases. These images may be useful
in establishing or verifying identity, but there are no specific fields in any existing
record types of this standard to characterize the features of these images. [<2013a]

5.3.17 Type-17 records

Type-17 image records shall contain iris image data. This record type was developed to
provide a basic level of interoperability and harmonization with the ANSI INCITS 379-2004
Iris image interchange format and the ISO/IEC 19794-6 Iris image data interchange format.
It also contains optional descriptive data fields and image markup fields. Generic iris images
may be exchanged using the mandatory fields of this record type. Field 17.018 (Global
unique identifier) from the 2007 and 2008 version of the standard has been deprecated.

5.3.18 Type-18 records

The Type-18 record shall contain and be used to exchange DNA and related data. It was
developed to provide a basic level of interoperability with the draft format of the ISO/IEC
19794-14 DNA data interchange format.** With full consideration to privacy, this standard
only uses the non-coding regions of DNA. The regions of the DNA that encode phenotypic
information are deliberately avoided.

5.3.19 Type-19 records

Type-19 image records shall contain and be used to exchange variable-resolution plantar
print image data together with fixed and user-defined textual information fields pertinent to
the digitized image. While the Type-19 record may be used for the exchange of 19.69
ppmm (500 ppi) images, it is strongly recommended that the class resolution for plantar
images be 39.37 ppmm (1000 ppi). It should be noted that as the resolution is increased,
more detailed ridge and structure information becomes available in the image. However, in
all cases the scanning resolution used to capture a plantar image shall be at least as great as
the minimum scanning resolution of 19.69 ppmm (500 ppi). The variable-resolution plantar

21 [2013a>] Prior to the development of the Type-17 record, some iris images were exchanged using a
Type-16 record. This practice is now considered non-conformant. [<2013a]

2 [2013a>] ISO finalized its DNA data interchange standard in March, 2013. It is ISO/IEC 19794-
14:2013 and is available at WWW.iS0.01g [<2013a]
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image data contained in the Type-19 record may be in a compressed form.

5.3.20 Type-20 records

The Type-20 record shall contain the source representation(s) from which other Record
Types are derived. Typically, one Type-20 source representation is used to generate one or
more representations for use in other record types. When a source representation (in a
Type-20 record) is processed and the derived representation is to be used as the source for
further derivations, then the derived representation is contained in a Type-20 record. In
some cases, several Type-20 records may be processed to derive a single Type-20 record.
Some possible uses of the Type-20 record are shown here:

* From a group photo stored in a Type-20 record, a subject’s face is segmented and
stored in a Type-10 record.

* From a high-resolution color image in a Type-20 record, two latent fingerprint
images are segmented, rescaled and gray-scaled for separate Type-13 records.

* From a series of off-angle face images stored in separate Type-20 records, a
single 2D face image is generated (using fusion) that is stored in a Type-10
record [2013a>] after being cropped from the fused image which is stored as an
original source image in a Type-20 record. [<2013a]

5.3.21 Type-21 records

The Type-21 record shall contain an associated context image, audio / visual recording or
other related data. This record type does NOT contain information used to derive
biometric information contained in other records. Record Type-20 serves that function.
Record Type-21 may be used to convey contextual information, such as an image of the
area where latent fingerprints were captured.

5.3.22 Type-22 records

[2013d>] The Type-22 record is designed to transmit forensic imagery and associated data
that is not included in the Type-10 record — which contains 2D visible light (380-780 nm)
images. This record type is used for imagery data, replicating data or any of the raw data
that can use used to render the imagery data or 3D replicating data. Type-22 images may
be very useful in Disaster Victim Identification incidents and for the identification of
Unknown Deceased or living persons unable to identify themselves (such as an
amnesiac or a person in a coma). Note that 2D iris images are handled in Type-17
records and 2D friction ridge images are handled in Type-4, Type-13, Type-14, Type-
15 and Type-19 records; they should not be included in a Type-22 record.

Type-22 record images and raw data can be generated from many types of sources and
instrumentation, including imagery obtained via an illuminative, transilluminative,
reflective or transmitive process using radiation or nuclear sources, and / or those
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images relying upon sonic, ultrasonic or positronic instruments. Type-22 records shall
be used if alternative lighting (such as ultra-violet or infra-red light) is required to
produce the image. Examples of Type-22 imagery data include (but are not limited to)
the images and or the raw data for all 2D and 3D radiographs, CT scans, cone beam
scans, PET Scans, MRI scans, data for 3D printing (such as used for orthodontic cast
models), fiber-optic angioplasty, and sonograms. Note that still images, video and
sequential / combined imagery is allowed in this record type as long as the data format
is properly specified.

This record type may also be used to transmit electronic medical records, such as those
stored in conformance with the DICOM standard. The format of the data is specified in
the record and the data may be included directly in the record or the record may
reference an external storage location.

Type-22 records shall not use Traditonal format encoding.[<2013d]

5.3.23 Type-98 records

The Type-98 record shall contain security information that allows for the assurance of the
authenticity and/or integrity of the transaction, including such information as binary data
hashes, attributes for audit or identification purposes, and digital signatures.

5.3.24 Type-99 records

Type-99 records shall contain and be used to exchange biometric data that is not supported
by other ANSI/NIST-ITL record types. This provides a basic level of interoperability and
harmonization with other biometric interchange formats. This is accomplished by using a
basic record structure that is conformant with ANSI INCITS 398-2005, the Common
Biometric Exchange Formats Framework (CBEFF) and a biometric data block specification
registered with the International Biometrics Industry Association (IBIA)%.

5.4 Backward compatibility

Backward compatibility is important, since organizations adhering to earlier versions of the
standard may create transactions according to that version, and these transactions may still
be received by organizations that have updated to a newer version of the standard.

[2013a>] Type-1 records are required in all transactions. Since a receiving agency may
have software installed that is based upon a previous version of the ANSI/NIST-ITL
standard, the only modifications allowed to Type-1 are new fields that may be added to
the end of the record (in Traditional encoding). Systems should be designed to ignore
information items, subfields, fields and records that they were not designed to recognize
and process. [<2013a]

2 For more information, go to http://www.ibia.org .
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The fields and format of Type-4 (fingerprint images) and Type-8 (signature) records cannot
change between versions of the standard due to restrictions in the Traditional encoding
format. (In Traditional encoding, they are ‘binary’ data with a fixed structure.) Since the
time when these record types were defined, users have needed more flexibility in defining
the metadata associated with the fingerprint image data. Thus, Type-14 was developed to
replace Type-4 fingerprint image records. However, since several systems exist that use
Type-4 to transmit fingerprint images, that record type is retained in the standard. Type-2
(user-defined descriptive text entries), Type-7 (user-defined image) and Type-16 (user-
defined testing image) records are further defined in application profile-specific
documentation (See Section 6 Implementation domain and application profiles).

Record Types 9 through 99 may be updated, expanded or introduced with new versions of
the standard. New fields in existing records may be added, as well as new data record types.

If it is determined by the canvassees that a record type, field, subfield, information item
or value is not used or needed, it may be declared ‘deprecated.” The deprecated record
type, field, or information item is not included in the updated version of the standard.
Deprecated records [2013a>] from versions of the standard prior to 2011 [<2013a] are
Record Types 3, 5 and 6. Field 17.018 is deprecated. There are two deprecated values
[2013a>] from the 2007 and 2008 versions of the standard [<2013a] in Field 17.016:
Image property code / IPC (2: for interlace frame, and 3: for interlace field).

There are also certain items that are noted in the standard as being discouraged for use in
new applications, but that have not yet been agreed upon by the canvassees to be deprecated.
There is a special category called 'legacy’ for a record type, field, subfield, information
item or value that was valid in previous versions of the standard, but shall not be used for
new data. 'Legacy' indicates that if there is existing data using this record type, field,
information item or value it may still be transmitted in a transaction conformant to this
version of the standard. In this version 'legacy' applies to Fields 9.005 through 9.012, Field
10.022.*

When a data definition is introduced that causes potential problems with backward
compatibility, it is noted in the standard. An example is the definition of ‘color space.” See
Section 7.7.10.3. NIEM-conformant XML encoding has inherent backward compatibility
issues due to the need to develop new schemas. See Annex C: NIEM-conformant
encoding rules for details. [2013a>] Normally, the rule is that once an item is mandatory,
it remains mandatory. However, there have been some exceptions made in order to
respond to the operational needs of the canvassees. All such cases are clearly highlighted
in the text of the standard. [<2013a]

24 [2013a>] The 2011 Version also allows a legacy value of 1 for the character encoding index / CSI in
Field 1.015: Character encoding / DCS. This had been specified in the 2007 and 2008 versions of the
standard as '8-bit Latin'. [<2013a].
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Some fields and information items were made optional in the 2011 version of the standard
that were mandatory in previous versions. Examples are the second and third information
items of Field 9.135: M1 friction ridge quality data / FQD. A significant change is that
Field 999 in Record Types 14, 15, and 17 was made [2013a>] dependent (optional if it is
indicated that the body part is amputated or unable to be captured). [<2013a]

5.5 Character types

The data contained in an information item may be of the following types:

c A Alphabetic: 26 English letters (both upper and lower case)?

* AN Alphanumeric: Alphabetic and numeric 1234567890

* ANS Alphanumeric and special characters that are specifically stated in the
description of the data (such as period or comma)

* AS Alphabetic and special characters that are specifically stated in the
description of the data (such as period or comma)

- B Binary for Traditional encoding (See Annex B: Traditional encoding) or

Base64 for XML (See Annex C: NIEM-conformant encoding rules)
* Base64 Base-64 encoded (exclusively)

- H Hexadecimal representation: 0 12345678 9ABCDEF

* N Numeric: 1234567890

* NS Numeric with special characters that are specifically stated in the description
of the data (such as period or comma)

e U Unicode characters: Latin and extended Latin characters like i, N, ¢, b, B,

1, &, and special characters like £, €, ™, +, * | I and non-Latin characters
like 1, 0%, A, Y, %, %, 4, v, <, and 0.

At the beginning of each Section describing the contents of a record type, there is a table
listing the layout for that record type. Each data location in the tables lists the character
type, the minimum and maximum number of characters, the data constraints, and the
number of times that it may appear.

[2013a>] The special characters “srx”, “erx”, “Ts”, “5”, “Rs”, and “Ys” are reserved and
shall not be included in any data (including that marked as character type U). See
Section 5.6, Annex A: Character encoding information, and Annex B: Traditional
encoding. The remaining control characters should not be used. These characters are:
NUL> SOHs EOTs ENQs ACKs BELs BSs HT» LF»s VTs FFs CRs SO» SIs DLEs DCls DC2s DC3s DC4s NAK> SYN> ETBs AN,
eM, sus, esc and pg. There is, however, no prohibition on their use. These specialized
characters may appear only in fields and information items marked with character type
“U”. Note that 'reserved characters' may exist in data prior to conversion to Base 64

23 [2013a>] Note that the code definition for 'Alphabetic' is modified to not include spaces.
Spaces are listed as Special Characters (code S) in the three fields affected: 10.023, 10.026, and
10.040. This was done to conform to the standard programming definition of alphabetic
characters being limited to the letters of the English alphabet. The character codes in Table 58
Type-10 record layout for these two fields were changed to AS, with the special character
listed as a space. [<2013a]

August, 2013 Page 46

Green = link within document; Blue = external link (current at publication date); Red borders = updated in 2013



ANSI/NIST-ITL 1-2011: UPDATE 2013 NIST Special Publication 500-290 Version 2 (2013)

representation but with the conversion, this possibility does not exist. Such data is fully
convertible back to original form after transmission to recover the original character
representations. [<2013a]

5.6 Character encoding

In order to ensure that the transaction description information can be read by all systems,
data for all fields in Record Type-1 shall always be recorded in all encodings using the
characters that can be represented by the 7-bit American National Standard Code for
Information Interchange (ASCII) found in Table 116 with the exception of the reserved
values.

The control characters “Fg” “Gg”, “Rg” «U” «ov”” and “grx” are reserved characters in all
encodings. Base-64 shall be used for converting non-ASCII text into ASCII form, where
required and noted in the standard. (See Annex A: Character encoding information for a
description of Base-64).

Table 4 Character encoding

Character .
. Character encoding e
encoding Description
. name
index
0 ASCII 7-bit (Default) with zero added in high bit position
(See Annex A: Character encoding information)
16 bit
14 26
2 UTF-16 (See ISO/IEC 10646-1 and The Unicode standard)
8-bit
3 UTE-8 (See NWG 3629 and The Unicode standard)
32-bit
4 UTF-32 (See The Unicode standard)
5-127 | e Reserved for future use
128-999 | e User-defined character encoding sets

Field 1.015: Character encoding / DCS is an optional field that allows the user to
specify an alternate character encoding. The default character encoding for Traditional
encoding is 7-bit ASCII. For XML, the default is UTF-8. Field 1.015: Character
encoding / DCS contains three information items: the character encoding set index /
CSI, the character encoding set name / CSN, and the character encoding set version /
CSV. The first two items (CSI and CSN) are selected from the appropriate columns of
Table 4. CSV specifies the specific version of the character encoding set used, such as
UTEF-8 version 1.0.

%6 Tn the 2007 and 2008 versions of the standard, this was called Unicode. It has been changed here for
clarity, since Unicode can be expressed in UTF-8, UTF-16 and UTF-32 and code 2 only referred to UTF-
16.
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Note that the value “1” does not appear in the table. It is a legacy value, which should not
be used for newly generated transactions. The 2007 and 2008 versions of this standard
referred to it as “8-bit ASCII” and it was used to indicate the Latin-1 character set
(ISO/IEC 8859-1).

The 2007 version of the standard allowed users to switch any data (except that contained
in the Type-1 record) to an alternative character encoding using a mechanism employing
special control characters. This capability is retained in this version of the standard for
Traditional encoding to ensure backward compatibility. See Annex B: Traditional
encoding. However, the 2007 version stated that for certain fields, UTF-8 could be used
for the data without having to include the special control characters. Fields where this is
possible in this version of the standard are marked with 'U' or 'user-defined' in the
'character type' column of the record layout tables for each record type. Users are
encouraged to choose the option of UTF-8 for 'U' and 'user-defined' character types that
do not require the use of special control characters in Traditional Encoding. It is not
possible to switch character encodings in XML, but users are encouraged to state the
character encoding (normally UTF-8) and version (1.0) in Field 1.015: Character
encoding / DCS. See Annex C.

6 Implementation domain and application profiles

An implementation domain, coded in Field 1.013: Domain name / DOM of a Type-1
record as an optional field, is a group of agencies or organizations that have agreed to use
pre-assigned data fields with specific meanings (typically in Record Type-2) for exchanging
information unique to their installations. The implementation domain is usually understood
to be the primary application profile of the standard. Field 1.016: Application profile
specifications / APS allows multiple application profiles to be referenced. The organization
responsible for the profile, the profile name and its version are all mandatory for each
application profile specified. A transaction must conform to each profile that is included in
this field. It is possible to use Field 1.016 and / or Field 1.013. It is recommended that
when only one profile is applicable, that Field 1.013 be used and it be called the
implementation domain.

An example of an implementation domain is the one maintained by the Criminal Justice
Information Services (CJIS) Division of the Federal Bureau of Investigation (FBI). It is the
North American Domain subscribed to by the Royal Canadian Mounted Police (RCMP), the
FBI, and several state and Federal agencies in North America. The default value for this
field shall be the North American Domain implementation and shall appear as “NORAM”.

The transaction may include user-defined fields that are not described in any specified
application profile or the specified domain. However, when any part of a transaction is
defined by one or more application profiles, it must conform to the requirements of all of the
relevant application profiles.
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7 Information associated with several records

7.1 Record header

The record header appears as the first field (xx.001) in each Record Type. It contains
information particular to the encoding format chosen, in order to enable proper reading of
the record. In Traditional encoding, this field contains the record length in bytes (including
all information separators). In NIEM-conformant XML encoding, this field contains the
RecordCategoryCode, which is the numeric representation of the Record Type.

In the 2007 version of the standard, the record length was unrestricted for Record Type-1. It
was a maximum value having up to 4-bytes in ASCII representation for Record Types 4 and
7 and 8. For Record Types 9 and above it was restricted to 8 characters (99,999,999).
These values are retained in this version for Traditional encoding. The 2007 version also
included a minimum of 2 characters for the logical record length in Record Type-1. For
other records the minimum is 4. These minimums are maintained in this version for
Traditional encoding. For Record Types 10 and above, the maximum is 8 characters. That
is also retained in this version. In Traditional encoding, the mnemonic for the record header
is LEN. This is to allow a change to the value contained in the record header to be recorded
in a Type-98 record. See Annex B: Traditional encoding and Field 98.900: Audit log /
ALF.

7.2 Data

Field xx.999 is reserved in Record Types 10 and above for data associated with the
record that is described in the other fields of the record. [2013a>] It does not appear in
Type-18 or Type-98. In many record types it is possible for Field xx.999 to be optional if]
Field xx.994 is present, which states the external storage location of the data. [<2013a]
[2013d>] In Type-12 records, the field Field 12.999: Dental chart data / DATA is only
present if the information item dental history ADA reference code / HARC in Field
12.009: Dental history data detail / HDD has been set to indicate the present of a dental
chart in the record. [<2013d].

7.3 Indexes used to link records

In order to track relationships among instances of records in a transaction, some special
pointer indexes are used within the Record Types. The information designation
character / IDC (called image designation character in previous versions of the
standard) occurs in each instance of a record, except Record Type-1. It occurs as Field
xx.002 in those records. If two records have the same IDC value, they are closely linked,
as explained in Section 7.3.1. There are restrictions on the use of the IDC. Historically,
it has been principally used to link a fingerprint image record to the minutiae record with
data derived from that fingerprint image.
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There is an upper limit of 100 IDC values, since they are numbered from 0 to 99.
[2013a>] There may be no gaps in numbering the IDC values; that is, they must be
sequential. However, there is no requirement that the values must be in increasing
numeric order. The only restrictions on order is that the Type-1 record shall be the first
record in the transaction, and that the records must appear in the order indicated by the
IDC values found in Field 1.003: Transaction content / CNT. The restriction on the
upper limit [<2013a] is based upon limiting the IDC to 2 ASCII characters (resulting in
a maximum value of 99) in Field 1.003 of the 2007 version of the standard. There was
no restriction in the 2008 version. The upper limit of 99 is retained in this version to
preserve backward compatibility with the 2007 version of the standard. Field 1.003:
Transaction content / CNT therefore has the same character counts for IDC as the
2007 version.

Pointer indexes are used in the standard, such as to a Source Representation record
(Type-20) and another index to one or more Associated Context records (Type-21).
[2013n>] Another pointer exists to relate a particular instance of a record to a specific
Type-2 record. [<2013n]

* The first index (to a Type-20 record) is described in Section 7.3.2. It is stored in
Field xx.997, which is an optional field. Type-20 records (if in the transaction)
contain the source from which the biometric sample in another record or records was
obtained. An example is a photograph of many people, with the image of the subject
of the transaction segmented out of the original photo and placed in a Type-10
record. The source representation number/ SRN (See Section 7.3.2.1)
information item is this index to the particular Type-20 record containing the source
representation from which the biometric data was derived that is included in the
particular instance of Record Type xx. Also in the Field xx.997 is an optional
second information item reference segment position / RSP, described in Section
7.3.2.2. It contains the index to a particular set of segmentation coordinates of the
source representation.

* The second index (to a Type-21 record) is described in Section 7.3.3. It is stored in
Field xx.995, which is an optional field. Type-21 records (in the transaction)
contain images, or audio / visual recordings that may be associated with the
collection of the biometric sample, but are NOT the actual source of the sample. An
example might be a general picture of where the latent prints were captured. The
index to Field 21.021: Associated context number / ACN, (See Section 7.3.3.1) is
contained in an information item in Field xx.995. There may be multiple subfields
in Field xx.995 for a particular instance of a record, with each containing a different
ACN. A second information item is the associated segment position / ASP
described in Section 7.3.3.2. It contains the index to a particular set of segmentation
coordinates of the associated context data.
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The third index (to a Type-2 record) is described in Section 7.3.1.1. It is stored in
Field xx.992, which is an optional field.

There are two fields that contain indexes to allow linking instances of a particular Record

Type.

Field 10.039: Type-10 reference number / T10 explicitly handles Type-10 images
that are of the same body part, such as a larger image and zoomed-in images. (See
Section 7.3.4).

Field 14.026: Simultaneous capture / SCF explicitly links finger images that were
captured simultaneously on non-contiguous platens or other image capture
technologies that do not capture the finger images in a manner preserving full
relative position of the finger tips to each other, if placed in a single image. (See
Section 7.3.5).

7.3.1 Information designation character / IDC

Each of the records present in a transaction, with the exception of the Type-1 record, shall
include a field (xx.002) containing the information designation character / IDC?. The
value of the IDC shall be a sequentially assigned integer starting from zero and incremented
by one up to a maximum of 99. IDC references are stated in Type-1 Field 1.003:
Transaction content / CNT and shall be used to relate information items in the CNT field
of the Type-1 record to the other records in the transaction. Two or more records may share
a single IDC solely to identify and link together records that pertain to different
representations of the same biometric trait.

Most frequently, IDCs are used to link a particular finger/palm/plantar image (in a
Type - 4, 13, 14, 15, 19 record) with the corresponding Type-9 minutiae record.
When different images of a single finger/palm/plantar are captured, each is given a
separate IDC, to ensure that the minutiae records correspond to a specific image
record.

Two or more image records may share a single IDC only when they are
enhancements of a single image; such transformations shall have identical
dimensions, and shall not be distorted with respect to each other (i.e., a feature at a
given position in one image shall be in the same position in the other image). This
means that if a friction-ridge image is captured at 1000 ppi (saved in Type 13, 14, 15,
or 19) and down-sampled to 500 ppi (for transmission in a Type-4 record), then each
would have different IDCs. Multiple images of a face, encoded in Record Type-10,
shall each have a unique IDC. SMT images also each have a unique IDC. In the
case when one is a different image of the same SMT, Field 10.039: Type-10
reference number / T10 is used to link those SMT images.

" This was called the image designation character in earlier versions of the standard. The mnemonic is
the same.
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Some examples of the use of IDC are:

* A criminal arrest transaction that might, for some agencies, include fingerprints,
palm prints, and a mugshot would include distinct records with IDCs ranging from
“0” to “21”: a Type-1 record, a Type-2 record (IDC 0), 14 Type-14 fingerprint
image records (IDCs 1-14), six Type-15 palm print records (IDCs 15-20), and a
Type-10 facial image (IDC 21).

* A latent print search transaction, which for some agencies could include two latent
images with minutiae markup, the original source image from which the latent prints
were derived, and a crime scene image would include distinct records with IDCs
ranging from “0” to “4”: a Type-1 record, a Type-2 record (IDC 0), 2 Type-13
latent image records (IDCs 1-2), two Type-9 minutiae records (IDCs 1-2, referring
to the Type-13 latent image records), a Type-20 source representation image record
(IDC 3), and a Type-21 associated context record (IDC 4).

* A 'raw' image and the same image stored with WSQ compression would have the
same IDC. Both share the same image dimension and the features would occur at
the same location.

Three fields ( Field 9.360: EFS area of correspondence / AOC, Field 9.362: EFS
examiner comparison determination / ECD and Field 9.362: EFS examiner
comparison determination / ECD ) use IDCs as references to define the relationship
between two different prints.

7.3.1.1 Type-2 Record cross reference / T2C

[2013n>] This field exists in Record Types 10, 12, 18 and 22. It is used to link an instance
of a record type to a particular Type-2 record when multiple Type-2 records for different
individuals are contained in a single transaction. In a Type-11 record, this cross-reference
is an information item placed in Field 11.037: Vocal segment speaker characteristics /
SCC in order to refer to the speakers in a specific segment of a recording.

The value for T2C is the IDC of the Type-2 record pertaining to the subject of that
particular record instance.

Field 10.992: Type-2 Record cross reference / T2C

Field 12.992: Type-2 Record cross reference / T2C

Field 18.992: Type-2 Record cross reference / T2C

Field 22.992: Type-2 Record cross reference / T2C
[<2013n]
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7.3.2 Source representation /SOR

Optional field xx.997 is allowed in biometric data sample Record Types 10 and above
that have the biometric sample derived from a source representation in Record Type-20.
The biometric data is stored in Field xx.999 (See Section 7.2 Data). Record Type-18
(DNA) does not contain a Field xx.997, since it does not contain a Field 18.999. [2013d>]
Record Type-11 also does not have SOR, since the only data that can reside in Field
12.999: Dental chart data / DATA is not biometric data. [<2013d] Record Type-98 does
not contain this field, since that is not a biometric data record type. Record Type-21 does
not contain biometric data and thus does not include field xx.997. This field is comprised
of one mandatory and one optional information item, as described below. An example of]
the use of this field would be when data is extracted from a representation, such as a group
photograph, which is stored in a Type-20 record. The facial image of the subject of the
transaction may be segmented and placed in a Type-10 record.

Figure 1 illustrates the relationship between a data record and the source representation
contained in a Record Type-20.

7.3.2.1 Source representation number / SRN

The first information item contains the source representation number / SRN. This is
mandatory for each Field xx.997. It contains an index to a particular instance of a Type-20
record in the transaction. This same index value appears in the appropriate instance of
Record Type-20 as Field 20.021: Source representation number / SRN. The value of the
SRN shall be a sequentially assigned positive integer starting from one and incremented by
one, not to exceed 255.

7.3.2.2 Reference segment position / RSP

The second information item in Field xx.997 is optional. It is the reference segment
position / RSP. It contains the index to a particular set of segmentation coordinates of the
source representation. (There may be more than one segment, such as from an audio / visual
recording, with different frames yielding input for separate biometric data record instances
in the same transaction). This same segmentation index value appears in Record Type-20 as
the reference segment position / RSP in Field 20.016: Segments / SEG. There may be up
to 99 segments listed in Field 20.016, but only the segment used to produce the biometric
data contained in Field xx.999 of the particular instance of Record Type-xx is identified in
Field xx.997.
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Figure 1: Source Representation Indices

RECORD TYPE-20
DATA RECORD WITH THE APPROPRIATE
SOURCE REPRESENTATION

Field xx.997 / SOR
Subfield k (there can be multiple
source representations)
information item SRN value =a <« Field 20.021 / SRN value = a
information item RSP value =z <« Field 20.016 / SEG
Subfield j (for the proper segment)
information item RSP value =z

7.3.3 Associated context / ASC

Optional field xx.995 is contained in biometric data sample Record Types 10 and above
that may have instances of Record Type-21 linked to it. Record Type-21 stores images
and/or recordings that are not the actual source of the biometric data contained in another
Record Type, but do show the context of the biometric data. An example would be a crime
scene photograph showing the location of a glass that had latent prints on it. However, the
close-up image of the latent prints could appear in a Type-20 record (since that is the image
that the individual fingerprint images are derived from), with the segmented individual
images appearing in Type-13 records. This field consists of a maximum of 255 repeating
subfields, each of which contains two information items, as described below. This is
because there may be multiple instances of associated context records associated with a
single biometric sample. Figure 2 illustrates the relationship of the fields and information
items.

7.3.3.1 Associated context number / ACN

The first information item contains the associated context number / ACN for a particular
Record Type-21. This is mandatory for each Field xx.995, when the field is used. It
contains an index to a particular instance of a Type-21 record in the transaction. This same
index value appears in the appropriate instance of Record Type-21 as Field 21.021:
Associated context number / ACN. The value of the ACN shall be a sequentially assigned
positive integer starting from one and incremented by one, not to exceed 255.

7.3.3.2 Associated segment position / ASP

The second information item in Field xx.995 is optional. It is the associated segment
position / ASP. It contains the index to a particular set of segmentation coordinates of the
associated context data. This same segmentation index value appears in Record Type-21 as
the associated segment position / ASP in Field 21.016: Segments / SEG. There may be
up to 99 segments listed in Field 21.016, but only the relevant segment is contained in
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Field xx.995.

Figure 2: Associated Context Indices

RECORD TYPE-21
DATA RECORD WITH THE APPROPRIATE
SOURCE REPRESENTATION

Field xx.995 / ASC
Subfield k (there can be multiple
source representations)
information item ACN value=a <«  Field 21.021 /ACN value = a
information item ASP value=z <«  Field 21.016 / SEG
Subfield j
(for the proper segment)
information item ASP value =z

7.3.4 Type-10 reference

There may be several Type-10 images of a particular part of the body. For instance, a
photograph of a tattoo may cover the entire tattoo. Another may be a zoom-in shot of a
portion of the tattoo. In order to link these two images, the same index number is assigned
to Field 10.039: Type-10 reference number / T10. Note that these images would have
different IDC values.

7.3.5 Simultaneous capture

In order to accommodate the emergence of technology that can simultaneously capture
fingerprint images on separate platens or other technology that does not preserve the full
relative position of the fingers to each other, Field 14.026: Simultaneous capture / SCF
allows the user to specify the same reference number for all images that were
simultaneously captured. With this field included in a record, the transmitter states that
sequencing errors definitely did not occur on the finger images. Multi-finger images
generated within a single device based upon adjacent platens are considered a single capture
and thus are not marked as simultaneous capture in this field.

7.4 Data Processing Logs

There are several capabilities to record operations performed to process the biometric sample.

7.4.1 Annotation information / ANN

Optional field xx.902 is used to store annotation, logging, or processing information
associated with one or more processing algorithms, [2013a>] processes [<2013a] or
workstations. If present, this text field shall consist of one or more subfields comprised of]
a set of information items. Four mandatory information items comprise a subfield:
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+ The first information item is the Greenwich Mean Time / GMT when the
processing occurred. (See Section 7.7.2.2)

* The second information item (processing algorithm name - version / NAV) shall
contain text® identifying the name and version of the processing algorithm /
application / process or workstation. [2013a>] This may also be a name of a
process or procedure, such as placing teeth found with a skeleton into a jaw.
[<2013a]

* The third information item (algorithm owner / OWN) shall contain text of up to 64
characters listing the organization that developed / maintains the processing
algorithm / application or latent workstation. [2013a>] When there is no 'algorithm
owner' (such as the case of placing teeth into a jaw) enter N/A. [<2013a]

*The fourth information item (process description / PRO) shall contain text
describing a process or procedure applied to the sample in this Type-XX record. *

|[2013a>] Some examples of annotations are: |
* Markup of latent friction ridge image using the universal latent workstation
(ULW):
> GMT =2013-08-01T02:23:44Z (in XML notation)
> NAV =ULW 2011
> OWN =FBI

> PRO = Used ULW Comparison Tool (CT) to prepare Type-9 input.
Original image in Type-13.

* Indicating the pre-processing of an audio file and related data for Type-11:
Subfield 1:
>GMT =2013-02-04T15:23:02Z (in XML notation)
>NAV = GarageBand '11
>0OWN =Apple
>PRO = Edited out when helicopter flew overhead.
Subfield 2:
>GMT =2013-02-04T17:02:00Z (using XML notation)
>NAV = Manual translation
>0WN =N/A

>PRO = Transcript in English developed manually. Based upon transcript
of discussion in English, manually translated into Spanish. [<2013a]

I28 [2013n>] In 2011, this text was limited to 64 characters. That restriction has been removed. [<2013n] I

I29 [2013n>] This was limited to 255 characters in 2011. That upper limit has been eliminated. [<2013n] I
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7.4.2 Universal latent workstation (ULW) annotation information / LAl

This optional field exists only in Record Type-9. The ULW has been extensively used and
logs generated from it were routinely transmitted in user-defined Field 9.901 prior to the
2011 version of this standard. Field 9.901: Universal latent workstation annotation
information / ULA records latent processing logs formatted according to the ULW.

7.4.3 Information assurance audit logs

If a user wishes to maintain a log of differences between transmissions, Field 98.900: Audit
log / ALF may be used to indicate how and why a transaction was modified. The ALF is of
particular use when a transaction is sent from one location to a second, where additional
information is included, before sending to a final destination.

7.4.4 Comment

The optional Comment field appears in many record types and may be used to insert free
text information. It is not reserved exclusively for log-related information but has
historically often been used for this purpose. It is limited to a maximum of 126 characters.
This maximum size was established in order to maintain consistency across encodings. The
maximum size differed in the 2007 and 2008 versions of the standard. The comment fields

|[2013a>] with a 126 character maximum [<2013a] are: I

Field 10.038: Comment / COM
Field 13.020: Comment / COM
Field 14.020: Comment / COM
Field 15.020: Comment / COM
Field 16.020: Comment / COM
Field 17.021: Comment / COM
Field 18.022: Comment / COM
Field 19.020: Comment / COM
Field 20.020: Comment / COM
Field 21.020: Comment / COM

The EFS comment field in Record Type-9 is limited to 200 characters. It is:
Field 9.351: EFS comments / COM

[2013v>] [2013d>] The comment field for Types 11, 12 and 22 are unrestricted in size.
Field 11.051: Comment / COM

Field 12.020: Comment / COM
Field 22.020: Comment / COM [<2013d] [<2013V]
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7.5 Data Protection

7.5.1 Information assurance

The Record Type-98: Information assurance record allows special data protection
procedures to ensure the integrity of the transmitted data. Field 98.003: IA data format
owner / DFO and Field 98.005: IA data format type / DFT define the information
assurance regime that is employed to store data in Field 98.200-899: User-defined fields /
UDF.

7.5.2 Data hash / HAS

Optional field xx.996 is designed for use in Record Types 10 and above that have a Field
xx.999 [2013a>] or a Field xx.994 (if it exists for that record type), which is used to
indicate the location of digital data stored external to the transaction. [<2013a] Field
xx.996 is comprised of 64 characters representing hexadecimal values. Thus, each
character may be a digit from “0” to “9” or a letter “A” through “F”. See the latest version
of the Federal Information Processing Standard 180, Secure Hash Standard for
information on computing SHA-256 hashes. Use of the hash enables the receiver of the
data to perform quick searches of large databases to determine if the data already exist in
the database. It is not intended as an information assurance check. That is handled by
Record Type-98: Information assurance record.

7.6 Agency codes

In the 2007 version of the standard, Record Type-1 fields for agency identification were
comprised of one information item {destination}{originating} agency identifier / DAI or
ORI. The 2008 version of the standard added a second optional information item
{destination}{originating} agency name / DAN or OAN, and is a text description of the
organization name. In this version of the standard, the agency names (DAN and OAN) are
contained in a new field (Field 1.017: Agency names / ANM) since information items
cannot be added to existing fields in Traditional encoding and still preserve backward
compatibility. DAN and OAN have an unlimited maximum number of characters in this
version. XML encoding is not dependent upon the field number, so there is no change
required for compatibility with the 2008 version. Both information items in ANM are
optional and may be encoded using alphanumeric characters with any special characters
allowed in ASCII. The affected fields are:

* Field 1.007: Destination agency identifier / DAI

* Field 1.008: Originating agency identifier / ORI

* Field 1.017: Agency names / ANM

In many Record types, Field xx.004 contains the SRC. This is the identifier of the agency
that actually created the record and supplied the information contained in it. (The ORI
specified in Field 1.008: Originating agency identifier / ORI is the organization that
created the transaction, which may be assembled from record(s) received from another
agency or agencies). SRC is unlimited in size and is “U” character type.
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In order to maintain backward compatibility with the 2007 version while maintaining
backward compatibility with the 2008 version, a new optional Field xx.993 has been added
for the Source agency name / SAN. SAN is up to 125 characters and in “U” character type
(unlike the information items in Field 1.017: Agency names / ANM which only allow the
characters that can be represented in ASCII). For example, in Record Type-13, there are two
fields:

* Field 13.004: Source agency/ SRC

* Field 13.993: Source agency name / SAN

In Record Type-18 there is an information item, the name of the organization / NOO (in
Field 18.003: DNA laboratory setting / DLS) that processed the DNA data. This may be
different from the agency in Field 18.004: Source agency / SRC and from the agency listed
in Field 1.008: Originating agency identifier / ORI.

[2013v>] Field 11.005: Voice recording source organization / VRSO contains
information about the site or agency that created the voice recording referenced in the
record. It may be different from the Field 11.004: Source agency / SRC and the Field
1.008: Originating agency identifier / ORI.[<2013v]

[2013n>] Field 12.047: Capture organization name / CON describes the group or
organization that collected the forensic dental data, such as a disaster recovery team. That
group may be different from the group that created the record (Field 12.004: Source
agency identification ID / SRC) and from the Field 1.008: Originating agency
identifier / ORI. Field xx.047 has also been added to Record Types 10, 11, 18 and 22.
[<2013n]

7.7 Metadata describing the biometric sample
7.7.1 Biometric acquisition device identification

Several record types contain fields describing the biometric acquisition device®:

7.7.1.1 Device unique identifier / DUI

The DUI shall contain a string uniquely identifying the device or source of the data®'. This
field shall be one of:
* Host MAC address, identified by the first character “M** or

* Host processor ID, identified by the first character “P”.

3% Notice that Field 17.018 (Global unique identifier / GUI) is deprecated in this version of the standard.
It did not conform to the standard GUI usage in information technology.

31 This version of the standard deletes the options for “Serial number or No serial number” from Field 17.017,
since it is available in the Make / Model / Serial Number field.

32 The MAC address takes the form of six pairs of hexadecimal values (0 through 9 and A through F). They
are represented without separators in this standard for a total of 13 characters. The processor ID may be up
to 16 characters.
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Fields containing the DUI are:

Field 9.903: Device unique identifier / DUI
Field 10.903: Device unique identifier / DUI
Field 13.903: Device unique identifier / DUI
Field 14.903: Device unique identifier / DUI
Field 15.903: Device unique identifier / DUI
Field 16.903: Device unique identifier / DUI
Field 17.017: Device unique identifier / DUI
Field 19.903: Device unique identifier / DUI
Field 20.903: Device unique identifier / DUI
|[2013d>] Field 22.903: Device unique identifier / DUI [<2013d] |

7.7.1.2 Make/model/serial number / MMS

The MMS contains the make, model and serial number for the capture device. It shall
consist of three information items. The information items are:

make / MAK,
model / MOD, and
serial number / SER.

Each information item shall be 1 to 50 characters. Any or all information items may indicate
that information is unknown with the value “0”. Fields containing the MMS are:

Field 9.904: Make/model/serial number / MMS

Field 10.904: Make/model/serial number / MMS

Field 13.904: Make/model/serial number / MMS

Field 14.904: Make/model/serial number / MMS

Field 15.904: Make/model/serial number / MMS

Field 16.904: Make/model/serial number / MMS

Field 17.019: Make/model/serial number / MMS

Field 19.904: Make/model/serial number / MMS

Field 20.904: Make/model/serial number / MMS

|[2013d>] Field 22.904: Make/model/serial number / MMS [<2013d] |

7.7.1.3 Device monitoring mode / DMM

This field describes the level of human monitoring that was associated with the biometric
sample capture. Alphabetic values are selected from Table 5. These are the corresponding
fields in the standard:

Field 10.030: Device monitoring mode / DMM

Field 14.030: Device monitoring mode / DMM

Field 15.030: Device monitoring mode / DMM

Field 16.030: Device monitoring mode / DMM

Field 17.030: Device monitoring mode / DMM

Field 19.030: Device monitoring mode / DMM
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Table S Device monitoring mode

Condition Description
CONTROLLED Operator physically controls the subject to acquire the biometric sample
ASSISTED Person available to provide assistance to subject submitting the biometric
OBSERVED Person present to observe operation of the device but provides no assistance
UNATTENDED No one is present to observe or provide assistance
UNKNOWN No information is known

7.7.1.4 Medical device information / MDI

[2013d>] Field 21.006: Medical device information / MDI is designed to transmit
information concerning medical devices found on or with an unidentified person. It is
contained in record Type-21 since it is not a biometric, but is nonetheless of value in the
indeification process.[<2013d]

7.7.2 Date and time

Date and time are used in several fields and information items throughout the standard.
They are handled differently for each encoding (See Annex B and Annex C).

7.7.2.1 General

YYYY designates the four-digit year; MM designates the month (01 through 12); DD
represents the day of the month (01 through 31); hh represents the hour (00 through 23); mm
represents the minute (0 through 59); and ss represents the seconds (0 through 59).
Midnight is expressed as all zeros in the time portion of the date and time. The time and date
fields are handled differently for each encoding. The Traditional encoding represents the
time and date as a numeric value (such as “20110308” representing March 8, 2011). NIEM-
conformant encoding places the date in an element formatted as “2011-03-08”. The value is
shown as “2011-03-08T05:25:00Z” in the case of Greenwich Mean Time (See Section
7.7.2.2). The “T” is a fixed character that indicates the separation of the date and the time in
the alphanumeric string. In all cases, the content shall be identical, regardless of the
encoding. See Annex B: Traditional encoding and Annex C: NIEM-conformant
encoding rules for details.

7.7.2.2 Greenwich Mean Time (coordinated universal time — UTC) / GMT

UTC has replaced GMT as the main reference time scale terminology, but the older
terminology is retained in this standard for existing record types. In this standard, Field
1.014: Greenwich Mean Time / GMT shall be taken to mean the UTC value. Some newer
record types using this format refer to the data as UTC (such as in Field 18.013: Sample
collection date / SCD). This time is independent of the actual time zone where the time
and date is recorded. The data is YYYYMMDDhhmmssZ, where the Z is indicates the zone
description of 0 hours. This data is handled differently for each encoding.
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7.7.2.3 Local date

The local date is recorded as YYYYMMDD. It may be a different date than the GMT, due
to time zone differences. It is handled differently for each encoding.

7.7.2.4 Local date & time

The local date and time is recorded as YYYYMMDDhhmm. This may be a different date
than the corresponding GMT, due to time zone differences. It is reflective of the local time,
such as Daylight Savings Time. This data is handled differently for each encoding.

7.7.2.5 Time index / TIX — measured in milliseconds

For Type-20 or Type-21 records containing video or audio, this field shall contain two
information items, time index start /TIS and time index end / TIE for the start and end
times of segments within a video or audio file, measured in hh:mm:ss. « where ss. refers
to the seconds and milliseconds. Thus, the allowed special characters are the colon and
the period. TIX is comprised of one or more subfields. Each subfield corresponds to a
single segment, with a starting and end time as separate information items. This data is
handled differently for each encoding. The zero time index shall be clearly indicated on the
source, unless it is the absolute beginning of the file.

7.7.2.6 Relative start time / RST, relative end time / RET and voice recording time / TIM --
measured in microseconds

[2013v>] In Record Type-11, Field 11.022: Redaction diary / RDD, Field 11.024:
Discontinuities diary / DCD and Field 11.026: Vocal content diary / VCD have
information items relative start time / RST and relative end time / RET that are
encoded in microseconds. These information items indicate the time in microseconds|
from the beginning of the voice recording to the start and end, respectively, of the snip.
These information items may contain integers of up to 11 digits.

Field 11.011: Total recording duration / TRD has an information item voice recording
time / TIM that is measured in microseconds. It also is an integer of up to 11 digits.
[<2013v]

7.7.3 Geographic sample acquisition location / GEO

This optional field (xx.998) is used in most Record Types 10 and above. It specifies the
coordinated universal time (UTC) and the location where the biometric sample was
collected. [2013v>] Record Type-11 contains a field, Field 11.032: Vocal segment
geographical information / SGEO that resembles GEO. The information items in
SGEO that are in addition to those of GEO are:

segment identifiers / SID

segment cell phone tower code / SCT

The following refers to the order of the standard information items for the field. [<2013v]
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There are multiple possible formats for specifying the geographic location in this field
(longitude and latitude, geographic coordinate universal transverse Mercator, and alternate
coordinate systems).

The

Latitude/Longitude. As a group, they are optional. However, latitude degree value /
LTD and longitude degree value / LGD are co-conditional, so they shall both be
present if either is present. Further, “minutes” values LTM and LGM can only be
present if their corresponding “degrees” values are present. [2013a>] Also, “seconds”
values [<2013a] LTS and LGS can only be present if their corresponding “minutes”
value is present. The other entries are optional.

The first information item is optional. It is the coordinated universal time entry /
UTE. See Section 7.7.2.2.

next eight information items comprise the Geographic Coordinate

Geographic coordinate latitude is measurement of the angular distance between a point on
the earth and the equator. Geographic coordinate longitude is a measurement of the angular
distance between a point on the earth and the prime meridian. If a decimal value is used in a
particular information item, the more granular information item shall be empty (e.g., if
Longitude minutes equals 45.27, Longitude seconds shall be empty).

* The fourth information item is the latitude second value / LTS. This is a value that

The second information item is latitude degree value / LTD. This is a value that
specifies the degree of latitude. The value shall be between -90 (inclusive) and +90
(inclusive). The degrees may be expressed as an integer (without a decimal) or a
real number including decimals. If decimals are present, then minutes and seconds
shall be empty. The allowed special characters are the negative sign and the period.
Examples are:

. Buenos Aires, Argentina: -34 (with minutes LTM = 36)

. NIST, Gaithersburg, Maryland: 39.137627 (no LTM or LTS)

The third information item is latitude minute value / LTM. This is a value that
specifies a minute of a degree. The value shall be between 0 (inclusive) to 60
(exclusive). The minute value may be expressed as an integer (without a decimal) or
as a real number including decimals. If decimals are present then seconds shall be
empty. Thus, the allowed special character is a period. The minute value can be
empty, even if the degree value is an integer. LTM and LGM are co-conditional, so
they shall both be present if either is present.

specifies a second of a minute. The value shall be 0 (inclusive) to 60 (exclusive).
Thus, the allowed special character is a period, [2013a>] since LTS may be
expressed as an integer (without a decimal) or as a real number including decimals
[<2013a]. The second value can be empty, even if the minute value is an integer.
LTS and LGS are co-conditional, so they shall both be present if either is present.
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« The fifth information item is the longitude degree value / LGD. It is a value that
specifies the degree of a longitude. The value shall be between -180 (inclusive) and
+180 (inclusive). If LTD is present, then LGD shall be present. The degrees may be
expressed as whole numbers (without a decimal) or real numbers including
decimals. The allowed special characters are the negative sign and the period. If
decimals are present, then minutes and seconds are empty. Examples are:

. Buenos Aires, Argentina: -58 (with minutes LGM = 22)
. NIST, Gaithersburg, Maryland: -77.216032 (no LGM or LGS)

« The sixth information item is the longitude minute value / LGM. It is a value that
specifies a minute of a degree. The value shall be from 1 (inclusive) to 60
(exclusive).The minute value may be expressed as an integer (without a decimal) or
as a real number including decimals. If decimals are present then seconds shall not
appear. The minute value can be empty, even if the degree value is an integer.Thus,
the allowed special character is a period. LTM and LGM are co-conditional, so they
shall both be present if either is present.

* The seventh information item is the longitude second value / LGS. This is a
value that specifies a second of a minute. The value shall be 0 (inclusive) to 60
(exclusive). Thus, the allowed special character is a period, [2013a>] since LGS
may be expressed as an integer (without a decimal) or as a real number (including
decimals) [<2013a]. The second value can be empty, even if the minute value is an
integer. LTS and LGS are co-conditional, so they shall both be present if either is
present.

« The eighth information item is elevation / ELE. It is expressed in meters. It is a
numeric value. It is between -422 meters (Dead Sea) and 8848 meters (Mount
Everest). Allowed special characters are the negative sign and the period.

« The ninth information item is the geodetic datum code / GDC®. 1t is an
alphanumeric value of 3 to 6 characters in length. This information item is used to
indicate which coordinate system was used to represent the values in information
items 2 through 7. If no entry is made in this information item, then the basis for the
values entered in the first eight information items shall be WGS84, the code for the
World Geodetic Survey 1984 version - WGS 84 (G873). See Table 6 for values.

The tenth, eleventh and twelfth information items are treated as a group and are optional.
These three information items together are a coordinate which represents a location with a
Universal Transverse Mercator (UTM) coordinate. If any of these three information items is
present, all shall be present.

33 See the Glossary maintained by the National Oceanic and Atmospheric Administration for information on
commonly used terms. http:/www.ngs.noaa.gov/CORS-Proxy/Glossary/xml/NGS Glossary.xml
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The tenth information item is the geographic coordinate universal transverse
Mercator zone / GCM?*. It is an alphanumeric value of 2 to 3 characters. This is a
one or two digit UTM zone number followed by the 8 degree latitudinal band
designator (which is a single letter). Valid latitudinal band designators include C
through X, omitting I and O.

The eleventh information item is the geographic coordinate universal transverse
Mercator easting / GCE. It is an integer of 1 to 6 digits.

The twelfth information item is the geographic coordinate universal transverse
Mercator northing / GCN. It is an integer of 1 to 8 digits.

The following item is used for instances when GPS or other coordinate systems may not be
readily available:

The thirteenth information item is optional. It is the geographic reference text /
GRT. This information item is an alphanumeric entry of up to 150 characters. It is a
free form text describing a street address or other physical location (such as ‘Corner
of Washington and Madison, Geneva, NY”).

The following two information items should be used when an alternate system had been
utilized for recording position:

* A fifteenth optional information item is the geographic coordinate other system

A fourteenth optional information item geographic coordinate other system

identifier / OSI allows for other coordinate systems. This information item

specifies the system identifier. It is up to 10 characters in length. Examples are:

*  MGRS* (Military Grid Reference System)

*  USNG? (United States National Grid)

+  GARS®* (Global Area Reference System)

«  GEOREF* (World Geographic Reference)

« LANDMARK landmark and position relative to the landmark, for example:
Landmark: hydrant 143 sector 5 Position: 5.2 meters directly E

value / OCV. [2013a>] It shall only be present if OSI is present in the record and
OSI is set to LANDMARK. OCYV is free text and may be up to 126 characters.
[<2013a] For details on the formatting of OCV for the other coordinate systems
shown in OSI as examples, see Table 6 Geographic coordinate datum code
values.

3 The UTM zone numbers and designators are described at

http:

earth-info.nga.mil/GandG/coordsys/grids/utm.html

3% For a description, see http://earth-info.nga.mil/GandG/coordsys/grids/referencesys.html

August, 2013 Page 65

Green = link within document; Blue = external link (current at publication date); Red borders = updated in 2013


http://earth-info.nga.mil/GandG/coordsys/grids/referencesys.html
http://earth-info.nga.mil/GandG/coordsys/grids/utm.html

ANSI/NIST-ITL 1-2011: UPDATE 2013 NIST Special Publication 500-290 Version 2 (2013)

Table 6 Geographic coordinate datum code values

Geodetic Datum Code Value
Airy AIRY
Australian National AUST
Bessel 1841 BES
Bessel 1841 (Namibia) BESN
Clarke 1866 CLK66
Clarke 1880 CLKS80
Everest EVER
Fischer 1960 (Mercury) FIS60
Fischer 1968 FIS68
GRS 1967 GRS67
Helmert 1906 HELM
Hough HOUG
International INT
Krassovsky KRAS
Modified Airy AIRYM
Modified Everest EVERM
Modified Fischer 1960 FIS60M
South American 1969 SA69
WGS-60 WGS60
WGS-66 WGS66
WGS-72 WGS72
WGS-84 / NAD-83 WGS84
Other <entry up to 6 characters>

7.7.4 Metadata specific to friction ridge records

7.7.4.1 Impression type / IMP

This field contains a code from Table 7 for how the friction ridge sample was collected. It
was expanded in the 2011 version of the standard to include plantars and unknowns. A
latent impression is the digital image of the latent impression that was acquired directly
from a latent impression, using a flatbed scanner or digital camera.
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Table 7 Friction ridge impression types

Code
Description Fingerprint Unknown
Plain | Rolled Palm Plantar Fr!ctlon
Ridge
Livescan (type
unknown or 0 1 10 30
unspecified)
Vertical swipe 8
Livescan |Optical contact 20 21
Non-optical contact 22 23 N/A
Optical contactless 24 25
Non-optical 26 27
contactless
Non-livescan (e.g., inked) 2 3 11 31
Impression 4 12 32 36
Tracing 5 13 33 37
Latent
Photo 6 14 34 38
Lift 7 15 35 39
Other 28
Unknown 29

Latent tracing is when the digital image is of a drawn tracing of the impression, not the
impression itself. The tracing may have been hand or computer-drawn. A latent photo
means that the digital image was acquired from a paper photograph that had been taken
off a latent impression; the paper photograph was then digitized using a flatbed scanner
or digital camera. A latent lift is a digital image that was acquired from a lift of the latent
impression, using a flatbed scanner or digital camera.

7.7.4.2 Friction ridge generalized position / FGP

FGP is used in Record types dealing with friction ridges. It specifies which friction ridge
biometric sample was collected. Note that for codes 1 - 40 and 60 - 84, the Table 8
specifies recommended MAXIMUM width and height. (Individual implementation
domains and application profiles may use different values). In versions of this standard prior
to 2011, FGP was used for finger position, and PLP for palm print position. They are now
in one table, along with the codes added in the ANSI/NIST-ITL 1a-2009 amendment. Plantar
codes are included in the table. In order to cover all of these cases, the name was changed to
friction ridge generalized position / FGP. *

I3 % [2013a>] Deleted unclear paragraphs that followed this text in the base 2011 text [<2013a] I
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[2013a>] Codes 11, 12, 13, 14, 15 and 40-50 do not apply to latent prints. In addition,
Code 19 is not used in the Extended Feature Set of Record Type-9. Field 9.134: M1
friction ridge generalized position / FGP uses codes 1-10 and does not allow multiple
finger, unknown print, extra digit, palm or plantar codes in order to maintain consistency
with INCITS 178. [<2013a]

If the type of friction skin is unknown, each of the possible positions shall be included as
separate data entries. Codes “0” (Unknown fingerprint) and “20” (Unknown palm) together
address all friction ridge areas on the hands; codes “60” (Unknown sole of foot) and “63”
(Unknown toe) together address all friction ridge areas on the feet. Code “18” denotes an
unknown friction ridge, from hand or foot. The codes for extra digits, palm carpal delta
areas (at the base of the hand) and palm grasp were new for the 2011 version of the standard.

Table 8 Friction ridge position code & recommended image dimensions

Finger Position Codes

Finger position Finger Max Wi(!th Max Heig'ht
Code (mm) (in) (mm) (in)

Unknown finger®’ 0 406 1.6 38.1 1.5
Right thumb 1 40.6 1.6 38.1 1.5
Right index finger 2 40.6 1.6 38.1 1.5
Right middle finger 3 40.6 1.6 38.1 1.5
Right ring finger 4 40.6 1.6 38.1 1.5
Right little finger 5 40.6 1.6 38.1 1.5
Left thumb 6 40.6 1.6 38.1 1.5
Left index finger 7 40.6 1.6 38.1 1.5
Left middle finger 8 40.6 1.6 38.1 1.5
Left ring finger 9 40.6 1.6 38.1 1.5
Left little finger 10 40.6 1.6 38.1 1.5
Plain right thumb 11 254 1.0 76.2 3.0
Plain left thumb 12 254 1.0 762 3.0

Plain right four fingers 13 81.3 3.2 76.2 3.0

(may include extra digits)
Plain left four fingers 14 81.3 32 76.2 3.0
(may include extra digits)
I37 [2013a>] Changed from 'fingerprint' to 'finger' for consistency in terminology [<2013a] I
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s .. Finger Max Width Max Height
Finger position . -
Code (mm) (in) (mm) (in)
Left & right thumbs 15 81.3 32 762 3.0
Right extra digit*® 16 406 1.6 38.1 1.5
Left extra digit®® 17 406 1.6 38.1 1.5
Unknown friction ridge 18 139.7 55 213.0 8.5
EJI or tip 19 114.3 4.5 127.0 5.0

Palm Position Codes

Palm Position Palm Max Wid?h Max Heigl.lt
Code (mm) (in) (mm) (in)

Unknown palm 20 139.7 5.5 213.0 8.5
Right full palm 21 139.7 55 213.0 8.5
Right writer’s palm 22 44.5 1.8 127.0 5.0
Left full palm 23 139.7 55 213.0 8.5
Left writer’s palm 24 44.5 1.8 127.0 5.0
Right lower palm 25 139.7 5.5 139.7 5.5
Right upper palm 26 139.7 5.5 139.7 5.5
Left lower palm 27 139.7 55 139.7 5.5
Left upper palm 28 139.7 55 139.7 5.5
Right other 29 139.7 55 213.0 8.5
Left other 30 139.7 55 213.0 8.5
Right interdigital 31 139.7 55 76.2 3.0
Right thenar 32 76.2 3.0 114.3 4.5
Right hypothenar 33 76.2 3.0 114.3 4.5
Left interdigital 34 139.7 5.5 76.2 3.0
Left thenar 35 76.2 3.0 114.3 4.5
Left hypothenar 36 76.2 3.0 114.3 4.5
Right grasp 37 139.7 5.5 213.0 8.5

*¥ These rules shall be used in dealing with subjects with extra fingers or thumbs: the four fingers closest to
the thumb shall be labeled with the index/middle/ring/little position codes; the thumb closest to the fingers
shall be labeled with the thumb position code; additional fingers shall be labeled with the extra finger
position code for the appropriate hand. The comment field (Field 13.020: Comment / COM or Field
14.020: Comment / COM) should be used to describe specifics for the finger location. In the case of
conjoined fingers, the image of the entire conjoined finger shall be included using the finger position
closest to the thumb, and the next finger position shall be used for the next fully separable finger. The
comment field (Field 13.020: Comment / COM or Field 14.020: Comment / COM) should be used to
describe specifics of the conjoined fingers.
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Palm Position Palm Max Width Max Height
Code (mm) (in) (mm) (in)
Left grasp 38 139.7 5.5 213.0 8.5
Right carpal delta area 81 139.7 5.5 114.3 4.5
Left carpal delta area 82 139.7 5.5 114.3 4.5
Right full palm, including 83 139.7 6.5 114.3 8.5
writer's palm®
Left full palm, including 84 139.7 6.5 114.3 8.5
writer's palm

Plantar Position Codes

Plantar Plantar Max Width Max Height

Position Code (mm) (in) (mm) (in)
Unknown sole 60 139.7 5.5 330.2 13.0
Sole — right foot 61 139.7 5.5 330.2 13.0
Sole — left foot 62 139.7 5.5 330.2 13.0
Unknown toe 63 44.5 1.8 76.2 3.0
Right big toe 64 44.5 1.8 76.2 3.0
Right second toe 65 44.5 1.8 76.2 3.0
Right middle toe 66 44.5 1.8 76.2 3.0
Right fourth toe 67 44.5 1.8 76.2 3.0
Right little toe 68 44.5 1.8 76.2 3.0
Left big toe 69 44.5 1.8 76.2 3.0
Left second toe 70 44.5 1.8 76.2 3.0
Left middle toe 71 44.5 1.8 76.2 3.0
Left fourth toe 72 44.5 1.8 76.2 3.0
Left little toe 73 44.5 1.8 76.2 3.0
Front / ball of right foot 74 139.7 55 139.7 5.5
Back / heel of right foot 75 139.7 55 139.7 5.5
Front / ball of left foot 76 139.7 5.5 152.4 6.0
Back / heel of left foot 77 139.7 5.5 1524 6.0
Right middle of foot* 78 139.7 55 1524 6.0
Left middle of foot* 79 139.7 55 1524 6.0

% The subject's hand is rolled so that the full palm and writer's palm are captured in a single impression.
“ The codes for the middle of the feet correspond to the arch and/or outside (fibular hypothenar) areas of
the feet.
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Table 8 is extended with recommended minimum dimensions for common 2 finger and 3
finger combinations. Note that mobile devices may use the codes defined in the above table,
as well as those presented below. No maximum dimensions are included, but there are
practical maximum upper limits to the image size. The minimum areas for codes 42, 45, 48
and 50 may not be sufficient for practical use. The actual size will depend upon the
equipment used. It should be noted that codes 13-15 and 40-50 are for simultaneous 2 and 3
and 4 — finger combinations. The titles of the finger combinations are given from the thumb
outwards (that is, left to right for the right hand and right to left for the left hand). Code 46
“Right index / Left index” means that the right index placed on the right portion of the
imaging area and the left index on the left portion of that same imaging area.

Multiple Finger Position Codes

sty e Finger Min Wi(.lth Min Heig.ht
code (mm) (in) (mm) (in)
2-Finger Combinations
Right index/middle 40 40.6 1.6 38.1 1.5
Right middle/ring 41 40.6 1.6 38.1 1.5
Right ring/little 42 40.6 1.6 38.1 1.5
Left index/middle 43 40.6 1.6 38.1 1.5
Left middle/ring 44 40.6 1.6 38.1 1.5
Left ring/little 45 40.6 1.6 38.1 1.5
Right index / left index 46 40.6 1.6 38.1 1.5
3-Finger Combinations
Right index/middle/ring 47 63.5 2.5 38.1 1.5
Right middle/ring/little 48 63.5 2.5 38.1 1.5
Left index/middle/ring 49 63.5 2.5 38.1 1.5
Left middle/ring/little 50 63.5 2.5 38.1 1.5

7.7.4.3 Print (or search) position descriptors / PPD or SPD

These fields are used to define fingerprints that include all or part of the lower joints (medial
or proximal segments), or extreme tips.

For exemplar fingerprints contained in Type-14 records, if the impression is known to be an
entire joint image (EJI), full finger view (FFV), or extreme tip (TIP), then Field 14.013:
Friction ridge generalized position / FGP shall be set to 19, and Field 14.014: Print
position descriptors / PPD shall be specified; Field 14.015: Print position coordinates /
PPC may be (optionally) specified.

For latent prints contained in Type-13 records, if all or part of the impression should be
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compared against the medial or proximal segments or the extreme tips, then Field 13.013:
Friction ridge generalized position / FGP shall be set to 19, and Field 13.014: Search
position descriptors / SPD shall be specified; Field 13.015: Print position coordinates /
PPC may be (optionally) specified.

Figure 3 and Figure 4 illustrate the positions of the distal, medial and proximal portions of
a finger. Table 9 lists the finger views (FV1 through FV4) shown in Figure 4. The position
descriptor, in Field 13.014: Search position descriptors / SPD or Field 14.014: Print
position descriptors / PPD contains two mandatory information items:

« For a Type-13 record (latent prints), the first information item (probable decimal
finger position code / PDF) (0-10, 16 or 17) is taken from Table 8. A “0” indicates
that all the fingers of a possible candidate should be searched. For a Type-14 record
(known exemplars), the first information item is the decimal finger position code /
DFP. Itis also taken from Table 8 with a value of 1 to 10, inclusive or 16 or 17.

* The second information item (finger image code / FIC) is the code taken from
Table 9 to indicate the portion of the database to search. Full-length finger joint
images use codes FV1 through FV4. Figure 4 is an illustration of the Entire Joint
Image for a middle finger with each of the full finger views and constituent parts
identified. Multiple portions of the EJI may be listed in a separate subfield.

Field 13.014: Search position descriptors / SPD, Field 14.014: Print position
descriptors / PPD, Field 13.015: Print position coordinates / PPC and Field 14.015:
Print position coordinates / PPC are included to make the standard flexible enough to
accommodate many different scenarios and applications. These fields facilitate searching of
latents formatted within Type-13 records against Type-14 records contained in the various
databases. The search of a database by a latent can be narrowed with the use of additional
information such as finger position, finger segment, or full finger view. It is unlikely that an
entire EJI will ever be left at the scene of a crime. But a latent may be searched against the
EJIs based on a specific finger segment or full finger view. This may be accomplished for a
portion of the latent described by the X and Y coordinates.

Multiple portions of the EJI may be listed, each as a subfield with the same value for
PDF and a different value for FIC, such as one subfield with PDF of 2 and FIC of DST
and another subfield with PDF of 2 and FIC of MED. There need not be more than one
subfield. For latents in Type-13 records, Field 13.014: Search position descriptors /
SPD defines the set of all areas against which the latent should be compared. To indicate
that the latent may have come from any part of the finger, FIC should include both EJI
and TIP (in different subfields). Since EJI is a superset of FV1-FV4, DST, MED and
PRX, it is therefore redundant to specify any of the latter if EJI is included in FIC. Ifa
latent in a Type-13 record is to be compared against different segments of a finger but
can be specified more precisely than simply listing EJI, multiple portions of the EJI may
be listed — in which the information item FIC indicates the appropriate area of the field.
One subfield may, for example, have a PDF of 0 and FIC of DST and another subfield
with PDF of 0 and FIC of MED. It is possible to include any combination of PDF and
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FICs, such as: PDF = 2 and FIC = MED; PDF = 2 and FIC = DST; PDF = 3 and FIC =
MED; and PDF = 3 and FIC = DST.

7.7.4.4 Print position coordinates / PPC

If Field 13.013: Friction ridge generalized position / FGP or Field 14.013: Friction
ridge generalized position / FGP is set to 19 then Field 13.015: Print position
coordinates / PPC or Field 14.015: Print position coordinates / PPC may optionally
contain offsets to the locations for the bounding box of the EJI, each of the full finger views,
or segments within the EJI. When used, this field shall consist of six (6) mandatory
information items describing the type or portion of the image contained in this record and its
location within an EJI. This information will describe either the location of the entire joint
image, one full finger view, or segment. Individual full finger or segment definitions may
be repeated as repeating sets of information items:

e The first information item is the full finger view / FVC with values of “FV1”
through “FV4”. Values of “FV1” to “FV4” specify the perspective for each full
finger view. For a fingertip, the first information item shall be “TIP”. FVC will
contain the code “NA” if only a proximal, distal or medial segment is available.

* The second information item is used to identify the location of a segment / LOS
within a full finger view. LOS will contain the not applicable code “NA” if the
image portion refers to a full finger view, tip or to the entire joint image locations.
Otherwise, it shall contain “PRX”, “DST”, “MED” for a proximal, distal, or medial
segment, respectively.

* The third information item is the left horizontal coordinate / LHC. It is the
horizontal offset in pixels to the left edge of the bounding box relative to the origin
positioned in the upper left corner of the image.

* The fourth information item is the right horizontal coordinate / RHC. It is the
horizontal offset in pixels to the right edge of the bounding box relative to the origin
positioned in the upper left corner of the image.

* The fifth information item is the top vertical coordinate / TVC. It is the vertical
offset (pixel counts down) to the top of the bounding box.

* The sixth information item is the bottom vertical coordinate / BVC. It is the
vertical offset from the upper left corner of the image down to the bottom of the
bounding box. It is counted in pixels.
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Table 9 Joint image segments, tip code and finger view codes

Type of Image | Image Code
Entry allowed for FIC only
Entire joint image EJI
Entries for FVC or FIC
Rolled tip TIP
Full finger rolled image FV1
Full finger plain image — left side FVv2
Full finger plain image — center FV3
Full finger plain image — right side Fv4
Entry for FVC only
Only a proximal, distal or medial segment is NA
available
Entries for LOS or FIC
Proximal segment PRX
Distal segment DST
Medial segment MED
Entry for LOS only
Image portion refers to a full finger view, tip or to the NA
entire joint image locations
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Figure 3: Palm and finger segment positions

Note: Upper palm and lower palm images shall include the interdigital area as overlap for verification. Therefore, the lower and
upper palm locations have approximate boundaries in this illustration. It is described in Section 8.15. The carpal delta area is at the
base of the palm, at the wrist. The wrist bracelet is the series of lines/creases below and parallel to the carpal delta and thenar /hypothenar

areas of the palm.
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Figure 4: Entire joint image
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7.7.5 Subject acquisition profile / SAP/ FAP / IAP

A subject acquisition profile is used to describe a set of characteristics concerning the
capture of the biometric sample. These profiles have mnemonics SAP for face, FAP for
fingerprints and IAP for iris records. SAP codes are mandatory in Type-10 records with a
face image. FAP is optional in Type-14. IAP is optional in Type-17 records. The values
do not have the same meaning for different modalities. As is explained in the Mobile ID
Best Practice Recommendation®', a multi-biometric capture device could, for example,
have a SAP level of 42, FAP level of 45, and an IAP level of 40. With the exception of
mobile device SAP levels, the higher the value, the stronger the acquisition requirements.

7.7.5.1 Subject acquisition profile for face / SAP

Field 10.013: Subject acquisition profile / SAP has the SAP level code for face in
Table 10. The SAP codes 32, 42 and 52 were new for the 2011 version of the standard.

Table 10 Subject acquisition profiles for face

Subject Acquisition Profile SAP Level
Unknown acquisition profile 0
Surveillance facial image 1
Driver’s license image (AAMVA) 10
ANSI Full Frontal facial image (4ANSI 385) 11
ANSI Token facial image (ANSI 385) 12
ISO Full Frontal facial image (ISO/IEC 19794-5) 13
ISO Token facial image (ISO/IEC 19794-5) 14
PIV facial image (NIST SP 800-76) 15
Legacy Mugshot 20
Best Practice Application — Level 30 30
Mobile ID Best Practice - Level 32 32
Best Practice Application — Level 40 40
Mobile ID Best Practice - Level 42 42
Best Practice Application — Level 50 50
Best Practice Application — Level 51 51
Mobile ID Best Practice - Level 52 52

411t is available at http://www.nist.gov/customcf/get pdf.cfm?pub id=903169
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7.75.1.1 Level 0 (Unknown profile)

This level denotes any case when the SAP is unknown. This value may be used to alert
systems that the profile of the face image needs to be determined manually or via
advanced face image quality evaluation techniques.

7.7.5.1.2 Level 1 (Surveillance facial image)

This SAP value denotes a surveillance facial image: a face image captured without
specific regard to scene, photographic, or digital requirements. For example, an image of
a face from commonly available surveillance video equipment is generally considered a
surveillance facial image. Typically surveillance facial images are of relatively poor
quality compared to mugshots, including significant pose angle used for the frontal view,
poor image resolution, poor image contrast, etc.

7.7.5.1.3 Levels 10-15 (Other application profiles)

Levels 10-15 shall denote transaction associated with capture under the guidance of other
facial standards or application profiles as defined below. Note that the facial images of
Level-13 and Level-14 may come from travel documents as described in “Deployment of
Machine Readable Travel Documents”, ICAO Technical Report, version 2.0.

* Level-10 denotes a driver license facial portrait described in the AAMVA
International Specification — DL/ID Card Design.

* Level-11 denotes an ANSI facial image that meets requirements of the Full Frontal
Image type defined in ANSI INCITS 385-2004.

* Level-13 denotes an ISO facial image that meets the requirements of the Full
Frontal Image defined in International standard ISO/IEC 19794-5."

* Level-14 denotes an ISO facial image that meets the requirements of the 7oken Face
Image type defined in International standard ISO/IEC 19794-5.%

* Level-15 denotes a PIV facial image that meets requirements of Biometric Data
Specifications for Personal Identity Verification defined in NIST SP 800-76.%

See Section 3 Normative references for information about the references cited above.

42 12013a>] Both the 2005 and 2011 version of ISO 19794-5 are consistent for purposes of SAP Level-13
and SAP Level-14 definition. [<2013a]

43 [2013a>] This document was updated as NIST SP 800-76-2 in 2013. The document is available at

http://csrc.nist.gov/publications/nistpubs/800-76-2/sp800 76 2.pdf. The specifications relevant
for SAP Level-15 did not change. [<2013a]
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7.7.5.1.4 Level 20 (Legacy mugshot)

A facial image conforming to this application profile level shall be a mugshot formatted
according to ANSI/NIST-ITL 1-2000, but not necessarily conforming to the best practice
requirements given in level-30. The subject pose(s) may be Frontal, Profile, or Angled.

7.7.5.1.5 Level 30 (Basic mugshot)

These mugshots shall adhere to strict background, lighting, and resolution requirements.
In particular, the background is 18% gray, the lighting is three-point, and the image size is
at least 480 x 600 pixels with an aspect ratio of 1:1.25. Annex E: Facial Capture —
SAPs 30 and above for more information about Level 30.

7.7.5.1.6 Level 32 (Mobile device basic mugshot)

The requirements for level 32 are based on those of level 30, but not fully inclusive of all
of those requirements. For instance, relative centering error and 18% grayscale with
appropriate lighting may not be realistic for a mobile application. Use of this SAP
number indicates that the image was captured with a mobile device. See Table 11 for the
complete requirements for SAP level 32.

7.7.5.1.7 Level 40 (Higher resolution mugshot)

A facial image conforming to the level-40 application profile can be captured with an oft-
the-shelf 1-megapixel camera. Requirements for conformance with level-40 facial image
capture include the following (See Annex E: Facial Capture — SAPs 30 and above):

The image shall conform to the minimum requirements for the capture of level-30
facial images

At least one full frontal face image shall be captured.

The minimum number of pixels in the digital image shall be 768 x 1024 pixels, and
Facial images shall conform to the “head and shoulders” composition detailed
requirements shown in Annex E: Facial Capture — SAPs 30 and above.

It should be noted that the resolution aspect of the captured facial images are improved as
the number of pixels in both directions are increased. As images are captured with an
increased number of pixels, the 3:4 (Width : Height) aspect ratio shall be maintained.

7.7.5.1.8 Level 42 (Mobile device higher resolution mugshot)

The requirements for level 42 are based on those of level 40, but not fully inclusive of
those requirements. For instance, relative centering error and 18% grayscale with
appropriate lighting may not be realistic for a mobile application. Use of this SAP
number indicates that the image was captured with a mobile device. See Table 11 for the
complete requirements for SAP level 42.

7.7.5.1.9 Levels 50 and 51 (Best practice mugshots)

A facial image conforming to the level 50 and level 51 application profiles shall include
“face image capture requirements”. See Annex E: Facial Capture — SAPs 30 and
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above. These profile levels are intended to allow for examination of up to forensic-level
(10 ppmm) detail on a subject’s face. The only difference between level-50 and level-51
is that level-50 specifies the “head and shoulders” composition requirements while level-
51 specifies the “head only” composition requirements.

For a level-50 image capture profile, the minimum number of pixels in the digital image
shall be 3300 pixels in the horizontal direction by 4400 pixels in the vertical direction.*
Oft-the-shelf 15 (or more) megapixel digital cameras satisfy this requirement. As an
alternative, allocating 70% of the image width for the head requires approximately 2400
pixels for the “head only” facial capture. For a level-51 image capture profile, the
minimum number of pixels in the digital image shall be 2400 pixels in the horizontal
direction by 3200 pixels in the vertical direction. Off-the-shelf 8 megapixel digital
cameras satisfy this requirement.

The levels-50 and 51 SAPs allow for the encoding of face images that are consistent with
the discussion above and with the “face image capture requirements”. It should be noted
that the resolution aspect of the captured facial images might be improved as the number
of pixels in both directions are increased. Figure 5 illustrates the improvement in image
quality from levels 30 to 50/51. As images are captured with an increased number of
pixels, the 3:4 (Width : Height) aspect ratio shall be maintained.

7.7.5.1.10 Level 52 (Mobile device best practice mugshots)

The requirements for level 52 are based upon those of level 50, but are not fully inclusive
of all of those requirements. For instance, relative centering error and 18% grayscale with
appropriate lighting may not be realistic for a mobile application. Specific roll, pitch and
yaw requirements are not included in Level 52. See Table 11 for the complete
requirements for SAP level 52.

Figure 5: Examples of resolution for face SAP levels 30/32, 40/42, & 50/51/52

# Identification applications require approximately 1700 pixels wide by 2515 pixels high on the face for the
99th percentile male in the U.S. population. Allocating 50% of the image width for the head requires
approximately 3400 pixels for a “head and shoulders photo” image width.
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Table 11 Mobile device face SAP levels

Levels
Capture Comments
32 42 52
Image resolution Lower resolution may | > 480 x 600 > 786 x 1024 > 2400 x 3200

(size)

reduce accuracy

Capture device sensor

Progressive scan (no
interlace)

Progressive scan (no
interlace)

Progressive scan (no
interlace)

Capture device color
space

Minimum of 24-bit
RGB color space or a
minimum of 8-bit
monochrome color
space

Minimum of 24-bit
RGB color space or a
minimum of 8-bit
monochrome color
space

Minimum of 36-bit
RGB color space or a
minimum of 12-bit
monochrome color
space

Capture device
controls

Auto gain and auto
shutter, optional:
control loop for
camera parameter
(shutter speed / flash
intensity) based on
face area on-board

Auto gain and auto
shutter, optional:
control loop for
camera parameter
(shutter speed / flash
intensity) based on
face area on-board
(requires continuous
face detection)

Auto gain and auto
shutter, optional:
control loop for
camera parameter
(shutter speed / flash
intensity) based on
face area on-board
(requires continuous
face detection)

Capture distance in
cm

Lower distance may
reduce accuracy

60-200cm (~2—-6
feet), the longer
distance is preferred

60-200cm (~2—-6
feet), the longer
distance is preferred

60-200cm (~2—-6
feet), the longer
distance is preferred

[lluminator type — Xenon flash or LED / | Xenon flash or LED / | Xenon flash or LED /
optional feature fill-in flash fill-in flash fill-in flash
Minimum light level |4 lux 4 lux 4 lux
Ambient light at which flash
becomes required
Visible light. Visible light. Visible light.
Wavelength range 380-780 nm 380-780 nm 380-780 nm

Exposure time

Capability to freeze
motion

< 1/100s (10 ms)

< 1/100s (10 ms)

< 1/100s (10 ms)

Inter-eye distance Lower resolution may | > 90 pixels > 150 pixels > 300 pixels
reduce accuracy
For positioning (live |> 12 frames per > 12 fps > 12 fps

Frame rate

view)

second (fps)

7.7.5.2 Subject acquisition profile for fingerprint / FAP

The profile levels for fingerprint acquisition are optional and are based upon those listed
in the Mobile ID Best Practice Recommendation. They are entered in Field 14.031:
Subject acquisition profile — fingerprint / FAP, which was new for the 2011 version of
the standard.
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Table 12 Subject acquisition profiles for fingerprint

Capture FAP10 | FAP20 | FAP30 | FAP40 | FAP45 FAPS0 | FAP60

f&cqmre flat Yes Yes Yes Yes Yes Yes Yes

images

f&cqmre rolled No No No Optional Optional Optional Optional

images

]s‘:;'l‘l':l'l‘l‘l‘g'“ 490 ppi — 490 ppi — 490 ppi — 490 ppi — 495ppi— | 495 ppi— 495 ppi —

resolution 510 ppi 510 ppi 510 ppi 510 ppi 505 ppi 505 ppi 505 ppi

Minimum gray | )¢ 256 256 256 256 256 256

levels

Minimum image

dimensions 57 x.65” 6”x.8” .87x.1.0” 1.6”x 1.5” 1.6”x1.5” | 257x1.5” 3.27x3.0”

(wxh)

Maximum

Compression 10:1 10:1 10:1 15:1 15:1 15:1 15:1

Ratio

Compression WSQ WwSQ WSQ WwsQ WSQ WSQ WSQ

al orli) thm Version 2.0 | Version 2.0 | Version 2.0 | Version 2.0 | Version 2.0 | Version 3.1 | Version 3.1
g or above or above or above or above or above or above or above *°

Simultaneous 1 1 1 1t02 1t02 1103 l1to4

number of fingers

Sensor — — — pry 48 Appendix F | Appendix F | Appendix F

certification 46 46 46

7.7.5.3 Subject acquisition profile for iris / IAP

The profile levels for iris acquisition, which were new for the 2011 version of the
standard, are optional and are based on those listed in the Mobile ID Best Practice
Recommendation (BPR) (See Annex I: Bibliography) with some modifications, as
described here. Table 13 shows the relevant characteristics from the BPR that differ by
IAP level. They are entered in Field 17.031: Subject acquisition profile — iris / IAP.
The BPR was developed prior to the 2011 version of the standard. This version of the
ANSI/NIST-ITL standard reflects research associated with the IREX study (See Annex I:
Bibliography) which was performed after the release of the BPR. There has also been an
update to the ISO/IEC 19794-6 standard referenced in the BPR, based on the IREX study.
Margin requirements have been updated in the ISO and ANSI/NIST-ITL standards (See
Table 99 Iris storage formats). The margins stated in the BPR do not apply when
referring to a particular subject acquisition profile level for iris images in this standard.
The storage format specified in the BPR for all profile levels is 'Raw' as specified in
ISO/IEC 19794-6 and Record Type-17 of the ANSI/NIST-ITL standard. 'Raw' corresponds

4 [2013a>] Version 3.1 of WSQ Gray-Scale Fingerprint Image Compression Specification is at:
https://www.fbibiospecs.org/docs/WSQ Gray-scale Specification Version 3 1 Final.pdf [<2013a]

46 [2013a>] This refers to the FBI's EBTS Appendix F. It is available at https://www.fbibiospecs.or
See Footnote 47[<2013a]
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to ISF code level 2 and has dimensions 640 x 480. This is the size output by most
deployed iris acquisition systems. It is the display resolution for the Video Graphics
Array (VGA).

There is a minimum iris diameter stated in the BPR for each profile level. There is no
fixed requirement for iris diameter for specifying the format level in Field 17.032: Iris
storage format / ISF. The iris diameter requirements of the BPR shall be adhered to if
the IAP level is specified in the Type-17 record.

Table 13 Subject acquisition profiles for iris

Capture TIAP 20 TIAP 30 IAP 40
Iris diameter in true, non-upscaled pixels > 140 pixels > 170 pixels > 210 pixels
Number of (quasi-) simultaneously captured eyes > 1 > 1 2
Exposure time <33 ms <15ms <10 ms

7.7.6 Resolution

|[2013d>] This section does not apply to Type-22 imagery. [<2013d] |

Many of the record types in this standard include images as the data field. Each image
formatted in accordance with this standard shall appear to have been captured in an
upright position and approximately centered horizontally in the field of view. The
scanning sequence (and recorded data) shall appear to have been from left-to-right,
progressing from top-to-bottom. For the purpose of describing the position of each pixel
within an image to be exchanged, a pair of reference axes shall be used. The origin of the
axes, pixel location (0,0), shall be located at the upper left-hand corner of each image.
The x-coordinate (horizontal) position shall increase positively from the origin to the
right side of the image. The y-coordinate (vertical) position shall increase positively from
the origin to the bottom of the image.

Many of the record types in this standard use the term “resolution”, in the record type
name, field names or in the text describing characteristics about the fields. Generally, the
usage shares the commonality of describing pixels per unit of measure. In many cases, a
qualifier is used before the term, such as “scanning” resolution or “transmitting”
resolution.

All record types containing images are variable resolution except for Type-4, which has a
fixed resolution. Record Type-4 shall not be used for anything but the 500 ppi class. The
scanner resolution is specified for Record Types 10, 13, 14, 15, 16, 17, 19 and 20 using
Scanned horizontal pixel scale / SHPS (See Section 7.7.8.7) and Scanned vertical
pixel scale / SVPS (See Section 7.7.8.8.)

Record Type-7 does not include a field to specify resolution. In previous versions, Field
1.011: Native scanning resolution / NSR and Field 1.012: Nominal resolution / NTR
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applied to Record Type-4 and Record Type-7: User-defined image record. In this
version, NSR and NTR only apply to Record Type-4: Grayscale fingerprint image,
unless specifically stated otherwise in a domain's specifications. This allows users to use
different resolutions for the Type-7 record. Since Type-7 records are user-defined, the
sender and receiver must exchange information concerning the resolution of the data. In
many cases, it is contained in the data record headers.

As used within this standard, and consistent with the definitions in Section 4, the
following categorization of terms related to resolution is provided to assist the reader in
clearly understanding and interpreting these terms:

2 ¢C

* Acquisition related — “scanning resolution”, “native scanning resolution”

2 <

* Image related — “nominal resolution”, “transmitting resolution”

b3

* Either acquisition or image related — “class resolution”, “tolerance”

Most of the complexity related to resolution pertains to the friction ridge (particularly
fingerprints) as described in the following subclauses.

7.7.6.1 Fingerprint resolution requirement

For Appendix F* certified devices, resolution accuracy shall not vary more than 1% from
the class resolution. A class resolution of 19.69 ppmm (500 ppi) has a lower bound of 19.49
ppmm (495 ppi) and an upper bound of 19.89 ppmm (505 ppi). See Table 14. For Personal
Identity Verification (PIV)* certified devices with fingerprint subject acquisition profile
(FAP)* Levels 10 to 40 only (see Section 7.7.5.2), resolution accuracy shall not vary more
than 2% from the class resolution (see Table 14). For example, a class resolution of 19.69
ppmm (500 ppi) has a lower bound of 19.30 ppmm (490 ppi) and an upper bound of 20.08
ppmm (510 ppi). The 2% tolerance for class resolution applies only to verification /
authentication applications — not to identification applications. FAP 10 is a minimum
requirement and any FAP level below 10 is not covered by this standard. See Table 12 for
a description of the FAP levels.

Table 14 Class resolution with defined tolerance

. . . Class Resolution
Certification Maximum Tolerance 500 1000
Appendix F +1% +5 ppi +10 ppi
PIV (FAP Level 10 or above) +2% +10 ppi | Not Applicable

Tolerance requirements shall apply to the class and nominal resolution requirements
throughout this standard.

4T TAFIS-DOC-01078-9.1 Criminal Justice Information Services (CJIS) Electronic Biometric Transmission
Specification (EBTS) May 25, 2010 — Appendix F - CJIS Image Quality Specifications

* Personal Identity Verification (PIV): Image Quality Specifications For Single Finger Capture Devices.

# NIST Special Publication 500-280, Mobile ID Device Best Practice Recommendation Version 1.0
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7.7.6.2 Friction ridge scanner resolution requirement

The following clauses address the scanner or acquisition process requirements for friction
ridge acquisition devices.

7.7.6.2.1  Exemplar scanner resolution requirement

Exemplar images shall have a minimum scanning resolution of the 500 ppi class. If Type-4
records are included in the transaction, Field 1.011: Native scanning resolution / NSR
contains five characters specifying the native scanning resolution in pixels per millimeter. It
is expressed as two numeric characters followed by a decimal point and two more numeric
characters (e.g., 19.69). This field is set to “00.00” if no Type-4 records are present in the
transaction. An implementation domain or application profile may specify that NSR may be
used to apply to Type-7 records. Record Type-14 shall be used if scanning a fingerprint
image at the 1000 ppi class or above. It can also be used for the 500 ppi class.

7.7.6.2.2  Latent image scanner resolution requirement

Latent images shall have a minimum scanning resolution of the 1000 ppi class.

7.7.6.2.3 Scanner resolution migration path

The migration path to higher scanning resolutions for image capturing devices with a native
scanning resolution of the 500 ppi class shall be at a rate of 100% of the current native
scanning resolution. The recommended migration path progresses from 19.69 ppmm to
39.37 ppmm (500 ppi class to 1000 ppi class), from 39.37 ppmm to 78.74 ppmm (1000 ppi
class to 2000 ppi class), etc. Capture devices with native scanning resolutions not in step
with this migration path shall provide (through subsampling, scaling, or interpolating
downward) a nominal resolution that matches the next lower interval in the migration path.
For example, a device with native scanning resolution of 47.24 ppmm (1200 ppi) shall
provide a class resolution of 39.37 ppmm (1000 ppi).

7.7.6.3 Friction ridge transmitting resolution requirement

Each image to be exchanged shall have a specific resolution associated with the transmitted
data. This transmitting resolution does not have to be the same as the scanning resolution.
However, the transmitting resolution shall be within the range of permissible resolution
values for that record type.

7.7.6.3.1 Record Tvpe-4 transmitting resolution requirement

When an image is captured at a scanning resolution greater than the permissible upper limit
of the transmitting resolution of 500 ppi class, the image shall be subsampled, scaled, or
interpolated down. This processing to reduce the scanning resolution to a lower nominal
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resolution shall be performed before the transmission occurs. Processing to increase the
resolution above scanning resolution is not permitted. Field 1.012: Nominal resolution /
NTR shall specify the transmitting resolution in pixels per millimeter. It is expressed as two
numeric characters followed by a decimal point and two more numeric characters (e.g.,
19.69). The transmitting resolution shall be within the range 19.30 ppmm (490 ppi) to 20.08
ppmm (510 ppi) for a Type-4 record . This range reflects the 2% tolerance from 500 ppi
allowed for PIV certified devices. (See Table 14). For example, a sensor that scans natively
at 508 ppi would list both NSR and NTR as 20 ppmm ( = 508 ppi). These images should
not be sampled down to exactly 500 ppi. This field is set to “00.00” if no Type-4 records are
present in the transaction. Given that the transmitting resolution shall not be greater than the
scanning resolution, images meant for identification applications, such as those from
Appendix F certified devices (See Table 3) are restricted to a 1% tolerance from 500 ppi.

With the deprecation of Record Types 3, 5 and 6, NTR in this version only directly applies
to Record Type-4. NTR does not apply to Type-7 records, unless so specified by an
implementation domain.

7.7.6.3.2 Variable-resolution Record Types transmitting
resolution requirement

For variable-resolution friction ridge images (those in Record Types 13, 14, 15, 19 and
possibly in Record Types 16 and 20), the transmitting resolution shall be at least as great
as the class resolution of 500 ppi. There is no upper limit on the variable-resolution rate
for transmission. However, the transmitting resolution shall not be greater than the
scanning resolution. For variable resolution records the Transmitted horizontal pixel
scale / THPS and the Transmitted vertical pixel scale / TVPS shall be specified. (See
Sections 7.7.8.4 and 7.7.8.5). Before transmitting variable-resolution records, the
operational capabilities of the sending and receiving systems should be addressed, and
prior agreement should be made with the recipient agency or organization before
transmitting the image.

The migration path to higher transmitting resolutions is the same as for the scanning
resolutions, i.e., from 500 ppi class to 1000 ppi class; from 1000 ppi class to 2000 ppi
class, etc. For images captured at a native scanning resolution greater than the
permissible upper limit of a transmitting resolution step in the migration path, it may be
necessary to subsample, scale, or interpolate down. The result of this processing is to
obtain a nominal scanning resolution that conforms to a step in the transmission
migration path.

7.7.7 Sample quality

Many of the Record Types contain optional quality metric information. In addition to the
three information items described here, a quality field may contain other information
items. Each of the information items is contained in a subfield. Multiple subfields may
be present, each indicating a different quality algorithm, up to a maximum of 9 times.
This upper limit has been stated to maintain consistency across all encodings and record
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types. (In some places in the 2008 version, it was unlimited; another was limited to 1;
some had 9. In 2007, some were limited to 4; others to 9.)

The meaning attributed to this metric shall be defined and interpreted by the producer of
the scoring algorithm or by the person or system used to assign the metric to the sample.
The metric may be a predictor of false rejection performance or another metric indicating
a value associated with the quality of the sample for a particular function.

[2013a>] Some quality fields have information items preceding the following three
information items. [<2013a]

The first information item [2013a>] of this grouping of 3 [<2013a] shall be a
quantitative expression of the predicted matching performance of the biometric sample,
which is a quality value / QVU. This information item shall contain the integer image
quality score between 0 and 100 (inclusive) assigned to the image data by a quality
algorithm>. Higher values indicate better quality. An entry of “255” shall indicate a
failed attempt to calculate a quality score. An entry of “254” shall indicate that no
attempt to calculate a quality score was made.

A second information item [2013a>] of this grouping of 3 [<2013a] shall specify the ID
of the vendor of the quality algorithm used to calculate the quality score, which is an
algorithm vendor identification / QAV. This 4-digit hex value (See Section 5.5
Character types) is assigned by IBIA and expressed as four characters. The IBIA
maintains the Vendor Registry of CBEFF Biometric Organizations that map the value in
this field to a registered organization.

A third information item [2013a>] of this grouping of 3 [<2013a] shall specify a
numeric product code assigned by the vendor of the quality algorithm, which may be
registered with the IBIA, but registration is not required. This is the algorithm product
identification / QAP that indicates which of the vendor’s algorithms was used in the
calculation of the quality score. This information item contains the integer product code
and should be within the range 1 to 65,535.

Fields using this structure are:
Field 9.135: M1 friction ridge quality data / FQD
(in this field, the second and third information items are optional in
order to have consistency with the 2004 version of INCITS 378)
Field 9.316: EFS friction ridge quality metric / FQM
Field 10.024: Subject quality score / SQS
| [2013v>] Field 11.033: Vocal segment quality values / SQV [<2013v] |

Field 13.024: Latent quality metric / LQM

Field 14.023: Segmentation quality metric / SQM
Field 14.024: Fingerprint quality metric / FQM

Field 15.024: Palm quality metric / PQM

Field 16.024: User-defined image quality metric / UQS

% The sample quality fields described in this section are not related in structure or values to Field 14.022:
NIST quality metric / NQM. That field is used to enter the NIST fingerprint image quality (NFIQ) scores
on a scale of 1 to 5, unlike the quality fields described here that have a quality score between 0 and 100.
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Field 17.024: Image quality score / 1QS
Field 19.024: Friction ridge - plantar print quality metric / FQM
Field 99.102: Biometric data quality / BDQ

7.7.8 Image scale values

|[2013d>] This section does not apply to Type-22 imagery. [<2013d] |

7.7.8.1 Horizontal line length / HLL

HLL defines the number of pixels contained on a single horizontal line of the image. The
maximum horizontal size is limited to 65,535 pixels in Record Types-4 and 8, and to
99,999 for other record types. The minimum value is 10 pixels. °' The total image size
(HLL times VLL) must be able to be accommodated in Field xx.001 for Traditional
encoding. See Section 7.1.

These are the HLL fields:

Field 4.006: Horizontal line length / HLL
Field 8.006: Horizontal line length / HLL
Field 9.128: M1 horizontal line length /HLL
Field 10.006: Horizontal line length / HLL
Field 13.006: Horizontal line length / HLL
Field 14.006: Horizontal line length / HLL
Field 15.006: Horizontal line length / HLL
Field 16.006: Horizontal line length / HLL
Field 17.006: Horizontal line length / HLL
Field 19.006: Horizontal line length / HLL
Field 20.006: Horizontal line length / HLL

7.7.8.2 Vertical line length / VLL

VLL defines the number of [2013>a] vertical [<2013a] lines contained in the image. The
maximum vertical size is limited to 65,535 pixels in Record Types-4 and 8, and to 99,999
for other record types. The minimum value is 10 pixels. > These are the VLL fields:

Field 4.007: Vertical line length / VLL
Field 8.007: Vertical line length / VLL
Field 9.129: M1 vertical line length / VLL
Field 10.007: Vertical line length / VLL
Field 13.007: Vertical line length / VLL
Field 14.007: Vertical line length / VLL
Field 15.007: Vertical line length / VLL
Field 16.007: Vertical line length / VLL
Field 17.007: Vertical line length / VLL

1 Some places in the 2007 standard restricted the maximum to 4 digits (9,999). Others allowed up to
65,535. The 2007 version restricted the minimum to three digits (100) in some places. The 2008 version
gave examples using 2 digits in Record Type-10. To maintain consistency across encodings and record
types, the minimum and maximum are set to 2 digits and 5 digits. This equates to a maximum of 99,999 for
most record types, except for 4 and 8 which are restricted to 2 bytes in traditional format (65,535)
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Field 19.007: Vertical line length / VLL
Field 20.007: Vertical line length / VLL

7.7.8.3 Scale units / SLC

The image sampling frequency (pixel density). A value of “1” shall indicate pixels per inch.
A value of “2” shall indicate pixels per centimeter. A value of “0” in this field indicates that
no scale is provided, and the quotient of THPS/TVPS shall provide the pixel aspect ratio.

For contact exemplar friction ridge images, a value of 1 or 2 shall be specified. For a value
of 1 or 2, the transmitted horizontal and vertical scales shall be the same. A value of 1 or 2
shall also be specified for latent friction ridge prints if the lifted latent print is transmitted
directly from a scanner. If the latent print is contained in a photograph, a value of 1 or 2
shall be entered only if the image of the latent was captured with a scale measurement
visible in the image and the pixels across an inch or centimeter can be calculated — given the
known characteristics of the camera and its distance from the latent print. A value of 0 for a
latent print indicates that the true ppi value of the image is not known.

For non-contact images of body parts, SL.C shall be set to 0 unless the object being imaged
is a fixed distance from the capture device and the ppi or ppmm values for the capture
device are accurately known at that fixed distance. (An example might be an iris capture
device with a very small effective capture zone).

These are the SLC fields:
Field 9.130: M1 scale units / SLC
Field 10.008: Scale units / SL.C
Field 13.008: Scale units / SLC
Field 14.008: Scale units / SL.C
Field 15.008: Scale units / SLC
Field 16.008: Scale units / SL.C
Field 17.008: Scale units / SLC
Field 19.008: Scale units / SL.C
Field 20.008: Scale units / SLC

7.7.8.4 Transmitted horizontal pixel scale / THPS

This is the integer pixel density used in the horizontal direction of the image if SLC has a
value of “1” or “2”. If SLC has a value of “0”, this field shall contain the horizontal
component of the pixel aspect ratio, up to 5 integer digits. For example, if the SLC value = 1,
then the value of THPS could be ‘1000’ for a 1000 ppi sensor.

[2013a>] When using certain formats, such as PNG, conversion from ppm (or other
scales) may result in a decimal value. Since these fields require integer values, rounding
up should be used. For example with the values 1.3, 1.5 and 1.8 the resulting THPS
values would be 1, 2, and 2. Any value greater than x.0 and less than x.5 would be
rounded down to x, regardless of the number of significant digits to the right of the
decimal. [<2013a]
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These are the THPS fields:
Field 9.131: M1 transmitted horizontal pixel scale / THPS
Field 10.009: Transmitted horizontal pixel scale / THPS
Field 13.009: Transmitted horizontal pixel scale / THPS
Field 14.009: Transmitted horizontal pixel scale / THPS
Field 15.009: Transmitted horizontal pixel scale / THPS
Field 16.009: Transmitted horizontal pixel scale / THPS
Field 17.009: Transmitted horizontal pixel scale / THPS
Field 19.009: Transmitted horizontal pixel scale / THPS
Field 20.009: Transmitted horizontal pixel scale / THPS

7.7.8.5 Transmitted vertical pixel scale / TVPS

This is the integer pixel density used in the vertical direction of the image if SLC has a
value of “1” or “2”. If SLC has a value of “0”, this field shall contain the vertical
component of the pixel aspect ratio, up to 5 integer digits. If SLC is 1 or 2, then TVPS
shall equal THPS.

[2013a>] When using certain formats, such as PNG, conversion from ppm (or other
scales) may result in a decimal value. Since these fields require integer values, rounding
up at .5 should be used. For example with the values 1.3, 1.5 and 1.8 the resulting TVPS
values would be 1, 2, and 2. [<2013a].

These are the TVPS fields:
Field 9.132: M1 transmitted vertical pixel scale / TVPS
Field 10.010: Transmitted vertical pixel scale / TVPS
Field 13.010: Transmitted vertical pixel scale / TVPS
Field 14.010: Transmitted vertical pixel scale / TVPS
Field 15.010: Transmitted vertical pixel scale / TVPS
Field 16.010: Transmitted vertical pixel scale / TVPS
Field 17.010: Transmitted vertical pixel scale / TVPS
Field 19.010: Transmitted vertical pixel scale / TVPS
Field 20.010: Transmitted vertical pixel scale / TVPS

7.7.8.6 Bits per pixel / BPX

Some record types have a mandatory field Bits per pixel / BPX. This contains the number
of bits used to represent a pixel. This field shall contain an entry of “8” for normal grayscale
values of “0” to “255”. Any entry in this field greater than “8” shall be used to represent a
grayscale pixel with increased proportion. A maximum of 2 digits is allowed for this field.

For color, BPX represents the total number of bits per pixel (not per color). For instance,
BPX=24 represents a 24-bit RGB image using 8 bits for each color.

These are the BPX fields:
Field 13.012: Bits per pixel / BPX
Field 14.012: Bits per pixel / BPX
Field 15.012: Bits per pixel / BPX
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Field 16.012: Bits per pixel / BPX
Field 17.012: Bits per pixel / BPX
Field 19.012: Bits per pixel / BPX
Field 20.012: Bits per pixel / BPX

7.7.8.7 Scanned horizontal pixel scale / SHPS

The horizontal pixel density used for the scanning of the original image / impression
providing that the SLC field contains a “1” or “2”. Otherwise, this shall indicate the
horizontal component of the pixel aspect ratio, up to 5 integer digits. This field is used if the
transmission pixel scale differs from the original image scale, as listed in Transmitted
horizontal pixel scale / THPS. Note that density is directly related to resolution.

These are the SHPS fields:
Field 10.016: Scanned horizontal pixel scale / SHPS
Field 13.016: Scanned horizontal pixel scale / SHPS
Field 14.016: Scanned horizontal pixel scale / SHPS
Field 15.016: Scanned horizontal pixel scale / SHPS
Field 16.016: Scanned horizontal pixel scale / SHPS
Field 19.016: Scanned horizontal pixel scale / SHPS
Field 20.017: Scanned horizontal pixel scale / SHPS

7.7.8.8 Scanned vertical pixel scale / SVPS

The vertical pixel density used for the scanning of the original image / impression providing
that the SLC field contains a “1” or “2”. Otherwise, this shall indicate the vertical
component of the pixel aspect ratio, up to 5 integer digits. This field is used if the
transmission pixel scale differs from the original image scale, as listed in Transmitted
vertical pixel scale / TVPS. Note that density is directly related to resolution. If SLC is 1 or
2 and SHPS is entered, then SVPS shall equal SHPS.

These are the SVPS fields:
Field 10.017: Scanned vertical pixel scale / SVPS
Field 13.017: Scanned vertical pixel scale / SVPS
Field 14.017: Scanned vertical pixel scale / SVPS
Field 15.017: Scanned vertical pixel scale / SVPS
Field 16.017: Scanned vertical pixel scale / SVPS
Field 19.017: Scanned vertical pixel scale / SVPS
Field 20.018: Scanned vertical pixel scale / SVPS

7.7.9 Compression algorithms

[2013d>] This section does not apply to the specialized imagery transmitted in a Type-22
record. [<2013d]

Images shall be compressed only from an original uncompressed image. If an image has
been received in a compressed format, it shall not be uncompressed and re-compressed in
the same or different format. Regardless of the compression algorithm used, the image shall
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be represented as an array of n rows by m columns by at least 8-bit pixels™>. Each pixel in a
gray-scale image shall be represented by eight or more bits. Color images shall be
represented as a series of sequential samples of a red, green, and blue intensity for each
pixel. (Other color spaces are also possible. See Section 7.7.10.3). The image shall be
organized in row-major order, with the lowest address corresponding to the upper left corner
of the image.

If the image is captured in grayscale, then only the luminance component shall be
compressed and transmitted. For JPEG, the data shall be formatted in accordance with the
JPEG File Interchange Format, Version 1.02 (JFIF). For JPEG 2000, the data shall be
formatted in conformance with the JP2 format as described in ISO 15444-1. The
specifications in NIST Special Publication 500-289 shall apply to all use of JPEG 2000
associated with this standard. Wavelet scalar quantization (WSQ) specifications are
contained in WSQ Gray-scale Fingerprint Image Compression Specification, October 2010.
The FBI maintains a list™ of certified WSQ implementations, based upon testing performed
at NIST>*. Portable Network Graphics (PNG) is an image format specified in ISO/IEC
15948. The specifications in NIST Special Publication 500-289 shall apply to all use of
PNG associated with this standard.

|[20132>] Type-4 records use the code®. Others record types use the label. [<2013a] |

Table 15 Compression codes

Algorithm Name Code Label
Uncompressed 0 NONE
WSQ: Version 3.1 or higher is recommended 1 WSQ20

(Version 2.0 or Version 3.0 may be used for platen
areas less than 2 inches in height)

JPEG ISO/IEC 10918 (Lossy) 2 JPEGB
JPEG ISO/IEC 10918 (Lossless) 3 JPEGL
JPEG 2000 ISO/IEC 15444-1 (Lossy) 4 JP2
JPEG 2000 ISO/IEC 15444-1 (Lossless) 5 JP2L
Portable Network Graphics 6 PNG

7.7.9.1 Use of compression algorithms for friction ridge images

For each of these fields, the entry corresponds to the appropriate Label entry in Table 15:

Field 13.011: Compression algorithm / CGA
Field 14.011: Compression algorithm / CGA
Field 15.011: Compression algorithm / CGA

32 Greater than 8-bit is not widely supported and has not been scientifically evaluated.

>3 The list is available at https://fbibiospecs.org/
> The conformance testing is described at http://www.nist.gov/itl/iad/ig/wsq.cfim

3> [2013a>] In versions of the standard prior to 2011, Field 4.008 was given the mnemonic GCA,
meaning Graysacle compression algorithm. However, beginning with 2011, this was changed to CGA, to
have the same mnemonic for compression fields in all record types. [<2013a]
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Field 16.011: Compression algorithm / CGA (when a friction ridge image)
Field 19.011: Compression algorithm / CGA
Field 20.011: Compression algorithm / CGA (when a friction ridge image)

Latent images shall not be compressed with any lossy compression algorithm. It is required
that images be stored uncompressed, or that PNG or other totally lossless compression

algorithm be used for latent images.
The following paragraph applies to exemplar images:

Wavelet Scalar Quantization (WSQ) shall be used for compressing grayscale friction ridge
data at 500 ppi class for new systems. In order to maintain backward compatibility,
legacy systems may use JPEGB or JPEGL for compressing 500 ppi class images. WSQ
version 3.1°¢ or higher shall be used for WSQ compression of grayscale fingerprint data
at the 500 ppi class with a platen of 2 inches or greater in height. WSQ 2.0 or higher may
be used for 500 ppi class data taken from a platen of less than 2 inches in height. WSQ
shall not be used for other than the 500 ppi class. Any certified WSQ software is able to
decode images with an encoder certified for WSQ specification versions 2.0, 3.0 or 3.1.
The decoder is the same for all three versions of the specification. Field 4.008:
Compression algorithm / CGA only allows the Code values of 0 and 1 (See Table 15)
for new systems, since for such systems only uncompressed or WSQ-compressed 500 ppi
images may be transmitted in Type-4 records. For friction ridge images at the 1000 ppi
class, JPEG 2000 shall be used according to the specifications and options contained in
Profile for 1000 ppi Fingerprint Compression.

7.7.9.2 Use of compression algorithms for iris images

For iris images, images may be uncompressed or compressed. The compression code shall
be one of the following, entered in Field 17.011: Compression algorithm / CGA:
* NONE — An entry of “NONE” indicates that the data contained in this record is
uncompressed. The image shall be represented as an array of n rows by m columns.
Each pixel in a monochrome image shall be represented by eight or more bits. Color
images shall be represented as a sequential sample of a red, green, and blue intensity
for each pixel (if using RGB - See Section 7.7.10.3). The image shall be organized
in row-major order, with the lowest address corresponding to the upper left corner of
the image.

*  PNG — This supports lossless compression. PNG is formally standardized (ISO/IEC
15948) and implementations are freely available.”’

e JP2 and JP2L - As with other biometrics, while lossless compression is preferred,
iris images can be lossy-compressed. The image type (Field 17.032: Iris storage
format / ISF) should be selected appropriately, and the compression ratio should be
set to satisfy some known quantified storage or transmission bandwidth limitation.

% WSQ 3.1 rectifies problems associated with compression of larger images in earlier version of WSQ. See
http://biometrics.nist.gov/cs links/wsq/WSQ notice.pdf. The problem was associated with taking
images of two thumbs at the bottom of the platen area.

37 See http://www.libpng.org/pub/png/libpng.html
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The baseline JPEG algorithm (ISO/IEC 10918) is not acceptable for iris images and shall
not be used. It has been shown that false match rates increase due to the presence of tiling
artifacts. While JPEG was allowed in prior versions of this standard for iris compression, it
is not allowed for this version. Implementers may want to support JPEG decoding for
handling legacy images.

7.7.9.3 Use of Compression algorithms for facial images

Field 10.011: Compression algorithm / CGA is a mandatory field containing the
compression algorithm for Record Type-10. When Record Type-10 contains a facial image,
the conditions described in Annex E: E.6.1 Compression algorithm apply.

7.7.9.4 Use of Compression algorithms for other data

Many image record types contain a mandatory field Compression algorithm / CGA. An
entry of “NONE” in this field indicates that the data contained in this record is
uncompressed. If a restriction on compression is required for the image type, it is
referenced in that Section.

For non-facial images contained in Record Type-10, Field 10.011: Compression algorithm
/ CGA may be set to any value in Table 15, except WSQ?20.

Non-friction ridge images contained in Record Type-16 shall specify the file extension
(suffix) corresponding to the compression used, such as JPG, and PNG in Field 16.011:
Compression algorithm / CGA. A value of “NONE” indicates that the data is
uncompressed.

The compression used in Record Type-7: User-defined image record is not specified in
the standard. It is incumbent upon the sender and receiver of the record to ensure that the
data contained in Record Type-7: User-defined image record can be decoded properly.

[2013d>] Data stored in a Type-22 record may be compressed, as appropriate for the type
of imagery or representational data. Field 22.101: Imagery type / ITYP specifies the
type of imagery, while Field 22.102: Image format / IFMT specifies the image format.
[<2013d]

7.7.10 Color, black-and-white, and grayscale image requirements

[2013d>] This section is not applicable to imagery stored in a Type-22 record.
[<2013d]

7.7.10.1 Black and white images (no grayscale)

Image data may be transmitted in either compressed or uncompressed form. The
uncompressed binary images shall consist of pixels, each of which shall be quantized to one
of two levels (binary representation). A value of zero shall be used to represent a white pixel
and a value of one shall be used to represent a black pixel. For transmission of
uncompressed binary images, eight pixels shall be left justified and packed into a single
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unsigned byte. The most significant bit of the byte shall be the first of the eight pixels
scanned. This applies to Field 8.008: Signature image data / DATA and is allowed in

Type-7 records. As explained in Section 8.8.8.2, binary images are compressed using the
ANSI/EIA-538-1988 standard.

7.7.10.2 Grayscale image data

Grayscale image data may be transmitted in either compressed or uncompressed form. The
transmission of uncompressed grayscale images shall consist of pixels, each of which shall
normally be quantized to eight bits (256 gray levels) and held in a single unsigned byte.
Increased precision for pixel values greater than 255 shall use two unsigned bytes to hold
sixteen-bit pixels with values in the range of 0-65535. For grayscale data, a zero shall
represent a true black pixel. A true white pixel shall have all of its bits of precision set to
“1”. Therefore, true white pixels quantized to eight bits shall have a value of “255”, while a
value of “1023” shall be used for pixels quantized to ten bits. Grayscale values requiring less
than 8 or 16 bits shall be expressed as one or two bytes, right justified and zero padded on
the left. For grayscale images, in Record types with the mandatory field Color space /
CSP, the value shall be “GRAY” (See Table 16). The transmission of compressed grayscale
images shall be the output of the appropriate grayscale compression algorithm specified.
Upon reconstruction of a compressed image the grayscale value for each pixel shall be the
same (for lossless algorithms) or nearly the same (for lossy algorithms) as pixels in an
uncompressed image.

7.7.10.3 Color image data

Scanned images shall consist of nominal 24 to 48-bit RGB pixels. Color image data may be
transmitted in either compressed or uncompressed form in certain record types. The
transmission of uncompressed color images shall consist of RGB pixels, each component of
which shall be quantized to at least 256 levels (8 bits). For each pixel, the three components
shall be sequentially formatted for transmission on a pixel-by-pixel basis. Table 16 lists the
codes and their descriptions for each of the available color spaces used within this standard.
All other color spaces are to be marked as undefined.

Table 16 Color spaces

Code Description
UNK Undefined

GRAY | Grayscale (monochrome)

RGB Undetermined color space for an RGB image
SRGB sRGB (IEC 61966-2-1)

YCC YCbCr (legacy)

SYCC YCbCr (JPEG 2000 compressed)
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Several image record types have a field Color space / CSP. It shall contain an entry from
the CODE column of Table 16. If the color image type cannot be determined, an entry of
“RGB” shall be entered in this field.

These are the CSP fields:
Field 10.012: Color space / CSP
Field 16.013: Color space / CSP
Field 17.013: Color space / CSP
Field 20.013: Color space / CSP

In versions of this standard prior to 2007, the term “color space” referred to device-
dependent color information with a particular sequence and range for the three color
channels. The choice was either RGB or an RGB-derivative space known as YCC. Neither
space provides an objective definition of a particular color or relates to the way in which
humans perceive color. For JPEG-compressed color images stored in the JFIF format, the
preferred (external) color space is SRGB and an entry of “SRGB” shall be used. Although
sRGB is the preferred color space for compressed images for this version, in the 2000
version of this standard, it was stated that “the preferred color space for compressed images
using baseline JPEG and JFIF is YCbCr to be coded as “YCC’,” while the color space for
uncompressed color images was to be labeled RGB. Therefore, for backward compatibility
purposes, new systems shall accommodate JPEG images that have been labeled as using the
YCC color space. Systems conforming to this standard shall accept an entry of YCC and
interpret it as meaning a (device-dependent) RGB color space.

For JPEG 2000 images stored in the JP2 file format, the available enumerated color spaces
are sSRGB, sYCC, and grayscale. The preferred (external) color space for color images is
sRGB. If a photo acquisition device uses another International Color Consortium® (ICC)
color profile, the acquisition system shall convert the image data to the sSRGB, sYCC, or
grayscale color space before the JP2 file may be embedded in a record.

To ensure that color images exchanged between differing systems can be correctly displayed
or printed, images should be converted to the device-independent color space, SRGB, before
compression or transmission to another system. As defined by IEC 61966-2-1, sSRGB is a
non-linear display profile that accommodates the voltage-to-color response characteristics of
most high quality CRT monitors. The colors of the red, green, and blue phosphors
(primaries) and the white point setting of an sSRGB-conformant monitor are specified in the
IEC document. For uncompressed color images containing non-interleaved red, green and
blue pixels in that order, the preferred color space is sRGB. Typically, modern digital
cameras, desktop scanners, LCD monitors, and printers, although they do not inherently
operate in sSRGB space, are designed with circuitry or software to produce sRGB output or
to accommodate sSRGB as an input space. If an image acquisition device’s color space is
unknown, sSRGB is usually a reasonable choice. If an acquisition device and its software
cannot provide sRGB output, various color management products are available
commercially that use its color profile, often available from its manufacturer, to convert
images in its native color space to sSRGB.

58 See http://www.color.org/
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7.7.11 Eye color

This information appears in Field 10.027: Subject eye color / SEC and in Field 17.020:
Eye color / ECL. The eye color describes the eye color of the subject as seen in the image.
If unusual or unnatural, such as is the case when colored contact lenses are present and the
‘real’ eye color cannot be ascertained, then the color shall be labeled as “XXX”. Values for
these fields shall be the alphabetic entries in the “Attribute code” column of Table 17.

Table 17 Eye color codes

Eye Color Attribute Attribute Code
Black BLK
Blue BLU
Brown BRO
Gray GRY
Green GRN
Hazel HAZ
Maroon MAR
Multicolored MUL
Pink PNK
Unknown XXX
7.7.12 Paths

Some paths in Record Type-17: Iris image record can be a circle or ellipse (Field 17.033:
Iris pupil boundary / IPB, Field 17.034: Iris sclera boundary / ISB, and Field 10.015:
Face image path coordinates in full image / FPFI). A circle only requires 2 points to
define it (See Table 19). An ellipse requires 3 points to define it.

Other fields are defined as open and closed paths.

Open paths (also called contours or polylines) and closed paths (polygons) on an image are
comprised of a set of vertices. For each, the order of the vertices shall be in their
consecutive order along the length of the path, either clockwise or counterclockwise. (A
straight line of only two points may start at either end). A path may not have any sides
crossing. No two vertices shall occupy the same position. There may be up to 99 vertices.

An open path is a series of connected line segments that do not close or overlap. A closed
path (polygon) completes a circuit. The closed path side defined by the last vertex and the
first vertex shall complete the polygon. A polygon shall have at least 3 vertices.

There are two different approaches to the paths in this standard. The 2007 and 2008 version
of the standard used paths for Field 14.025: Alternate finger segment position(s) / ASEG.
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That approach has been retained in this version for all paths except in the Extended Feature
Set (EFS) of Record Type-9. The EFS adopted an approach expressing the path in a single
information item, which is different than that used in other record types.

Note that bounding boxes, such as in Field 14.021: Finger segment position / SEG are not
considered paths in this terminology.

7.7.12.1 Type-9 extended feature set (EFS) paths

The vertices for paths in the EFS Type-9 records are defined in a single information item*
for each of the following fields (See Table 30 Type-9 Fields for EFS). If multiple paths are
present, they are stored within separate subfields. Each vertex is expressed as an (X,Y) pair
of non-negative® integers in units of 10 micrometers (0.01lmm). The Extended Feature Set
used in the Record Type-9: Minutiae data record was developed as a separate encoding
structure that has been incorporated into this standard. In order to avoid conflicts with
systems that had already programmed using the EFS method of specifying paths, that
structure is retained in this standard.

EFS fields using closed paths, and requiring at least 3 vertices, are:

*  Field 9.300: EFS region of interest / ROI

*  Field 9.302: EFS finger - palm - plantar position / FPP
*  Field 9.324: EFS distinctive features / DIS

*  Field 9.357: EFS local quality issues / LQI

* Field 9.360: EFS area of correspondence / AOC

An open path is a series of connected points in which there is not an implicit connection
between the last and first vertices. Within EFS, open paths are used in Field 9.373: EFS
ridge path segments / RPS.

7.7.12.2 All other fields specifying paths

The first information item is dependent upon the Record Type and field.
* In Field 10.033: Feature contours / FEC which is an open path, the first
information item is the feature contour code / FCC, selected from the “Code”
column of Table 18.

* In Record Type-17 Fields 17.033 through 17.036, and in Field 10.015: Face image
path coordinates in full image / FPFI the first information item is the boundary
code / BYC, with an alphabetic value selected from the “Code” column of Table 19.

* For Field 10.045: Occlusions / OCC and Field 17.037: Non-eyelid occlusions /
NEO, the first information item is the occlusion opacity / OCY, selected from the
“Code” column of Table 20.

% In Traditional encoding, it is entered as a single string of “x1,y1-x2,y2-...-xN,yN” where xK indicates the
K™ vertex, up to the total number of vertices. A comma *,” shall be entered between the X and Y
coordinates of a vertex in this string, and a dash “-* shall be entered between coordinate pairs.

I60 [2013e>] Error correction from first edition: positive integers — non-negative integers [<2013e] I
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* In Field 14.025: Alternate finger segment position(s) / ASEG and Field 19.019:
Friction ridge - toe segment position(s) / FSP the first information item contains a
friction ridge generalized position / FGP, an integer from Table 8.

* In Field 20.016: Segments / SEG the first information item is the reference
segment position / RSP. This provides a unique index to a segmentation. (See
Section 7.3.2.2 for its use in Field xx.997 in other record types.)

* In Field 21.016: Segments / SEG the first information item is the associated
segment position / ASP. This provides a unique index to a segmentation. (See
Section 7.3.3.2 for its use in Field xx.995 in other record types.).

For Field 10.045, Field 17.037, Field 20.016, and Field 21.016, the second information
item is described below.

* For Field 10.045: Occlusions / OCC and Field 17.037: Non-eyelid occlusions /
NEO, the second information item is the occlusion type / OCT. It is one character
containing a code from Table 21.

* For Fields 20.016 and 21.016 only, the second information item is the internal file
reference pointer/ IPT. It is set to O if the source representation is a single file. If
the external file referenced in Field 20.994: External file reference / EFR or Field
21.994: External file reference / EFR is a PDF, video, or presentation file, or has
multiple locations where a sample may be located, this information item is the
reference to the particular instance, such as page, video frame, or slide number used
to derive the image transmitted in other record types. If a particular frame is chosen
and there is no further image segmentation needed, the following information items
shall not be used.

The second (or third in the case of Field 10.045, Field 17.037, Field 20.016, or Field
21.016 ) information item (number of points / NOP) shall specify the number of vertices.
The next information items are pairs of x and y coordinates of vertices. The horizontal
offsets (X) are the pixel counts to the right, and the vertical offsets (Y) are the pixel counts
down from the origin. The first information item in this pairing is the horizontal point
offset / HPO. The second information item in this pairing is the vertical point offset /
VPO. Pairings are inserted for each vertex, up to the NOP.
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Table 18: Feature contour code descriptions

Code Contour Description
eyetop Bottom of upper eye lid
eyebottom Top of lower eye lid
upperliptop Top of upper lip
upperlipbottom Bottom of upper lip
lowerliptop Top of lower lip
lowerlipbottom Bottom of lower lip
rightnostril Subject’s right nostril
leftnostril Subject’s left nostril
lefteyebrow Curvature of top of subject’s left eye socket
righteyebrow Curvature of top of subject’s right eye socket
chin Chin
faceoutline Face outline includes the entire head, all facial hair, and ears
Table 19: Boundary definition codes
Number of
Type | Code . Description
yp Points P
The boundary is defined by two points: the center is
Circle C 2 defined in the first point, and any point on the circle is
defined as the second point.
The boundary is defined by three points: both endpoints
Ellinse E 3 of one of the ellipse's axes are defined in the first and
P second points, and one endpoint from the other axis is
defined in the third item.
The boundary is defined as a n-vertex, where 'n' is
between 3 and 99. The order of the vertices must be in
consecutive order around the perimeter of the polygon,
Polveon P N (up to 99) either clockwise or counterclockwise. No two vertices
e P may occupy the same location. The polygon side
defined by the last point and the first point shall
complete the polygon. The polygon must be a single
plane figure with no sides crossing and no interior holes.
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Table 20: Occlusion opacity

Type Code Description
Total T There is no detail in the area of the occlusion.
Interference I The occlusion contains interfering texture such as eyelashes, hair or reflection.
Partial light L There is detail in the area of the occlusion that is lighter than the rest of the face or
iris.
Partial S There is detail in the area of the occlusion that is darker than the rest of the face or
shadow iris.
Table 21: Occlusion type
Type Code Description
Lashes L Eyelashes or reflections of eyelashes (iris only)
Head covering H Hair, hat, veil, burka, or other head covering (face only)
Specular S Specularity, reflection of light
Shadow C Shadow cast
Reflection R Reflection of an object
Other o Any other occlusion, such as eyeglass frames blocking the image
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8 Record type specifications

At the beginning of each Section describing a Record Type, there is a record layout table.
The Character type is defined in Section 5.5 Character types. Note that when the character
type U is allowed, the character set encoding specified in Field 1.015: Character
encoding / DCS (if present) is used for the data; otherwise the default is UTF-8.

Cond Code (condition code):

* M = Mandatory field, subfield or information item;

* O =Optional field, subfield or information item;
* M1 =Mandatory subfield / information item within the optional field / subfield;
* 07 = Optional subfield / information item within the optional field / subfield;

* D = Field, subfield or information item that's presence is dependent upon certain
conditions stated in the text

The 'Character count' does NOT include special information separator® characters in
Traditional encoding. When “*” appears it means that the limit is undefined. When 0 is
shown as a valid value (such as “0 < IDC < 99 integer”), a zero shall be entered as data.
This shall not be interpreted as a null (empty) value. For data with leading zeros, (such as
“01017), the encodings (Traditional and NIEM-conformant XML) may handle them
differently. The leading zeros shall be included in the Traditional encoding as ASCII
characters, but need not be included in XML encoding. However, the leading zero(s) shall
be shown when displaying the data in printed format. The following contain leading zeros:

Field 1.002: Version number / VER

Treated as an integer in NIEM-conformant XML encoding and as ASCII
characters in Traditional encoding.

Field 1.011: Native scanning resolution / NSR

Treated as a decimal number in NIEM-conformant XML encoding and as ASCII
characters in Traditional encoding.

Field 1.012: Nominal resolution / NTR

Treated as a decimal number in NIEM-conformant XML encoding and as ASCII
characters in Traditional encoding.

Field 99.100: CBEFF header version / HDV

Treated as a character string in NIEM-conformant XML encoding and as ASCII
characters in Traditional encoding.

Field 99.101: Biometric type / BTY

Treated as an enumerated list of integers in NIEM-conformant XML encoding
and as ASCII characters in Traditional encoding.

I61 [2013a>] added the words 'information separator' for clarity. [<2013a] I
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[2013a>] For fields other than those listed above, the presence of leading zeros is non-
conformant. Numeric values shall not contain leading zeros unless indicated by the
standard text.

The record layout tables indicate the requirements for condition code, character
constraints (type and count), value constraints, and occurrences for field structures
found in Traditional and NIEM-conformant XML encodings. However, the structure of
the fields as shown in the record layout tables applies only to the Traditional encoding.
See Annex G: Mapping to the NIEM IEPD for the XML element names, order and
structure. Note that the NIEM encoded structure may insert elements that do not have a
direct correspondence to the record layout tables (such as biom:Facelmage (when a
Type-10 record instance contains a face image) and biom:PhysicalFeatureImage (for all
other images). In some cases, there is a mapping of a value to two elements in XML.
An example is Field 1.002: Version number / VER which is split into the elements

biom:TransactionMajorVersionValue and biom:TransactionMinorVersionValue.
[<2013a]
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8.1 Record Type-1: Transaction information record

Record Type-1 is mandatory. Only one Type-1 record is present per transaction. Table 22
contains the fields associated with this Record Type. Note that since the alternate character
encoding is specified in this record, there must be specified characters agreed upon in order
to read this Record Type, particularly with Traditional encoding, and the characters that can
be represented by the 7-bit ASCII code are those characters (See Table 116 for these
characters). There are no character types defined as 'U' for any fields in this Record Type.
(See Section 5.5 for a description of the character types). This provides for backward
compatibility with previous versions of the standard. This is particularly important for
Traditional Encoding. See Annex B: Traditional encoding for details.

[2013n>] Field 1.018: Geographic name set / GNS has been added in the 2013 Update.
It allows the user to select whether GENC or ISO 3166-1 is used in the transaction to
define country codes. [<2013n]

Table 22 Type-1 record layout

Character Occurrence
Field
. Content Cond Value
Number | Mnemonic o e T MM X M M
Description Code | y i | a | Constraints i a
p n | x n X
e # | # # #
encoding specific: encoding specific:
see Annex B: see Annex B:
Traditional Traditional
1.001 RECORD HEADER M encoding orAnnex | encoding orAnnex 1 1
C: NIEM- C: NIEM-
conformant conformant
encoding rules encoding rules
T4 VER = 0500 or
1.002 VER VERSION NUMBER M N X=| 4 | fos01 % 1 1
62
3
1.003 CNT TRANSACTION CONTENT M 1 1
Subfield: Single set of M i i
information items
FRC first record category code M N 1 1 FRC=1 1 1
integer

2 Traditional encoding (T) requires a leading zero. XML (X) encoding does not.
63 [2013n>] Transactions conforming to the 2013 update shall specify VER = 0501. In XML,
biom:TransactionMajorVersionValue is 5 and biom:TransactionMinorVersionValue is 1. [<2013n]
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Character Occurrence
Field
. Content Cond Value
Number | Mnemonic o g v 4 . M L
Description Code | y i | a | Constraints i a
p n X n X
e # | # # #
CRC = count of
record Types 2
CRC content record count M N 1 3 through 99; min = 1 1
1; max = 999;
positive integer
Subfields: Repeating pairs of M CRC CRC
information items value value
REC =2 or 4; or
7 < REC < 22;
REC record category code M N 1 2 or REC =98 or 1 1
99; integer **
inf ion desi . 0<IDC<99
information designation
IDC M N 1 2 non-negative 1 1
character
integer
1.004 TOT TYPE OF TRANSACTION M A 1 16 user-defined 1 1
. See Section 7.7.2.3 1 1
See Section 7.7.2.3 .
. Local dateencodin
Local dateencoding .
. g specific: see
specific: see Annex
. Annex B:
B: Traditional .
) Traditional
1.005 DAT DATE M encoding or Annex .
encoding or
C: NIEM-
§ Annex C: NIEM-
conformant
. conformant
encoding rules .
encoding rules
1<PRY<9 0 1
1.006 PRY PRIORITY (6] N 1 1 T
positive integer
Any  character
with type A, N
1.007 DAI DESTINATION AGENCY M ANS 1 * (1);68 CIE Tatt)lQ 1 1
' IDENTIFIER aracter
encoding set
values
Any character
with type A, N
ORIGINATING AGENCY or § in Table
1.008 ORI M ANS 1 * 116 Character 1 1
RIS encoding set
values

I64 [2013n>] New record types added so range of allowable values is extended. [<2013n]
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Field

Number | Mnemonic

Content
Description

Cond
Code

Character

DT <
HX o0

H*H S —

Value
Constraints

Occurrence

#* 35 —
kX O

1.009 TCN

TRANSACTION CONTROL
NUMBER

Any character
with type A, N
or S in Table
116 Character
encoding set
values

1.010 TCR

TRANSACTION CONTROL
REFERENCE
NUMBER

ANS 1 *

Any character
with type A, N
or S in Table
116 Character
encoding set

values

1.011 NSR

NATIVE SCANNING
RESOLUTION

T=5
NS 5
X=4

NSR = 00.00 if no
Type-4 records in
transaction;

. 62
otherwise xx.xx

1.012 NTR

NOMINAL RESOLUTION

T=5
NS 5
X=4

NTR = 00.00 if no
Type-4 records in
transaction;

otherwise xx.xx62

DOM

DOMAIN NAME

DNM

1.013

domain name

M1

ANS 1 *

Any character
with type A, N
or S in Table
116 Character
encoding set
values

DVN

domain version number

o1

ANS

Any character
with type A, N
or S in Table
116 Character
encoding set
values

1.014 GMT

Greenwich Mean Time

See Section 7.7.2.2
Greenwich Mean
Time (coordinated
universal time —
UTC)/ GMT

encoding specific:
see Annex B:
Traditional
encoding or Annex
C: NIEM-
conformant
encoding rules

See Section 7.7.2.2
Greenwich Mean
Time
(coordinated
universal time —
UTC)/ GMT
encoding specific:
see Annex B:
Traditional
encoding or
Annex C: NIEM-
conformant
encoding rules

|% [2013e>] Typographical correction from 2011 edition: AN — ANS [<2013e]
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Character Occurrence
Field
. Content Cond Value
Number | Mnemonic .. v b b - M M
Description Code | y i | a | Constraints i a
p n X n X
e # | # # #
DCS CHARACTER ENCODING (0) 0 1
Subfield: A single set of
information items (The 2007
version allowed multiple
character encoding sets,
but with XML this is not
possible and was not M1t 1 1
included in the 2008
version. To maintain
consistency in encodings,
only one subfield instance
is now allowed.)
1.015 0<CSI<4or
128 <CSI <999
character encoding set
CSI index M1 N 1 3 non-negative 1 1
integer
See Table 4
character encoding set
CSN M1 ANS 1 16 See Table 4 1 1
name
Any character
with type A, N
character encoding set or S in Table
CSV X o1 ANS 1 16 116 Character 0 1
version encoding set
values
APPLICATION PROFILE
APS (0) 0 1
SPECIFICATIONS
Subfields: Repeating sets
: ubfie s eipea ing sets of Mt I 99
information items
Any character
with type A, N
application profile or S in Table
APO L M1 ANS 1 * 116 Character 1 1
organization encoding set
values
1.016 Any character
with type A, N
or S in Table
APN application profile name M1 ANS 1 * 116 Character 1 1
encoding set
values
Any character
with type A, N
application profile or S in Table
APV . M1 ANS 1 * 116 Character 1 1
version number .
encoding set
values
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Field
Number

Mnemonic

Content
Description

Cond
Code

Character

DT <
HX o0

H*H S —

Value

Constraints

Occurrence

#* 35 —
kX O

1.017

ANM

AGENGY NAMES

DAN

destination agency name

o1

ANS 1 *

Any character
with type A, N
or S in Table
116 Character
encoding set
values

OAN

originating agency name

o1

ANS

Any character
with type A, N
or S in Table
116 Character
encoding set

values

froise |

GNS

GEOGRAPHIC NAME SET

AN 1 6

GNS =0,
GENC2A,
GENC3A or
GENC3N

8.1.1 Field 1.001: Record header

The content of this mandatory field is dependent upon the encoding used. See the

relevant annex of this standard for details. See Section 7.1.

8.1.2 Field 1.002: Version number / VER

This mandatory four-character ASCII value shall be used to specify the current version
number of the standard implemented by the software or system creating the transaction.
The format of this field shall consist of four numeric characters.
characters shall specify the major version number. The last two characters shall be used
to specify the minor revision number. [2013n>] The 2011 version of the standard
without any of the record types or fields introduced for the 2013 Update has the entry
“0500”. The 2013 Update uses “0501”. In XML, biom:TransactionMajorVersionValue
is 5 and biom:TransactionMinorVersionValue is 1. See Section 8 for information
concerning leading zeros. [<2013n]

The first two

66 [2013n>] Field added to allow transactions to use the GENC country code list rather than the country
codes from ISO 3166. [<2013n]
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8.1.3 Field 1.003: Transaction content / CNT

This mandatory field®” shall list and identify each of the records in the transaction by record
type and its IDC value. It also specifies the order in which the remaining records shall
appear in the file. It shall consist of two or more subfields. The first subfield shall relate to
this Type-1 record.

e The first information item (first record category code / FRC) within this
subfield shall be “1”. This indicates that the first record in the transaction is a
Type-1 record consisting of header information.

* The second information item of this subfield (content record count / CRC)
shall be the sum of the Type-2 through Type-99 records contained in this
transaction. This number is also equal to the count of the remaining subfields of
Field 1.003: Transaction content / CNT. The maximum value for CRC is
999.

Each of the remaining subfields of Field 1.003: Transaction content / CNT corresponds to
a single Type-2 through Type-99 record contained in the transaction. Two information items
shall comprise each of these subfields:

* The first information item (record category code / REC), shall contain a
number chosen from the “record identifier” column of Table 3.

* The second information item (information designation character / IDC) shall
be an integer equal to or greater than zero and less than or equal to 99. See
Section 7.3.1.

8.1.4 Field 1.004: Type of transaction / TOT

This mandatory field shall contain an identifier, which designates the type of transaction and
subsequent processing that this transaction should be given. This shall be a maximum of 16
alphabetic characters. The TOT shall be in accordance with definitions provided by the
domain or application profile. Versions of this standard prior to 2011 specifically restricted
the character length of TOT to 4 characters.

8.1.5 Field 1.005: Date / DAT

This mandatory field shall contain the local date that the transaction was submitted. See
Section 7.7.2.3.

7 This was called File content in earlier versions of the standard.
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8.1.6 Field 1.006: Priority / PRY

This optional field shall contain a single information character to designate the urgency with
which a response is desired. The values shall range from 1 to 9, with 1 denoting the highest
priority. The default value shall be defined by the agency receiving the transaction.

8.1.7 Field 1.007: Destination agency identifier / DAI

This mandatory field shall contain the identifier of the administration or organization
designated to receive the transmission. The size and data content of this field shall be user-
defined and in accordance with the application profile. See Section 7.6. The name of the
destination agency may be entered in Field 1.017: Agency names / ANM. A valid value for
this field is “Not Specified.” All characters marked “A” ,“N” or “S” in the "Type' column of
Table 116 Character encoding set values may be used.

8.1.8 Field 1.008: Originating agency identifier / ORI

This mandatory field shall contain the identifier of the administration or organization
originating the transaction. The size and data content of this field shall be user-defined and
in accordance with the application profile. See Section 7.6. The name of the originating
agency may be entered in Field 1.017: Agency names / ANM. A valid value for this field
is “Not Specified.” All characters marked “A” ,“N” or “S” in the '"Type' column of Table 116
Character encoding set values may be used.

8.1.9 Field 1.009: Transaction control number / TCN

This mandatory field shall contain the transaction control number as assigned by the
originating agency. A unique (for the originating agency) control number shall be
assigned to each transaction. For any transaction that requires a response, the
respondent shall refer to this number in communicating with the originating agency.
[2013a>] All characters marked “A” ,“N” or “S” in the '"Type' column of Table 116
Character encoding set values may be used. [<2013a]

8.1.10 Field 1.010: Transaction control reference / TCR

This optional field shall be used for responses that refer to the TCN of a previous
transaction involving an inquiry or other action that required a response. [2013a>] All
characters marked “A” ,“N” or “S” in the 'Type' column of Table 116 Character
encoding set values may be used. [<2013a]

8.1.11 Field 1.011: Native scanning resolution / NSR

This mandatory field shall be set to “00.00” if there are no Type-4 records in the transaction.
See Section 8 for information concerning leading zeros. This field does not apply to Type-7
records in this version of the standard, unlike in previous versions, unless specified as such
by the domain or application profile. The special character that is allowed is “.” (the period).
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When there are Type-4 records present, this field is used to specify the native scanning
resolution of the friction ridge image capture device. This field shall specify the resolution in
pixels per millimeter. The resolution shall be expressed as two numeric characters followed
by a decimal point and two more numeric characters.

If Record Type-4 is used and images are scanned at greater than the class of 500 ppi, they
shall be subsampled, scaled down, or interpolated down to produce a class resolution of 500
ppi for transmission. Users shall utilize Record Type-14 if transmitting a fingerprint image
at greater than the limits of the 500 ppi class. Images with scanning resolution greater than
or equal to the 1000 ppi class shall not be transmitted using Record Type-4.

8.1.12 Field 1.012: Nominal resolution / NTR

This mandatory field shall be set to “00.00” if there are no Type-4 records in the transaction.
See Section 8 for information concerning leading zeros. This field does not apply to Type-7
records in this version of the standard, unlike in previous versions, unless specified as such
by the domain or application profile. The special character that is allowed is “.” (the period).

When there are Type-4 records present, this field specifies the nominal resolution for the
image(s) being exchanged. This field shall specify the resolution in pixels per millimeter
(ppmm). The resolution shall be within the range 19.30 ppmm (490 ppi) to 20.08 ppmm
(510 ppi). For example, a sensor that scans natively at 508 ppi would list both NSR and
NTR as 20 ppmm (508 ppi). These images should not be sampled down to exactly 500 ppi.
See Section 7.7.6.3. This field was called “Nominal transmitting resolution” in earlier
versions of the standard. The mnemonic is still retained as NTR 1in this version.

The 2007 version of the standard stated: “Any transmitting resolution within the range of the
minimum scanning resolution to a value of 20.47 ppmm plus or minus 0.20 ppmm (520 ppi
plus or minus 5 ppi) is permitted for the processing of high resolution records.”  This
version of the standard specifically prohibits transmission resolution above 510 ppi (the
upper limit of the 500 ppi class). Note that Appendix F' maximum variance is 5 ppi and PIV
maximum variance is 10 ppi. (See Table 14 Class resolution with defined tolerance)

8.1.13 Field 1.013: Domain name / DOM

This optional field identifies the domain name for the user-defined Type-2 record
implementation. The domain name may only appear once within a transaction. It shall
consist of one or two information items. See Section 6 for more information and the
relationship to Field 1.016: Application profile specifications / APS. All characters
marked “A” ,“N” or “S” in the "Type' column of Table 116 Character encoding set values
may be used.

«  The mandatory first information item (domain name / DNM) will uniquely identify
the agency, entity, or implementation used for formatting the fields in the Type-2
record. The default value for the field shall be the North American Domain
implementation (NORAM).
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« An optional second information item (domain version number / DVN) shall
contain the unique version of the particular implementation, such as 7.02.

8.1.14 Field 1.014: Greenwich Mean Time / GMT

This optional field provides a mechanism for expressing the date and time [2013a>] of the
transaction [<2013a] in terms of universal Greenwich Mean Time (GMT) units. See
Section 7.7.2.2.

8.1.15 Field 1.015: Character encoding / DCS

This optional field specifies the character encoding that may appear within this transaction
for data with the character type listed as “U” or 'user-defined' in the record format tables.
This field shall contain one set of information items (coded as a subfield). This is consistent
with the 2008 version of the standard. The 2007 version allowed multiple character
encoding sets. See Annex B: Traditional encoding and Annex C: NIEM-conformant
encoding rules for details on the use of this field. For a description of the use of alternate
character encoding see Section 5.6.

* The first information item (character encoding index / CSI) is the index
number that references an associated character encoding. See the “Character
encoding index” column of Table 4 for the valid values for this information
item.

* The second information item (character encoding name / CSN) shall be the
“Character encoding name” associated with that index number, taken from
Table 4. All characters marked “A” ,“N” or “S” in the "Type' column of Table
116 Character encoding set values may be used.

* The optional third information item (character encoding version / CSV) is the
specific version of the character encoding used. In the case of the use of UTF-8,
the third optional information item may be used to hold the specific version
used, so that the display terminal can be switched to the correct font family. All
characters marked “A” ,“N” or “S” in the 'Type' column of Table 116 Character
encoding set values may be used.

8.1.16 Field 1.016: Application profile specifications / APS

Use of this optional field indicates the transaction's conformance with one or more
Application Profile Specifications that are derived from ANSI/NIST-ITL 1-2011, such as
EBTS or INT-1. There may be multiple subfields, each designating an application profile to
which this transaction conforms. If multiple Application Profile Specifications are included
in this field, the specifications must be compatible with each other. This transaction must be
in conformance with all of the cited specifications. See Section 6. Each subfield shall
consist of three mandatory information items:
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e The first information item (application profile organization / APO) will
uniquely identify the agency or entity responsible for the specification. All
characters marked “A” ,N” or “S” in the 'Type' column of Table 116
Character encoding set values may be used.

* The second information item (application profile name / APN) shall contain
the name of the specification. All characters marked “A” ,“N” or “S” in the
"Type' column of Table 116 Character encoding set values may be used.

* The third information item (application profile version number / APV) shall
contain the specific version of the specification. All characters marked “A” ,*“N”
or “S” in the '"Type' column of Table 116 Character encoding set values may
be used.

8.1.17 Field 1.017: Agency names / ANM

This optional field is comprised of two optional information items. Both information
items are alphanumeric and can have any special characters in the names. All
characters marked “A” ,“N” or “S” in the "Type' column of Table 116 Character encoding
set values may be used.

« The first is the destination agency name / DAN. This corresponds to the
agency listed in Field 1.007: Destination agency identifier / DAL

« The second optional information item is the originating agency name /
OAN. This corresponds to the agency listed in Field 1.008: Originating
agency identifier / ORI.

8.1.18 Field 1.018: Geographic name set / GNS

[2013n>] This optional field is used if the transaction uses GENC in lieu of 1SO 3166-1
as a code list for country code specifications. ISO 3166-1 is the default country code list
used for the transaction when this field is not contained in Record Type-1. GENC is

available at https://nsgreg.nga.mil/genc/registers.jsp. The values for this field are:
0 = ISO 3166-1 (default®)

GENC2A = GENC 2-alpha codes

GENC3A = GENC 3-alpha codes

GENC3N = GENC 3-numeric codes
[<2013n]

I68 [2013n>] The default does not specify as to whether it is 2-alpha, 3-alpha or numeric format [<2013n] I
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8.2 Record Type-2: User-defined descriptive text record

Type-2 records are optional, but when present, shall contain textual information relating to
the subject of the transaction. This record may include such information as the state or FBI
numbers, physical characteristics, demographic data, and the subject’s criminal history.
Every transaction usually contains one or more Type-2 records which is dependent upon the
entry in Field 1.004: Type of transaction / TOT.

[2013a>] Multiple Type-2 records may be contained in a transaction. Each instance of
record Type-2 may concern a different individual; however, at least one instance should
concern the subject of the transaction. [<2013a]

[2013n>] See Type-2 Record cross reference / T2C for information about how the
IDC value for a particular Type-2 record may be referenced in another record Type, in
order to connect data in a record Type-2 instance to the subject of the record for another
record type instance. An example is when DNA from a purported relative is used to

establish the identity of a Disaster Victim. [<2013n]

Table 23 Type-2 record layout

Character Occurrence
Field
Number | Mnemonic Con.t elft ST M M Valu(? M M
Description Code | vy i | a | Constraints i a
P n X n X
e # # # #
encoding specific: encoding specific:
see Annex B: see Annex B:
Traditional Traditional
2.001 RECORD HEADER M encoding or Annex encoding or 1 1
C: NIEM- Annex C: NIEM-
conformant conformant
encoding rules encoding rules
INFORMATION 0<IDC<99
2.002 IDC DESIGNATION M N 1 2 non-negative 1 1
CHARACTER integer
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8.2.1 Field 2.001: Record header

The content of this mandatory field is dependent upon the encoding used. See Section
7.1.

8.2.2 Field 2.002: Information designation character / IDC

This mandatory field shall contain the IDC assigned to this Type-2 record as listed in the
information item IDC for this record in Field 1.003: Transaction content / CNT. See
Section 7.3.1.

8.2.3 Fields 2.003 and above: user-defined fields

Individual fields shall conform to the specifications set forth by the agency to which the
transmission is being sent, to the domain listed in Field 1.013: Domain name / DOM,
the application profiles listed in Field 1.016: Application profile specifications / APS
and to the requirements specified in Section 5.1.

8.3 Record Type-3: Deprecated
See ANSI/NIST-ITL 1-2007 or ANSI/NIST-ITL 2-2008 for the specifications of this

Record Type. No instances of Record Type-3 shall be included in a transaction
conformant with this version of the standard.
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8.4 Record Type-4: Grayscale fingerprint image

The Type-4 record is based on the use of a captured fingerprint image obtained using a
class scanning resolution of the 500 ppi class. (See Section 7.7.6). Record Type-4 cannot
be updated to include new fields, since the Traditional encoding for this record type is
fixed in order. It shall not be used for other than 500 ppi class images. All images that
are compressed should be compressed using WSQ. JPEG compression is retained solely
for backwards compatibility with legacy systems and it should not be used in any new
implementation.

[2013a>] For Traditional encoding, please see Annex B: Traditional encoding,
Section B.2.2 Type-4 record. For XML encoding, please see Annex C: NIEM-
conformant encoding rules Section C.10.4 Type-4 fingerprint image recordC.10.4
Type-4 fingerprint image record. [<2013a]

Table 24 Type-4 record layout

Traditional format requires the data in binary form (not text) with a fixed byte length®; therefore the
character min and max values are the same for traditional format (denoted by T= value). They are
expressed in bytes. For XML, the min and max values are the character count (denoted by X= value).

Character Occurrence
Field
. Content Cond Value
Number | Mnemonic . .. T M M . M M
Description Code y i a | Constraints | | a
p n X n X
e # # # #
encoding specific:
encoding specific: see see Annex B:
Annex B: Traditional Traditional
4.001 RECORD HEADER M encoding or Annex C: encoding or 1 1
NIEM-conformant Annex C: NIEM-
encoding rules conformant
encoding rules
INFORMATION T=B; T=1 T=1 0<IDC<99
4.002 IDC DESIGNATION M X=N %<1 | xe non-negative 1 1
CHARACTER g a integer
0<IMP<3or
IMP =8 or
T=B; _
T=1 | T=I 20<IMP <29
4.003 IMP IMPRESSION TYPE M X=N 1 1
=1 = .
X non-negative
integer
See Table 7

69 [2013a.] The Character Type column for Fields 4.001 through 4.008 makes explicit that in Traditional
format, the data is binary, as is stated here. [<2013a]
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Character Occurrence
Field
. Content Cond Value
Number | Mnemonic o . T M b4 . b i
Description Code y i a | Constraints | i a
p n X n X
e # # # #
0<FGP<15or
FRICTION RIDGE T=B; .. - FGP =255 T=6;
4.004 FGP GENERALIZED M X=N et | %o non-negative X=1 6
POSITION g g integer
See Table 8
T=B; ISR=0or1
4,005 ISR IMAGE SCANNING M T=1 =1 _ . .
. RESOLUTION X=N =1 X=1 nor?-negatlve
nteger
T=B; . _
HORIZONTAL LINE T=2 | T=2 | 10<HLL<65535
4.006 HLL M X= 1 1
LENGTH X=2 X=5 positive integer
VERTICAL LINE T=B; T=2 T= 10 < VLL < 65535
4.007 VLL M X=N 1 1
LENGTH X=2 X=5 positive integer
T=B: 0<value<1
4.008 CGA COMPRESSION M ’ = ti 1 1
‘ ALGORITHM X=N O T it A
integer
T=1 =
4.009 DATA IMAGE DATA M B | i none 1 1

|7° [2013a>] For legacy systems only, values of 2 and 3 are allowed. [<2013a]
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8.4.1 Field 4.001: Record header

The content of this mandatory field is dependent upon the encoding used. See Section
7.1.

8.4.2 Field 4.002: Information designation character / IDC

This mandatory field shall contain the IDC assigned to this Type-4 record as listed in the
information item IDC for this record in Field 1.003: Transaction content / CNT. See
Section 7.3.1.

8.4.3 Field 4.003: Impression type / IMP

This mandatory field shall indicate the manner by which the fingerprint was obtained.
See Section 7.7.4.1 for details.

8.4.4 Field 4.004: Friction ridge generalized position / FGP

This mandatory field shall contain the decimal code number corresponding to the finger
position and shall be taken from Table 8. Only finger numbers 0-15 apply to Type-4".
Up to five additional finger positions shall be referenced by entering the alternate finger
positions using the same format. If fewer than five finger position references are to be
used, the unused position references shall be filled with 255 for Traditional format. Six
values shall be entered in each record for Traditional format. See Section 7.7.4.2 for
more information.

If Record Type-4 is used and images are scanned at a step in the migration path greater
than the class of 500 ppi (effectively 510 ppi), they shall be subsampled, scaled down, or
interpolated down to produce a class resolution of 500 ppi for transmission. Record
Type-4 shall not be used to transmit a fingerprint image at greater than 20.08 ppmm (510
ppi)”%. See Section 7.7.6.2.

8.4.5 Field 4.005: Image scanning resolution / ISR

The mandatory ISR field relates to the scamning resolution of this image. Previous
versions of this standard stated that O in this field represents the 'minimum scanning
resolution.' The minimum scanning resolution was defined in ANSI/NIST-ITL 1-2007 as
“19.69 ppmm plus or minus 0.20 ppmm (500 ppi plus or minus 5 ppi).” Therefore, if the
image scanning resolution corresponds to the Appendix F certification level (See Table
14 Class resolution with defined tolerance), a 0 shall be entered in this field.

A value of 1 is entered if the actual scanning resolution (outside of the Appendix F
certification range) is specified in Field 1.011: Native scanning resolution / NSR.

"' The 2007 and 2008 versions of this standard restricted the FGP to a range of 0 to 14. Code 15 is included
in this version.

I72 [2013a>] Sentence reworded for clarity. [<2013a] I

August, 2013 Page 118

Green = link within document; Blue = external link (current at publication date); Red borders = updated in 2013



ANSI/NIST-ITL 1-2011: UPDATE 2013 NIST Special Publication 500-290 Version 2 (2013)

8.4.6 Field 4.006: Horizontal line length / HLL

This mandatory field shall contain the number of pixels on a single horizontal line of the
transmitted image. See Section 7.7.8.1.

8.4.7 Field 4.007: Vertical line length / VLL

This mandatory field shall contain the number of pixels on a single [2013e>] vertical
[<2013¢] line of the transmitted image. See Section 7.7.8.2.

8.4.8 Field 4.008: Compression algorithm / CGA

This is a mandatory field” , used to specify the type of compression algorithm used. A
zero denotes no compression. Otherwise, the WSQ algorithm should be used to
compress the data, and is indicated by a value of 1. Codes 2 and 3 are retained solely for
backwards compatibility with those legacy systems that use JPEG compression and
should not normally be used. See Section 7.7.9.1.

8.4.9 Field 4.009: Image data / DATA

This is a mandatory field.
I 73 [2013e>] Typographical error in mnemonic in 2011 [<2013¢] I
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8.5 Record Type-5: Deprecated

See ANSI/NIST-ITL 1-2007 or ANSI/NIST-ITL 2-2008 for specifications. No instances of
Record Type-5 shall be included in a transaction conformant with this version of the
standard.

8.6 Record Type-6: Deprecated

See ANSI/NIST-ITL 1-2007 or ANSI/NIST-ITL 2-2008 for specifications. No instances of
Record Type-6 shall be included in a transaction conformant with this version of the
standard.
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8.7 Record Type-7: User-defined image record

Type-7 records shall contain user-defined image information relating to the transaction
submitted for processing. New implementations based on this standard are encouraged to
use the Record Type-13: Friction-ridge latent image record for latent records, and
other record types, as appropriate, for transmitting biometric and forensic images. Images
transmitted using Record Type-7 shall consist of scanned pixels that may be either binary
or grayscale output. Each grayscale pixel value shall be expressed as an unsigned byte. A
value of 0 shall be used to define a black pixel and an unsigned value of 255 shall be used
to define a white pixel. For binary pixels, a value of 0 shall represent a white pixel and a
value of 1 shall represent a black pixel. Resolution and compression is not specified for
this Record Type. See Section 7.7.6 for information about the difference in the handling
of Type-7 resolution in this version of the standard and earlier versions.

Table 25 Type-7 record layout

Traditional format requires the data in binary form (not text) with a fixed byte length for Field 7.0027;
therefore the character min and max values are the same for traditional format (denoted by T= value). They
are expressed in bytes. For XML, the min and max values are the character count (denoted by X= value).

Character Occurrence
Field
Number | Mnemonic Con.t en.t SOl T M| M Value. M M
Description Code y [ a | Constraints i a
p n X n X
e # # # #
encoding specific:
encoding specific: see see Annex B:
Annex B: Traditional Traditional
7.001 RECORD HEADER M encoding or Annex C: encoding or 1 1
NIEM-conformant Annex C: NIEM-
encoding rules conformant
encoding rules
INFORMATION T=B; T=1 T=1 0<IDC<99
7.002 IDC DESIGNATION M X=N -1 | x= non-negative 1 1
CHARACTER integer

74[2013a.] The Character Type column for Field 7.002 makes explicit that in Traditional format, the data
is binary, as is stated here. [<2013a]
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8.7.1 Field 7.001: Record header

The content of this mandatory field is dependent upon the encoding used. See Section
7.1.

8.7.2 Field 7.002: Information designation character / IDC

This mandatory field shall contain the IDC assigned to this Type-7 record as listed in the
information item IDC for this record in Field 1.003: Transaction content / CNT. See
Section 7.3.1.

8.7.3 Fields 7.003 through 7.999: User-defined fields

The remaining fields of the Type-7 record shall be user-defined. Individual fields shall
conform to the specifications of the agency to which the transmission is being sent.
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8.8 Record Type-8: Signature image record

Type-8 records shall contain either scanned or vectored signature data, covering an area
of up to 1000 mm?. Two signature image records (from the operator and the subject) are
allowed per transaction. See Section 7.7.6 for resolution information. Vectored signature
data shall be expressed as a series of numbers.

Table 26 Type-8 record layout

Traditional format requires the data in binary form (not text) with a fixed byte length for Fields 8.002
through 8.0077; therefore the character min and max values are the same for traditional format (denoted by
For XML, the min and max values are the character count

T= value). They are expressed in bytes.

(denoted by X= value).

Character Occurrence
Field
. Content Cond Value
Number | Mnemonic 0 v il . b .
Description Code y i a | Constraints [ a
p n X n X
e # # # #
encoding specific:
encoding specific: see see Annex B:
Annex B: Traditional Traditional
8.001 RECORD HEADER M encoding or Annex C: encoding or Annex 1 1
NIEM-conformant C: NIEM-
encoding rules conformant
encoding rules
INFORMATION T=B; T=1 - 0<IDC <99
8.002 IDC DESIGNATION M X=N 1 1
CHARACTER X=1 | X=2 | non-negative integer
—B: SIG=0or1
T=B; T=1 T=1
8.003 SIG SIGNATURE TYPE M X=N . | non-negative integer 1 1
SIGNATURE TB 1= | T=1| sRT=0orlor2
8.004 SRT REPRESENTATION M X=N 1 1
TYPE X=1 =1 | non-negative integer
T=B; _ _ _
IMAGE SCANNING T=1 | T=l ISR=0or 1
8.005 ISR M X=N 1 1
RESOLUTION X=1 =1 | non-negative integer
HLL=0or
T=B;
HORIZONTAL LINE T=2 | T=2 | 10<HLL<65535
8.006 HLL M X=N 1 1
LENGTH X=1 | X=5 non-negative
integer

7> [2013a.] The Character Type column for Fields 8.002 through 8.007 makes explicit that in Traditional
format, the data is binary, as is stated here. [<2013a]
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Character Occurrence
Field
. Content Cond Value
Number | Mnemonic 1o U A - b A
Description Code y i a | Constraints [ a
p n X n X
e # # # #
T=B: VLL=0or
VERTICAL LINE ’ T=2 | T=2
8.007 VLL M X=N 10 < VLL < 65535 1 1
LENGTH X=1 | X=5
non-negative integer
dependent upon value of dependent upon
8.008 DATA SIGNATURE DATA M 1 1
SRT value of SRT

8.8.1 Field 8.001: Record header

The content of this mandatory field is dependent upon the encoding used. See Section
7.1.

8.8.2 Field 8.002: Information designation character / IDC

This mandatory field shall contain the IDC assigned to this Type-8 record as listed in the
information item IDC for this record in Field 1.003: Transaction content / CNT. See
Section 7.3.1.

8.8.3 Field 8.003: Signature type / SIG
This mandatory field shall contain 0 for the signature image of the subject, or 1 for the
signature image of the official processing the transaction.

8.8.4 Field 8.004: Signature representation type / SRT
This mandatory field shall be 0 if the image is scanned and not compressed, a 1 if the
image is scanned and compressed, and 2 if the image is vector data.

8.8.5 Field 8.005: Image scanning resolution / ISR

This mandatory field shall contain 0 if the scanned and transmitted image resolution is
within the range of 19.49 ppmm (495 ppi) to 19.89 ppmm (505 ppi). A value of 1
indicates a different, unreported, image resolution”. A value of 0 shall also be used if the
image is vector data.

8.8.6 Field 8.006: Horizontal line length / HLL

This mandatory field shall be used to specify the number of pixels contained on a single

76 In previous versions of the standard, a 0 indicated the 'minimum scanning resolution' and a 1 indicated
the native scanning resolution. Native scanning resolution was defined in Field 1.011: Native scanning
resolution / NSR as applying only to Types 3 through 7. This change of language is to make clear that the
value of 1 does not relate to the contents of Field 1.011. Field 1.011 applies only to Type-4 data.

August, 2013 Page 124

Green = link within document; Blue = external link (current at publication date); Red borders = updated in 2013




ANSI/NIST-ITL 1-2011: UPDATE 2013 NIST Special Publication 500-290 Version 2 (2013)

horizontal line of the transmitted signature image. For vectored signature data, the value
shall be zero. See Section 7.7.8.1.

8.8.7 Field 8.007: Vertical line length / VLL

This mandatory field shall be used to specify the number of [2013e>] vertical [<2013e¢]
lines contained in the transmitted signature image. For vectored signature data, the
value shall be zero. See Section 7.7.8.2.

8.8.8 Field 8.008: Signature image data / DATA

This mandatory field shall contain uncompressed scanned image signature data,
compressed scanned image signature data, or vectored image signature data. The entry
contained in the SRT field shall indicate which form of the signature data is present.

8.8.8.1 Uncompressed scanned image data

If the SRT field contains the value of zero, then this field shall contain the uncompressed
scanned binary image data for the signature. In uncompressed mode, the data shall be
packed at eight pixels per byte.

8.8.8.2 Compressed scanned image data

If the SRT field contains the value of one, then this field shall contain the scanned binary
image data for the signature in compressed form using the ANSI/EIA-538-1988 facsimile
compression algorithm.

8.8.8.3 Vectored image data

If the SRT field contains the value of two, then this field shall contain a list of vectors that
describes the pen position. Each vector has three parts:

The first part is an X coordinate value (horizontal).
The second part is a Y coordinate value (vertical).
The third part is the pen pressure value of line segments within the signature.

Both the X and Y coordinates shall be expressed in units of .0254 mm (.001 inches)
referenced from the bottom leftmost corner of the signature. Positive values of X shall
increase from left-to-right and positive values of Y shall increase from bottom-to-top. The
pen pressure shall be a constant value until the next vector becomes active. A value or
pressure of 0 shall represent a “pen-up” (or no pressure) condition. The value of 1 shall
represent the least recordable pressure for a particular device, while 254 shall represent the
maximum recordable pressure for that device. To denote the end of the vector list, 255 shall
be inserted in this entry.
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8.9 Record Type-9: Minutiae data record

Type-9 records shall contain text describing minutiae and related information encoded from
a finger, palm, or plantar image. There is no limit on the number of Type-9 records for a
latent search transaction. The Type-9 record shall also be used to exchange minutiae and
related information from latent friction ridge images between similar or different systems.

Note that Fields 9.005 through 9.012 in this version of the standard shall not appear for all
new applications and are 'legacy fields'. For users encountering these fields in legacy
systems, please refer to ANSI/NIST-ITL 1-2007 or ANSI/NIST-ITL 2-2008 for a description
of those fields. Old (legacy) data containing these fields may still be transmitted in a
transaction conformant to this version .

Reserved blocks, each consisting of several fields, are registered and allocated for use by
specific vendors. As these blocks may contain proprietary information, no detailed
information is provided regarding the content of these vendor-defined feature sets aside
from the range of field numbers in this standard. For detailed information on each of these
fields, the vendor should be contacted. These alternative blocks of reserved fields allow
vendors to encode minutiae data and any additional required characteristic or feature data in
accordance with their own system’s specific hardware and software configuration. Table 27
identifies the vendor implementations and their assigned blocks of field numbers. For those
vendors not identified in the table, Fields 9.176 through 9.225 may be used to record their
proprietary features”’. Any vendor may use these fields to record information. The name of
the vendor or developer of the proprietary feature data, the name and version of the
algorithm used, the target device for which the data is generated, and the contact
information, together with the feature data shall be recorded within this block of fields.

Record Fields 9.126 through 9.150 correspond to the conventions defined and described
originally by the ANSI INCITS 378 standard. Record Fields 9.300 through 9.399 are the
Extended Feature Set.

In the 2008 version of the standard, only one vendor block (including the M1 format) could
be present in a single record. The 2007 version allowed multiple blocks to be present. The
2011 version is consistent with the 2007 version for all encodings -- allowing multiple
blocks (including the INCITS 378 block and the EFS block) to be present.

Although this record type may also be used to accommodate a variety of methods used by
different AFIS vendors for encoding minutiae data according to their particular
requirements, each vendor implementation shall contain the first four fields described below.
Fields corresponding to the INCITS-378 features, the Extended Feature Set and the
Universal Latent annotation’”’ may be used with or without the fields associated with
registered implementations.

""New for the 2011 version of the standard.
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Table 27 Type-9 record layout

Character Occurrence
Field
. Content Cond Value
Number Mnemonic . [ . i N
Description Code vy i a Constraints i a
p n X n X
e # | # # #
encoding specific: encoding specific:
see Annex B: see Annex B:
Traditional Traditional
9.001 RECORD HEADER M encoding or Annex encoding or 1 1
C: NIEM- Annex C: NIEM-
conformant conformant
encoding rules encoding rules
INFORMATION 0<IDC<99
9.002 IDC DESIGNATION M N 1 2 non-negative 1 1
CHARACTER integer
9.003 IMP IMPRESSION TYPE M N 1 2 value from Table 7 1 1
FMT=U
FMT = S only if
9.004 FMT MINUTIA FORMAT M A 1 1 | includinglegacy 1 1
Fields 9.005-9.012
from old record
sources
Legacy Fields;
9.005-9.012 SR ARSI R LA O Only to be used for interchange of legacy data.
ANSI/NIST-ITL 2-2008 for a
description of these fields

9.126-9.150 _ INCITS 378 FIELDS n See Table 28

9.176-9.225 OTHER FEATURE SETS - See Table 29
DEFINED FIELDS

| 7% [2013a>] In 2013 this was listed as MorphoTrust USA. [<2013a] |
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Character Occurrence
Field
. Content Cond 7 M W™ Value M M
Number Mnemonic . L X . X
Description Code vy i a Constraints i a
p n X n X
e # | # # #
9.300-9.399 EXTENDED FEATURE SET 0 See Table 30
UNIVERSAL LATENT
ULA o 0 1
ANNOTATION
9.901
dat tenated with
Subfield: repeating values M1t ANS 22 300 ¢ con(t:: etna eawt 1 *
Xt.
ANNOTATION
ANN o 0 1
INFORMATION
Subfields: Repeatil 1
U j'ie s, e'pea.mg sets of Mt I "
information items
. See Section 7.7.2.2
See Section 7.7.2.2 R
. Greenwich Mean
Greenwich Mean K R
i . Time (coordinated
Time (coordinated . .
. . universal time —
universal time —
UTC)/ GMT
] ) UTC)/ GMT
9.902 GMT Greenwich Mean Time M1 . - encoding specific: see 1 1
encoding specific: see .
Annex B: Traditional
Annex B: Traditional .
. encoding or Annex
encoding or Annex C:
C: NIEM-
NIEM-conformant .
X conformant encoding
encoding rules
rules
ing algorith *
NAV processing a gorithm name / M1 U | I I none | |
version
OWN algorithm owner M1 U 1 64 none 1 1
%
PRO process description M1t U 1 none 1 1
first character =
MorP
DEVICE UNIQUE any character with
9.903 DUI (¢} ANS 13 16 ; 0 1
IDENTIFIER type A, Nor S in
Table 116
Character
encoding set values
MAKE/MODEL/SERIAL
MMS NUMBER (0} 0 1
MAK make M1 U 1 50 none 1 1
9.904
MOD model M1t U 1 50 none 1 1
SER serial number M1t U 1 50 none 1 1
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Table 28 Type-9 Fields for INCITS 378 features

Note: The condition codes in this table apply if the block of features is present. The entire block
may be absent from a transaction. Thus, mandatory, indicates ‘mandatory if this block of records

is present.
Character Occurrence
Field
. Content Cond Value
Number Mnemonic . U - L4 LY
Description Code vy i a Constraints [ a
p n X n X
e # | # # #
CBI M1 CBEFF INFORMATION M 1 1
CFO CBEFF format owner M N 2 2 CFO =27 1 1
9.126
CFT=5130or514
for INCITS 378-
CFT CBEFF format type M N 3 3 1 1
2004 and 515 for
INCITS 378-2009
CBEFF product
CPI . X M H 8 8 none 1 1
identifier
M1 CAPTURE
CEI M 1 1
EQUIPMENT ID
9.127
AFS =
AFS appendix F status M A 4 4 1 1
APPF or NONE
none
CID capture equipment ID M U 1 30 1 1
( 0 = unreported)
M1 HORIZONTAL LINE 10 <HLL < 99999
9.128 HLL M N 2 5 1 1
LENGTH positive integer
M1 VERTICAL LINE 10 < VLL <99999
9.129 VLL M N 2 5 1 1
LENGTH positive integer
9.130 SLC M1 SCALE UNITS M N 1 1 SLC=0,1o0r2 1 1
M1 TRANSMITTED
9.131 THPS HORIZONTAL PIXEL M N 1 5 positive integer 1 1
SCALE
M1 TRANSMITTED e
9.132 TVPS N 1 5 positive integer 1 1
VERTICAL PIXEL SCALE
0<FVW<I15
9.133 FVW M1 FINGER VIEW M N 1 2 non-negative 1 1
integer
0<FGP<10
M1 FRICTION RIDGE - ti
9.134 FGP CTION RIDG N 12 non-hesatve 1 1
GENERALIZED POSITION integer
See Table 8
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Character Occurrence
Field
. Content Cond Value
Number Mnemonic . .. T M M . M M
Description Code vy i a Constraints i a
p n X n X
e # # # #
M1 FRICTION RIDGE
FQD M 1 1
QUALITY DATA
Subfields: Repeating sets of M ] 9
information items

0<QVU< 100 or

QVU =254 or
9.135 QVU quality value M N 1 3 QVU =255 1 1
non-negative
integer
QAV alg.orith-m Ve.ndor 0 o 4 4 0000 < QAV < 0 i
identification FFFF
algorithm product 1 < QAP < 65535
QAP . . . 0 N 1 5 1
identification positive integer
M1 NUMBER OF 1 <NOM <9999
9.136 NOM M N 1 4 1 1
MINUTIAE positive integer
M1 FINGER MINUTIAE
FMD M 1 1
DATA
Subfields: R ti 1
ubfields: Repeating sets of M NOM NOM

information items

1 <MAN <NOM
MAN minutia index number M N 1 4 . 1 1
positive integer
0 <MXC <
HLL

MXC X coordinate M N 1 5 . 1 1
non-negative

integer

07 < MYC
9.137 VLL

MYC Y coordinate M N 1 5 . 1 1
non-negative

integer

|A

0<MAV <179
MAV minutia angle M N 1 3 1 1
integer
MIM ¥ =0, 1
MIM minutia type M N 1 1 or 2 non- 1 1
negative integer
0<QOM <100
QOM quality of minutia M N 1 3 non-negative 1 1

integer

|79 [2013n>] Lower bound changed to 0 from 1 to closely correspond with INCITS 378-2009. [<2013n] I
| ¥ [2013e>] Corrected typographical error [<2013e] |
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Character Occurrence
Field
. Content Cond Value
Number Mnemonic . U - i L
Description Code vy i a Constraints i a
p n X n X
e # | # # #
M1 RIDGE COUNT
RCI D 0 1
INFORMATION
Subfield: Set of information
items (Note that the first M1 | |
subfield is in the same format
as following subfields.)
REM =0, 1 or2
ridge count extraction
REM method M1 N 1 1 non-negative 1 1
integer
FI1 filler 1 M1 N 1 1 FI1=0 1 1
9.138 FI2 filler 2 M1 N 1 1 FI2=0 1 1
Subfields: Repeatil ts of 8
ubfields: Repeatin,
. . p & seis M1 1 times
information items
NOM
center minutia index 1 <CMI<NOM
CMI M1 N 1 4 1 1
number positive integer
neighboring minutia 1 <NMN <NOM
NMN . M1 N 1 4 1 1
index number positive integer
0*' <NRC <99
NRC number of ridges crossed M1 N 1 2 non-negative 1 1
integer
CIN M1 CORE INFORMATION D 0 1
Subfields: Repeatil 1
: ubfie s e'pea ing sets of M1 1 9
information items
0” < xcc <
HLL
XCcC X coordinate M1t N 1 5 . 1 1
non-negative
integer
9.139
0” < vcc <
VLL
YCC Y coordinate M1 N 1 5 . 1 1
non-negative
integer
0<ANGC<179
ANGC angle of the core M1 N 1 3 non-negative 1 1
integer
9.140 DIN M1 DELTA INFORMATION D 0 1

8 [2013n>] INCITS 378-2009 permits ridge counts of zero, so the lower bound is changed from 1 to
match this. [<2013n]
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Character Occurrence
Field
. Content Cond Value
Number Mnemonic . . T M M . M M
Description Code y i a Constraints i a
p n X n X
e # # # #
—_— . )
.Subjleld.s 'epeatmg sets of M1 1 9
information items
0" < XCD <
XCD X coordinate M1 N 1 5 HLL; ~ non- 1 1
negative mteger
0"°<YCD <VLL
YCD Y coordinate M1 N 1 5 non-negative 1 1
integer

0< ANG1<179

ANG1 First angle of the delta M1 N 1 3 non-negative 1 1
integer
M1 ADDITIONAL DELTA
ADA D 0 1
ANGLES

Subfields (in the same order
as those of DIN): Repeating M1 1 9
sets of information items

0<ANG2<179

9.141
ANG2 Second angle of the delta M1 N 1 3 non-negative 1 1
integer
0<ANG3 <179
ANG3 Third angle of the delta M1 N 1 3 non-negative 1 1
integer
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Table 29 Fields for other feature sets

Note: The condition codes in this table apply if the block of features is present. The entire block
may be absent from a transaction. Thus, mandatory, indicates ‘mandatory if this block of records

is present'.
Character Occurrence
Field
. Content Cond Value
Number Mnemonic . Lol . M M
Description Code vy i a  Constraints | a
p n X n X
e # # # #
OTHER FEATURE SETS -
9.176 [010))) M U 1 40 none 1 1
OWNER OR DEVELOPER
OTHER FEATURE SETS -
PAG PROCESSING M 1 1
9177 ALGORITHM
PAN name of algorithm M U 1 100 none 1 1
PAV version of algorithm (0] U 1 100 none 0 1
OTHER FEATURE SETS
SOD (0) 0 1
- SYSTEM OR DEVICE
9.178 OFN name of system or device M1 U 1 100 none 1 1
version of system or
OFV . o1 U 1 100 none 0 1
device
OTHER FEATURE SETS
9.179 DTX — CONTACT M U 1 1000 none 1 1
INFORMATION
OTHER FEATURE SETS
9.180-9.225 — USER-DEFINED (6] user-defined user-defined 0 1
FIELDS
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Table 30 Type-9 Fields for EFS

Note: The condition codes in this table apply if the block of features is present. The entire block
may be absent from a transaction. Thus, mandatory, indicates ‘mandatory if this block of records

is present'.
Character Occurrence
Field
. Content Cond Value
Number | Mnemonic . . T M M . M M
Description Code | vy i a Constraints | | a
p n X n X
e # # # #
EFS REGION OF
ROI M 1 1
INTEREST
1 <EWI < 50000
EWI ROI width M N 1 5 1 1
positive integer
1 <EHI < 50000
EHI ROI height M N 1 5 1 1
positive integer
0¥ < EHO <
50000
EHO ROI horizontal offset (0] N 1 5 . 0 1
non-negative
integer
9.300 0¥ < EVO <
50000
EVO ROI vertical offset (6] N 1 5 . 0 1
non-negative
integer
special
characters
allowed are: -
N 11 RS and ,
ROP ROI polygon (6] S 80 1188 (traditional 0 1
encoding only —
not applicable
to XML
encoding)
ORT EFS ORIENTATION (6] 0 1
-179 <EOD < 180
EOD direction My | NS 1 4 nteger; 1 1
allowed special
9.301
character: -
0<EUC <180
EUC uncertainty ot N 1 3 non-negative 0 1
integer
9.302 EFS FINGER, PALM,
FPP M 1 1
PLANTAR POSITION
Subfields: Repeating sets of M 1 20
information items

I82 [2013e>] Lower bound changed from 1 to O for both horizontal and vertical offsets. [<2013¢]
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Character Occurrence
Field
. Content Cond Value
Number | Mnemonic . v b o - M M
Description Code | vy i a Constraints | i a
p n X n X
e # # # #
friction ridge generalized value from
FGP . M N 1 2 1 1
position Table 8
FSM = DST, PRX,
FSM finger segment (6] A 3 3 MED or UNK 0 1
See Table 9
OCF=T,RorL
OCF off-center fingerprint (0] A 1 1 0 1
See Table 31
special
characters
allowed are: -
R
11 s and,
SGP segment polygon O NS |80 | 1188 (traditional 0 1
encoding only —
not applicable
to XML
encoding)
EFS FEATURE SET
FSP O 0 1
9.303 PROFILE
Subfields: Repeating values M1 N ‘ 1 ‘ 2 ‘ none 1 9
9.304 RESERVED FOR FUTURE
9' 306 USE only by ANSI/NIST- Not to be used
: ITL
EFS PATTERN
PAT D 0 1
CLASSIFICATION
Subfields: R ti 2
: ubfie s .epeamgsesof M1 ! 7
information items
9.307 values from
GCF eneral class A 2 2 1 1
£ M1 Table 32
values from
SUB subclass D A 2 2 0 1
Table 32
WDR whorl-delta relationship D A 1 1 WDR=I,00rM | 0 1
9.308 RQM EFS RIDGE QUALITY (6] 0 1
MAP
Subfields: Repeating values M1 g 1 50000 000000 <value < | 1 E(I?[(lej\g)l_f
(one entry for each row) FFFFFF GSZ)*
See Table 126:
Definitions for
ridge quality map
values and Table
33
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Character Occurrence
Field
. Content Cond Value
Number | Mnemonic . v ] o - b M
Description Code | vy i a Constraints | i a
p n X n X
e # # # #
RIDGE QUALITY MAP
RQF D 0 1
FORMAT
1<GSZ <41
GSZ grid size M? N 1 2 1 1
9.309 positive integer
RDF = UNC or
RDF ridge quality data format M1 A 3 3 RLE 1 1
See Table 34
RFM EFS RIDGE FLOW MAP (6] 0 1
ROUND-
9310 Subfields: Repeating values SBS UP (EHI +
M1 1 100000 See Table 35 1 84
(one entry for each row) SFQ)
EFS RIDGE FLOW MAP
RFF (0] 0 1
FORMAT
1 <SFQ <41
SFQ sampling frequency M1 N 1 2 1 1
9.311 positive integer
RDF = UNC or
RDF ridge flow data format M1 AN 3 3 Bo4 1 1
See Table 34
EFS RIDGE
RWM (0] 0 1
WAVELENGTH MAP
9.312 string containing 2 ROUND-
. digit positive UP (EHI +
Subfields: Repeating values M1t AN 1 100,000 integers or XX 1 FWé) 4 |
characters
9.313 RWF EFS RIDGE (0] 0 1
WAVELENGTH MAP
FORMAT
. M1
FWS sampling frequency N 1 2 1 <FWS <41 1 1
positive integer
M1
FDF data format A 3 3 FDF =UNC 1 1
9.314 TRV EFS TONAL REVERSAL (6] A 1 1 TRV=NorP 0 1
see Table 36

8 [2013e>] Corrected to hexadecimal (was listed as AN) and range restated to make it clear that it is a
hexadecimal range [<2013¢]

I 84 [2013e>] Corrected formula [<2013¢]

I85 [2013e>] Correct character type is Base 64. [<2013¢]
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Character Occurrence
Field
. Content Cond Value
Number | Mnemonic < e v ] ) . b o
Description Code | vy i a Constraints | i a
p n X n X
e # # # #
EFS POSSIBLE LATERAL PLR=LorU
9.315 PLR (0] A 1 1 1
REVERSAL see Table 37
EFS FRICTION RIDGE
FQM 0 0 1
QUALITY METRIC
..S’ubﬁelds.: Re'peating sets of M1 | 9
information items
0<QVU<100
or QVU =254 or
9316 QVU quality value M1 N 1 3 255 1 1
non-negative
integer
QAV algo'rithrrT ven(.lor M1 H " 4 0000 <QAV < | |
identification FFFF
i 1< QAP < 65535
QAP alg(?rlthrfl pro.duct M1 N ! s <QAP= i 1
identification positive integer
EFS POSSIBLE GROWTH
PGS (¢} 0 1
OR SHRINKAGE
th or shrink TGS=G,SorB
9317 TGS growth or shricage Mt A 1 1 1 1
type see Table 38
0
th or shrink 86
CGS gowthorshrinkage | Jor® || 1 1000 none 86 1
comment
RESERVED FOR FUTURE
9.318-9.319 USE only by ANSI/NIST- Not to be used
ITL
9.320 COR EFS CORES D 0 1
M
Subfields: Repeating sets of ! 1 *
information items
A M1
CXC X coordinate N 1 5 0<CXC<EWI 1 1
non-negative
integer
. M1
CYC Y coordinate N 1 5 0<CYC<EHI 1 1
non-negative
integer

|* [2013e>] Changed to Optional to correspond to text [<2013e]
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Character Occurrence
Field
. Content Cond Value
Number | Mnemonic . v ] o - M M
Description Code | vy i a Constraints | i a
p n X n X
e # # # #
0<CDI 359"
CDI direction o1 N’ 1 3 non-negative 0 1
integer
0 <RPU <999
radius of position 0
RPU ; T N 1 3 non-negative 0 1
uncertainty
integer
0<DUY <180
DUY direction uncertainty o1 N 1 3 non-negative 0 1
integer
9.321 DEL EFS DELTAS D 0 1
Subfields: Repeating sets of M1 | *
information items
0<DXC<EWI
DXC X coordinate M1 N 1 5 non-negative 1 1
integer
0<DYC < EHI
DYC Y coordinate M1 N 1 5 non-negative 1 1
integer
0<DUP < 359%
DUP direction up o1 N 1 3 non-negative 0 1
integer
0 <DLF <359
DLF direction left o1 N 1 3 non-negative 0 1
integer
0 <DRT <359
DRT direction right o7 N 1 3 non-negative 0 1
integer
value from
DTP type o1 AN 1 3 0 1
Table 40
89
RPU radius of position o1 N 1 3 899 = RPU = 0 1
uncertainty
non-negative
integer

87 [2013e>] Changed NS to N; max character from 4 to 3; change range from -179 — 180 to 0 — 359
[<2013¢]

ng [2013e>] Changed from a range of 1 — 180 to a range of 0 — 359. [<2013¢]
| ¥ [2013e>] Changed lower bound to 0 [<2013¢]
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Character Occurrence
Field
. Content Cond Value
Number | Mnemonic .. v b o - M M
Description Code | vy i a Constraints | i a
p n X n X
e # # # #
0<DUU< 180
DUU direction uncertainty up o1 N 1 3 non-negative 0 1
integer
directi . 0<DUL< 180
rection uncertainty
DUL loft o1 N 1 3 non-negative 0 1
integer
0<DUR <180
direction uncertainty 0
DUR . 1 N 1 3 non-negative 0 1
right
integer
EFS CORE-DELTA RIDGE
CDR O 0 1
COUNTS
Subfields: Repeating sets of M1 . I * 90 I
information items
1<CIX<99
CIX core index M1 AN 1 2 positive integer or 1 1
CIX=LorU
1 <DIX <99
9.322 DIX delta index M1 AN 1 2 positive integer or 1 1
DIX=LorR
0% < MNRC <
99
MNRC min ridge count M1 N 1 2 . 1 1
non-negative
integer
0¥< MxrC <
99
MXRC max ridge count o1 N 1 2 i 0 1
non-negative
integer
EFS CENTER POINT OF
CPR o 0 1
REFERENCE
.‘S'ubﬁelds‘: Re'peating sets of Mt 1 3
9.323 information items
CPM=LorOorl
CPM method M1 AN 1 1 orH 1 1
see Table 41

I90 [2013e>] Changed max occurrence from 255 to * [<2013¢]
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Character Occurrence
Field
. Content Cond Value
Number | Mnemonic . . U ] i - i )
Description Code | vy i a Constraints | i a
p n X n X
e # # # #
-EHO < PXC <
50,000 !
PXC X coordinate Mt NS 1 5 integer; allowed 1 1
special
character: -
-EVO<PYC <
50,000
PYC Y coordinate M1 NS 1 5 integer 1 1
allowed special
character: -
0 <CRU <999
radius of position o
CRU ) 1 N 1 3 non-negative 0 1
uncertainty
integer
EFS DISTINCTIVE
DIS D 0 1
FEATURES
:S‘u.bﬁeld.s: R.epeating sets of M1 ! 99
information items
entries from
DIT distinctive feature type M1 A 4 9 1 1
Table 42
special
9.324 characters
: allowed are: -
R
L s and,
distinctive features s
DFP o1 NS 11 1188 (traditional 0 1
polygon encoding only —
not applicable
to XML
encoding)
distinctive features
DFC o1 U 1 1000 none 0 1
comment
9.325 NCOR EFS NO CORES PRESENT D A 1 1 NCOR =Y 0 1
EFS NO DELTAS
9.326 NDEL D A 1 1 NDEL =Y 0 1
PRESENT
EFS NO DISTINCTIVE
9.327 NDIS D A 1 1 NDIS =Y 0 1
FEATURES PRESENT

I91 [2013e>] Lower limit modified from less than to less than or equal to [<2013¢]
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Character Occurrence
Field
. Content Cond Value
Number | Mnemonic . v ] o 0 b M
Description Code | vy i a Constraints | i a
p n X n X
e # # # #
RESERVED FOR FUTURE
9.328-9.330 USE only by ANSI/NIST- Not to be used
ITL
MIN EFS MINUTIAE D 0 1
TS‘ubﬁeld:s: R'epeating sets of M1 1 999
information items
0 <MXC <EWI
MXC X coordinate M1 N 1 5 non-negative 1 1
integer
0<MYC < EHI
MYC Y coordinate M1 N 1 5 non-negative 1 1
integer
0 <MTD < 359
9.331 88 :
MTD Theta degrees M1 N 1 3 _ hon-negative 1 1
integer
MTY =E, B or X
MTY minutia type M1 A 1 1 1 1
see Table 43
. .. 0<MRU < 999
radius of position 0
MRU . 1 N 1 3 non-negative 0 1
uncertainty
integer
0<MDU < 180
minutiae direction of
MDU ) o1 N 1 3 non-negative 0 1
uncertainty
integer
MRA = OCTANT,
933 MRA EFS MINUTIAE RIDGE D AN s e EFTS7 or 0 |
’ COUNT ALGORITHM QUADRANT
see Table 44
9.333 EFS MINUTIAE RIDGE
MRC D 0 1
COUNTS
Subfields: Repeating sets of M1 | I * 92 I
information items
1 <MIA <9999
MIA minutia index A M1 N 1 4 1 1
positive integer
. M1
MIB minutia index B N 1 4 1 <MIB <9999 1 1
positive integer

192 2013e>] Maximum repeat count changed to * [<2013¢]
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Character Occurrence
Field
. Content Cond Value
Number | Mnemonic .. v b M - M M
Description Code | vy i a Constraints | i a
p n X n X
e # # # #
0<MIR <99
MIR ridge count M1 N 1 2 non-negative 1 1
integer
93
0<MRN <7
MRN reference number o1 N 1 1 non-negative 0 1
integer
MRS =0or1
MRS residual ) N 1 1 non-negative 0 1
integer
EFS NO MINUTIA
9.334 NMIN D A 1 1 NMIN =Y 0 1
PRESENT
EFS RIDGE COUNT 112
RCC D 0 1
CONFIDENCE
Subfields: R tii 1
. ublfie. s 'epea ing sets of Mt 1 7992
information items
0<ACX <EWI
ACX X coordinate Point A M1 N 1 5 non-negative 1 1
integer
0<ACY <EHI
ACY Y coordinate Point A Mt N 1 5 non-negative 1 1
integer
0 <BCX <EWI
9.335
BCX X coordinate Point B M1 N 1 5 non-negative 1 1
integer
0<BCY <EHI
BCY Y coordinate Point B Mt N 1 5 non-negative 1 1
integer
hod of id MORC=A,Tor
t
MORC metiod 0T Tege M1 A 1 1 M 1 1
counting
see Table 45
0<MCV <99
MCV confidence value Mt N 1 2 non-negative 1 1
integer

% [2013e>] Revised to correspond to the text: the eight octants are numbered 0 through 7 in Table 44

EFS codes for minutiae ridge count algorithms [<2013¢]
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Character Occurrence
Field
. Content Cond Value
Number | Mnemonic < U b b 0 L] ]
Description Code | vy i a Constraints | i a
p n X n X
e # # # #
RESERVED FOR FUTURE
9.336-9.339 USE only by ANSI/NIST- Not to be used
ITL
DOT EFS DOTS D 0 1
Subfields: Repeatil 1
uﬁe's epet'lm‘%'sesof Mt 1 999
information items
0<DOX <EWI
DOX dot X coordinate M1 N 1 5 non-negative 1 1
9.340 integer
0<DOY < EHI
DOY dot Y coordinate M1 N 1 5 non-negative 1 1
integer
1<DOL <99
DOL dot length ) N 1 2 0 1
positive integer
INR EFS INCIPIENT RIDGES D 0 1
Subfields: R ti 2
u fte' s, epe.a m'g sets of Mt i 999
information items
0<XIC<EWI
X1C X coordinate Point 1 M1 N 1 5 non-negative 1 1
integer
0<YIC<EHI
9.341 YIC Y coordinate Point 1 M1 N 1 5 non-negative 1 1
integer
0<X2C<EWI
X2C X coordinate Point 2 M1 N 1 5 non-negative 1 1
integer
0<Y2C <EHI
Y2C Y coordinate Point 2 M1t N 1 5 non-negative 1 1
integer
9.342 EFS CREASES AND
CLD LINEAR D 0 1
DISCONTINUITIES
Subﬁe{ds: Repe.atin‘g sets of M1 ! 999
information items
XI1D X coordinate Point 1 M1 N 1 5 0 <X1D <EWI 1 1
non-negative
integer
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Character Occurrence
Field
. Content Cond Value
Number | Mnemonic . .. T M M . M M
Description Code | vy i a Constraints | i a
p n X n X
e # # # #
0<YI1D <EHI
Y1D Y coordinate Point 1 M1 N 1 5 non-negative 1 1
integer
0<X2D<EWI
X2D X coordinate Point 2 M1 N 1 5 non-negative 1 1
integer
0<Y2D < EHI
Y2D Y coordinate Point 2 M1 N 1 5 non-negative 1 1
integer
See values in
TPD type M1 AN 2 5 1 1
Table 46
EFS RIDGE EDGE
REF D 0 1
FEATURES
Subfields: R ti 1
u ﬁe. s epe.a m.g sets of M1 | 999
information items
0<CLX<EWI
9.343 CLX X coordinate M1 N 1 5 non-negative 1 1
integer
0 <CLY < EHI
CLY Y coordinate Mt N 1 5 non-negative 1 1
integer
CLT type M1 A 1 1 CLT=P,IorD 1 1
9.344 NPOR EFS NO PORES PRESENT D A 1 1 NPOR =Y 0 1
POR EFS PORES o 0 1
Subﬁelfis.' Repet'ltinél sets of M1 ! 9999
information items
0 <POX <EWI
9.345 POX X coordinate M1 N 1 5 - 1 1
integer
0<POY < EHI
POY Y coordinate M1 N 1 5 non-negative 1 1
integer
9.346 NDOT EFS NO DOTS PRESENT D A 1 1 NDOT =Y 0 1
EFS NO INCIPIENT
9.347 NINR D A 1 1 NINR =Y 0 1
RIDGES PRESENT
EFS NO CREASES
9.348 NCLD D A 1 1 NCLD=Y 0 1
PRESENT
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Character Occurrence
Field
. Content Cond Value
Number | Mnemonic . v ] ) . b o
Description Code | vy i a Constraints | i a
p n X n X
e # # # #
EFS NO RIDGE EDGE
9.349 NREF D A 1 1 NREF =Y 0 1
FEATURES PRESENT
EFS METHOD OF
MFD o 0 1
FEATURE DETECTION
Subfields: R ting sets
u ﬁe' s epe'a m.g sets of M1 1 99
information items
ALL or
A 9.300 < value <
FIE field M1 N 3 999 9.373 1 1
S separated by
comma
FME method M1 A 3 4 see Table 47 1 1
FAV algorithm vendor D U 1 40 none 0 1
FAL algorithm D U 1 40 none 0 1
ESN examiner surname D U 1 40 none 0 1
9.350 EGN examiner given name D U 1 40 none 0 1
EAF examiner affiliation D U 1 99 none 0 1
See Section
7.7.2.2 Greenwich
See Section 7.7.2.2 Mean Time
Greenwich Mean Time (coordinated
(coordinated universal universal time —
time - UTC) / GMT UTC) / GMT
EMT date and time o1 encoding specific: see encoding specific: 0 1
Annex B: Traditional see Annex B:
encoding or Annex C: Traditional
NIEM-conformant encoding or
encoding rules Annex C: NIEM-
conformant
encoding rules
NTS notes o1 U 1 99 none 0 1
9.351 COM EFS COMMENT o U 1 126 none 0 1
EFS LATENT
LPM 0 0 1
PROCESSING METHOD
9.352
Subfields: Repeating values
M1 AN 3 3 see Table 48 1 9
(one entry for each method)
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Character Occurrence
Field
. Content Cond Value
Number | Mnemonic . . U ] i - i )
Description Code | vy i a Constraints | i a
p n X n X
e # # # #
EFS EXAMINER
EAA O] 0 1
ANALYSIS ASSESSMENT
AAV value assessment code M1 A 5 8 see Table 49 1 1
ALN examiner last name M1 U 1 40 none 1 1
AFN examiner first name M1 U 1 40 none 1 1
AAF examiner affiliation M1 U 1 99 none 1 1
See Section
7.7.2.2 Greenwich
See Section 7.7.2.2 Mean Time
Greenwich Mean Time (coordinated
9.353 (coordinated universal universal time —
time — UTC) / GMT UTC)/ GMT
AMT date and time (GMT) Mt encoding specific: see encoding specific: 1 1
Annex B: Traditional see Annex B:
encoding or Annex C: Traditional
NIEM-conformant encoding or
encoding rules Annex C: NIEM-
conformant
encoding rules
ACM comment o1 U 1 200 none 0 1
CXF analysis complexity o1 A 7 7 CXF = 0 {
flag COMPLEX
EFS EVIDENCE OF
EOF o 0 1
FRAUD
Subfields: Repeating sets of
9.354 . L M1 1 4
. information items
FRA fraud type M1 A 3 3 see Table 50 1 1
CFD comment o1 U 1 200 none 0 1
LSB EFS LATENT SUBSTRATE O 0 1
.Subﬁeld.s: R'epeating sets of M1 1 3
information items
9.355
CLS code M1 AN 1 2 see Table 51 1 1
object / substrate
0OSsD - o1 U 1 1000 none 0 1
description
9.356 LMT EFS LATENT MATRIX o 0 1
M
Subfields: Repeating sets of 1 1 3
information items
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Character Occurrence
Field
. Content Cond Value
Number | Mnemonic . v ] o - b M
Description Code | vy i a Constraints | i a
p n X n X
e # # # #
0<TOM < 10
- ti
TOM code M1 N 1 2 Hon-nesative 1 1
integer
see Table 52
CLA comment o) U 1 1000 none 0 1
EFS LOCAL QUALITY
LQI ¢ 0 1
ISSUES
Subfields: Repeating sets of M1 | *
information items
LQT type M1 A 4 10 see Table 53 1 1
special
9357 characters .
allowed are: -
Rs and ,
LQP polygon Mt NS 11 1188 (traditional 1 1
encoding only —
not applicable
to XML
encoding)
LQC comment o1 U 1 1000 none 0 1
RESERVED FOR FUTURE
9.358-9.359 USE only by ANSI/NIST- Not to be used
ITL
EFS AREA OF
AOC S o o 0 1
CORRESPONDENCE
Subfields: Repeating sets of Mt i "
information items
0<CIR<99
CIR IDC reference MT N 1 2 non_negative 1 1
integer
9.360 special
characters
allowed are: -
Rs and ,
AOP polygon (closed path) Mt NS 11 1188 (traditional 1 1
encoding only —
not applicable
to XML
encoding)
CAC comment o1 U 1 1000 none 0 1
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Character Occurrence
Field
. Content Cond Value
Number | Mnemonic . v ] o - b M
Description Code | vy i a Constraints | i a
p n X n X
e # # # #
EFS CORRESPONDING
CPF O] 0 1
POINTS OR FEATURES
Subfields: Repeating sets of M1 | *
information items
COL label M1 AN 1 3 none 1 1
value from
TOC type of correspondence M1 A 1 2 1 1
Table 55
i value from
CFN corresponding field D N 3 3 0 I
. number Table 54
corresponding field 1 <FOC <999
FOC D N 1 3 0 1
occurrence positive integer
. 0<CXC<EWI
corresponding x )
CcXc ) D N 1 5 non-negative 0 1
coordinate i
integer
di 0<CYC<EHI
CYC corresporll ey D N 1 5 non-negative 0 1
coordinate )
integer
coc comment o1 U 1 1000 none 0 1
9.362 EFS EXAMINER
ECD COMPARISON O 0 1
DETERMINATION
Subfields: Repeating sets of M1 | N
information items
0<EDC <99
EDC IDC reference M1 N 1 2 non-negative 1 1
integer
value from
EDE determination M1 AS 4 6 1 1
Table 56
WIP =
WIP work in progress M1 A 5 11 PRELIMINARY 1 1
or FINAL
ELN examiner last name M1 U 1 40 none 1 1
EFN examiner first name M1 U 1 40 none 1 1
EAF examiner affiliation M1 U 1 99 none 1 1
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Character Occurrence
Field
. Content Cond Value
Number | Mnemonic < e v ] ) . i o
Description Code | y i a Constraints | i a
p n X n X
e # # # #
See Section
7.7.2.2 Greenwich
See Section 7.7.2.2 Mean Time
Greenwich Mean Time (coordinated
(coordinated universal universal time —
time - UTC) / GMT UTC)/ GMT
DTG date and time (GMT) M1 encoding specific: see encoding specific: 1 1
Annex B: Traditional see Annex B:
encoding or Annex C: Traditional
NIEM-conformant encoding or
encoding rules Annex C: NIEM-
conformant
encoding rules
CZZ comment o1 U 1 200 none 0 1
CCF complex comparison o1 A 7 7 CCF = 0 I
flag COMPLEX
EFS RELATIVE
RRC ROTATION OF O 0 1
CORRESPONDING PRINT
Subfields: Repeating sets of M1 | *
information items
0<RIR<99
9.363
RIR rotation IDC reference M1 N 1 2 non-negative 1 1
integer
-179 <ROR < 180
ROR relative overall rotation M1 NS 1 4 integer 1 1
allowed special
character: -

EFS SKELETONIZED B
9372 SIM 0 ae g x none 0 |
IMAGE 64
9373 RPS EFS RIDGE PATH 0 0 |
SEGMENTS
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Character Occurrence
Field
. Content Cond Value
Number | Mnemonic < e v ] ) . i o
Description Code | vy i a Constraints | i a
p n X n X
e # # # #
In  Traditional
encoding,
allowed special
characters  are
7 the comma and
Subfields: Repeating values M1t NS 94 1188 the dash. This 1 *
is not applicable
to XML
encoding.  See
Section 7.7.12.1
RESERVED FOR FUTURE
9.374-9.379 USE only by ANSI/NIST- Not to be used
ITL
TPL EFS TEMPORARY LINES (6] 0 1
Subfields: R ting sets
‘ ubfie v 'epea ing sets of Mt | 999
information items
0<TXA<HLL
TXA x coordinate point A M1 N 1 5 non-negative 1 1
integer
0<TYA<VLL
TYA y coordinate point A M1 N 1 5 non-negative 1 1
integer
95
|9.380 I 0<TXB<HLL
TXB x coordinate point B M1 N 1 5 non-negative 1 1
integer
0<TYB<VLL
TYB y coordinate point B M1 N 1 5 non-negative 1 1
integer
000000 < TLC <
TLC line color M1 H 1 6 - ! 1
FFFFFF
1< TLT<99
TLT line thickness M1 N 1 2 1 1
positive integer
95
|9‘381 | FCC EFS FEATURE COLOR o 0 1
Subfields: Repeating sets of M1 1 999
information items

|** [2013e>] Minimum corrected to 7 [<2013e]

|%5 [2013n>] New fields (380 and 381) [<2013n]
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Character Occurrence
Field
. Content Cond Value
Number | Mnemonic . . U b i - L] )
Description Code | vy i a Constraints | i a
p n X n X
e # # # #
Field number from
Table 55 EFS
for ty f
FTF feature — field number M1 N 3 3 codes for }p‘es ? 1 1
corresponding
points and
features
1 <FTO <999
FTO feature - field occurrence M1 N 1 3 L 1 1
positive integer
000000 < TLC <
FTC feature - color D H 6 6 0 1
FFFFFF
COM feature - comment D U 1 1000 none 0 1
RESERVED FOR FUTURE
9.382 -9.399 USE only by ANSI/NIST- Not to be used

ITL

8.9.1 Field 9.001: Record header

The content of this mandatory field is dependent upon the encoding. See Section 7.1.

8.9.2 Field 9.002: Information designation character / IDC

This mandatory field shall contain the IDC assigned to this Type-9 record as listed in the
information item IDC for this record in Field 1.003: Transaction content / CNT. See
Section 7.3.1.

8.9.3 Field 9.003: Impression type / IMP

This mandatory field shall indicate the manner by which the friction ridge®® was obtained.
See Section 7.7.4.1 for details.

8.9.4 Field 9.004: Minutiae format / FMT

This mandatory field is retained only for backward compatibility. It was a mandatory

field in previous versions of the standard.

This field shall always have a value “U”,

unless including legacy fields 9.005 through 9.012 (described in ANSI/NIST-ITL 1-2007
and ANSI/NIST-ITL 2-2008), when this field shall contain “S”.

I96 [2013a>] Fingerprint changed to friction ridge to be more inclusive [<2013a]

August, 2013

Green = link within document; Blue = external link (current at publication date); Red borders = updated in 2013

Page 151




ANSI/NIST-ITL 1-2011: UPDATE 2013 NIST Special Publication 500-290 Version 2 (2013)

8.9.5 INCITS 378 feature set

This entire block of fields is optional. Descriptions of fields in the range 126-150 use the
word ‘mandatory’ to indicate ‘mandatory if this block of records is present’. “Optional”
in this block of fields shall mean ‘optional if this block of records is present’. The
INCITS Technical Committee M1 developed int INCITS 378 standard. The term '"M1' is
used in lieu of INCITS 378 to shorten the field names.

8.9.5.1 Field 9.126: M1 CBEFF information / CBI

This field is mandatory if the INCITS 378 feature set is contained in the transaction.
Otherwise, it shall not occur. It shall contain three information items when present.

« The first information item (CBEFF format owner / CFO) shall contain the value
“27”. This is the identification of the assigned by the International Biometric
Industry Association (IBIA) to INCITS Technical Committee M1.

« The second information item (CBEFF format type / CFT) is assigned a value of
“513” (following INCITS 378-2004) if this record contains Field 9.137: M1 finger
minutiae data / FMD without Field 9.138: M1 ridge count information / RCI,

Field 9.139: M1 core information / CIN or Field 9.140: M1 delta information /
DIN. A value of “514” (following INCITS 378-2004) indicates the presence of
Field 9.137 and any of the other fields mentioned above. If INCITS 378-2009 is
followed, a value of “515” is entered and does not indicate the specific presence or
absence of these fields.

*  The third information item (CBEFF product identifier / CPI) identifies the “owner”
of the encoding equipment. The vendor establishes this value. It may be obtained

from the IBIA website (www.ibia.org), if it is posted. [2013a>] If it is not posted,
enter 0000. [<2013a]

Note that the 2004 version of INCITS 378 had one item for the product identifier. This was
clarified and broken into two items in the 2009 version of INCITS 378: the product identifier
and the format type. Each of these two items in INCITS 378-2009 is specified as two bytes
in length, with the value of zero prohibited for the format type. Since the addition of another
information item to this field would break backward compatibility with the 2007 version of
the ANSI/NIST-ITL standard (Traditional encoding), the third information item listed above
(CBEFF product identifier / CPI) shall be interpreted as combining the product identifier
and the format type as specified in INCITS 378-2009 or the value that may have been
entered by a user interpreting INCITS 378-2004. The maximum length of CPI has been
extended to 8 from 4 as a result.

8.9.5.2 Field 9.127: M1 capture equipment identification / CEI

This mandatory field shall contain two information items.

« The first (appendix F status / AFS) shall contain “APPF” if the equipment used

August, 2013 Page 152

Green = link within document; Blue = external link (current at publication date); Red borders = updated in 2013


http://www.ibia.org/

ANSI/NIST-ITL 1-2011: UPDATE 2013 NIST Special Publication 500-290 Version 2 (2013)

originally to acquire the image was certified to conform to Appendix F
specifications”. If the equipment did not conform it will contain the value of
“NONE”.

* The second information item (capture equipment ID / CID) shall contain a vendor-
assigned product number / identifier (up to 30 characters) of the capture equipment.
A value of “0” indicates that the capture equipment ID is unreported.

8.9.5.3 Field 9.128: M1 horizontal line length /HLL
This is a mandatory field. See Section 7.7.8.1 for details.

8.9.5.4 Field 9.129: M1 vertical line length / VLL

This is a mandatory field. See Section 7.7.8.2 for details.

8.9.5.5 Field 9.130: M1 scale units / SLC

This is a mandatory field. See Section 7.7.8.3 for details.

8.9.5.6 Field 9.131: M1 transmitted horizontal pixel scale / THPS

This is a mandatory field. See Section 7.7.8.4 for details.

8.9.5.7 Field 9.132: M1 transmitted vertical pixel scale / TVPS

This is a mandatory field. See Section 7.7.8.5 for details.

8.9.5.8 Field 9.133: M1 finger view / FVYW

This mandatory field contains the view number of the finger associated with this record’s
data. The view number begins with “0” and increments by one to “15”. Finger view
differentiates multiple images of the same finger that are included in the transaction to be
taken consecutively to develop an "average" template for that particular set of finger minutiae
for enrollment applications.

8.9.5.9 Field 9.134: M1 friction ridge generalized position / FGP

This is a mandatory field. See Section 7.7.4.2 for details.” Valid codes for this field are
between 1 and 10, taken from Table 8 to indicate the finger position. (Note that codes 16
and 17 are not covered in INCITS 378). The 2007 version restricted this to fingerprint codes.
The 2008 version also allowed palm codes, but this version of the ANSI/NIST-ITL standard
does not in order to maintain consistency with INCITS 378.

8.9.5.10 Field 9.135: M1 friction ridge quality data / FQD

This mandatory field shall contain the quality of the overall finger minutiae data. There may
be a subfield for each algorithm and predictive performance measure. Each subfield shall

%7 See the list of certified products at http:/fbibiospecs.org
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contain the first information item (quality value / QVU) described in Section 7.7.7. The
second two information items are optional for this field. (algorithm vendor identification /
QAVY and algorithm product identification / QAP).

The 2004 version of INCITS 378 had only 1 byte for quality with no second and third
information items. The 2009 version of INCITS 378 had all three information items and all
three are mandatory in that standard. The 2007 and 2008 versions of ANSI/NIST-ITL
mandated the presence of all three information items. However, this version of ANSI/NIST-
ITL allows the second and third items to be optional, in order to accommodate those users
following the 2004 version of INCITS 378.

8.9.5.11 Field 9.136: M1 number of minutiae / NOM

This mandatory field shall contain a count of the number of minutiae recorded in this block.

8.9.5.12 Field 9.137: M1 finger minutiae data / FMD

The total number of subfields shall agree with the count found in Field 9.136: M1 number
of minutiae / NOM. Each subfield has six information items.

+  The first information item (minutia index number / MAN), shall be initialized to
“1” and incremented by “1” for each additional minutia in the fingerprint.

« The second information item (‘x’ coordinate / MXC) is expressed in pixel units.
« The third information item (‘y’ coordinate / MYC) is expressed in pixel units.

« The fourth information item (minutia angle / MAV) is recorded in units of two
degrees. This value shall be nonnegative between 0 and 179, inclusive.

« The fifth information item (minutia type / M1M) has a value of “0” to represent a
minutia® of type “OTHER?”, a value of “1” for a ridge ending and a value of “2” for
a ridge bifurcation.

« The sixth information item (quality of minutia / QOM) shall range from 1 as a
minimum to 100 as a maximum. A value of “0” indicates that no quality value is
available. Note that this is an integer.

8.9.5.13 Field 9.138: M1 ridge count information / RCI

This optional field shall consist of subfields of three information items. It can only appear if
a value of '514' or'515' is entered in CFT of Field 9.126: M1 CBEFF information / CBI.
For the first subfield:

+ The first information item (ridge count extraction method / REM) shall have a
value of 0, 1 or 2. A “0” indicates that no assumption shall be made about the
method used to extract ridge counts, nor their order in the record. A “1” indicates
that for each center minutiae, ridge count data was extracted to the nearest

I98 [2013e>] Corrected typographical error [<2013¢] I
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neighboring minutiae in four quadrants, and ridge counts for each center minutia are
listed together. A “2” indicates that for each center minutiae, ridge count data was
extracted to the nearest neighboring minutiae in eight octants, and ridge counts for
each center minutia are listed together.

+ The remaining two information items (filler 1 / FI1 and filler 2 / FI2) of this first
repeating subfield shall each contain “0”.

Subsequent subfields have three information items each:

«  The first information item (center minutia index / CMI) is a positive integer.

+ The second information item (neighboring minutia index number/ NMN) is a
positive integer. It shall not be equal to CMI.

«  The third information (number of ridges crossed / NRC) is a positive integer.

8.9.5.14 Field 9.139: M1 core information / CIN

This optional field shall consist of one subfield for each core present in the original image.
It can only appear if a value of '514' or '515' is entered in CFT of Field 9.126: M1 CBEFF
information / CBI. Each subfield consists of three information items.

« The first item (“x’ coordinate / XCC) is an integer in pixel units.
« The second item (‘y’ coordinate / YCC) is an integer in pixel units.

+  The third information item (angle of the core / ANGC) is recorded in units of two
degrees. The value shall be between 0 and 179, inclusive.

8.9.5.15 Field 9.140: M1 delta information / DIN

This optional field shall consist of one subfield for each delta present in the original image.
It can only appear if a value of '514' or '515' is entered in CFT of Field 9.126: M1 CBEFF
information / CBI. Each repeating subfield consists of three information items”.

«  The first item (‘x’ coordinate / XCD) is an integer in pixel units.
« The second item (‘y’ coordinate / YCD) is an integer in pixel units.

«  The third information item ( first angle of the delta / ANG1) is recorded in units of
two degrees. The value shall be between 0 and 179, inclusive. This is the angle
closest to 90 degrees.

8.9.5.16 Field 9.141: M1 additional delta angles / ADA

% In earlier versions of this standard, only one angle was referenced; however, the 2004 and 2009 versions
of INCITS 378 standard specify three angles for each delta. The second two angles are contained in Field
9.141: M1 additional delta angles / ADA.
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This optional field shall only appear if Field 9.140: M1 delta information / DIN is
included in this record.” This field has been added to handle the two additional angle
specifications of INCITS 378 while maintaing backward compatibility with the 2007
version of this standard (Traditional encoding). The subfields shall describe the same
deltas in the same order as the subfields of Field 9.140: M1 delta information / DIN.

«  The first information item (second angle of the delta /ANG?2) is the next angle
encoded in order of appearance when moving counterclockwise.

« The second information item (third angle of the delta / ANG3) is the last angle
encoded in order of appearance when moving counterclockwise.

8.9.6 Externally defined feature sets

This standard has reserved several blocks of fields for external definition. These blocks
of fields may be used in conjunction with other blocks of fields'®.

8.9.6.1 FBI / IAFIS feature set

Fields 9.013 through 9.030 are reserved for this block. These fields are defined in the FBI's
EFTS version 7.1 through EBTS version 9.2 but are superseded beginning with EBTS 9.3;

see www.fbibiospecs.org .

8.9.6.2 3M (Cogent) feature set

Fields 9.031 through 9.055 are reserved for this block. For information on these fields,
consult 3M.

8.9.6.3 MorphoTrak (legacy Motorola) feature set

Fields 9.056 through 9.070 are reserved for this block. For information on these fields,
consult MorphoTrak.

8.9.6.4 MorphoTrak feature set

Fields 9.071 through 9.099 are reserved for this block. For information on these fields,
consult MorphoTrak.

8.9.6.5 NEC feature set

Fields 9.100 through 9.125 are reserved for this block. For information on these fields,
consult NEC.

8.9.6.6 L1- Identix feature set

Fields 9.151 through 9.175 are reserved for this block. For information on these fields,
consult L1.

19 This was allowed in the 2007 version of the standard, but not the 2008 version. This version is
consistent with the 2007 version, in allowing multiple blocks in a single record.
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8.9.6.7 Other feature sets

Fields 9.176 through 9.225 are reserved for this block. This block of fields is reserved for
those vendors whose proprietary feature set was not available or not included in the
ANSI/NIST-ITL 1-2007 standard. Vendors who believe that the INCITS 378 feature set and
the Extended Feature Set do not meet the requirements of their algorithms may use these
proprietary feature set fields. These fields may also be used by those vendors with
previously registered minutiae blocks for the purpose of identifying the use of different
processing algorithms. Fields labeled mandatory in this Section are only mandatory if the
block is used. Otherwise, the field shall be absent from the transaction.

8.9.6.7.1 Field 9.176: Other feature sets - owner or developer / OOD

This mandatory field shall contain an unformatted text string identifying the editing station
or the name of the owner or developer of the processing algorithm.

8.9.6.7.2 Field 9.177: Other feature sets - processing algorithm / PAG

This mandatory field has two information items. The first (name of algorithm / PAN) is
mandatory if this field is used. The second information item (version of algorithm /PAV) is
optional. Both information items may have up to 100 characters as unformatted text.

8.9.6.7.3 Field 9.178: Other feature sets - system or device / SOD

This optional field has two information items. The first item (name of system or device /
OFN) is mandatory if this field appears. It shall contain an unformatted text string with the
name of the system or device for which the data in this record is being generated. The
second information item (version of system or device / OFV) is optional, to identify the
version of the data generated.

8.9.6.7.4 Field 9.179: Other feature sets - contact information / DTX

This mandatory field shall contain unformatted text with the contact information for
additional details regarding the feature data. At a minimum, the text shall identify the name
of the organization responsible for the information content.

8.9.6.7.5 Fields 9.180 through 9.225: Other feature sets = user-defined fields

These fields shall be used to record specific vendor proprietary information regarding
minutiae feature data. The vendor shall define the format and content of each field.

8.9.7 Extended Feature Set

This entire block of fields is optional. Descriptions of fields in the range 9.300-9.399 use
the word ‘mandatory’ to indicate “mandatory if this block of records is present”.
'Optional' in this block of fields shall mean “optional if this block of records is present”.

This data block defines the content, format, and units of measurement for the definition
and/or exchange of friction ridge feature information that may be used in the
identification of a subject based on friction ridge information. This information is
intended for an individual examiner to define the content of a single impression or
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comparison of two impressions, as well as for interchange between criminal justice
administrations or organizations that use friction ridge information for identification
purposes. This specification defines a quantifiable, repeatable, and clear method of
characterizing the information content of a fingerprint or other friction ridge image. See
Annex F: Extended Feature Set Detailed Instructions for specific instructions on
entering data in these fields.

8.9.7.0.1 EFS coordinate system

The relative position of all EFS features shall be expressed as integers'”' in units of 10
micrometers (10 um = 0.01 mm or 0.00039 in), with the origin in the top left of the Field
9.300: EFS region of interest / ROI. In this coordinate system, values of X increase
from left to right and values of Y increase from top to bottom. With the exception of
Field 9.323: EFS center point of reference / CPR, all positions shall be in the range
(0,0)-(ROLwidth-1, ROLheight-1). Width and/or height dimensions for a single
impression will always fall within an upper bound of 50 cm (19.7, or 50,000 units). This
is not counted in pixels. This is the origin used in EFTS, EBTS (both the FBI's and that of
the Department of Defense), INTERPOL's INT-1 and the IAFIS Type-9 fields, but not in
the original ANSI/NIST-ITL Type-9 Fields 9.005 through 9.012 (legacy fields), which
used a bottom left origin.

There are no specific maximum dimensions in the coordinate system, because dimensions
are limited by the image dimensions, and ANSI/NIST-ITL-1 2011 does not have stated
maximum dimensions for Type 13, 14, or 15 images. Dimensions for a single impression
will always fall well within an upper bound of 50cm (19.7”, or 50000 units)'*.

In all cases for the EFS, when specific distances are specified, the distances are stated in
terms that correspond to an integer number of pixels at 500 pixels per inch, and the metric
equivalents are rounded to two significant digits (0.01 mm).

8.9.7.0.2 EFS region of interest

The Region of Interest is defined in Field 9.300: EFS region of interest / ROI as a
rectangle and/or a polygon that bounds the area of the original image containing a single

o1 [2013e>] The sentence is modified from the original 2011 text to allow zero as a coordinate and
moves the exception for Field 9.323 to another part of the paragraph, for clarity. [<2013e]

102 A 99th hercentile adult male hand (wrist to fingertip) is 8.4” (213 mm) long; a 99th percentile adult male
foot is 11.7” (298 mm) long. [A. R. Tilley, The Measure of Man and Woman: Human Factors in Design,
Revised Edition; Wiley; 2002] In extreme cases palms may be 32.4 cm long (12.75”) and feet may be 47
cm long (18.5”). (e.g., Robert Pershing Wadlow [Guinness Book of World Records Online,

www.guinnessworldrecords.com/])

August, 2013 Page 158

Green = link within document; Blue = external link (current at publication date); Red borders = updated in 2013


http://www.guinnessworldrecords.com/

ANSI/NIST-ITL 1-2011: UPDATE 2013 NIST Special Publication 500-290 Version 2 (2013)

friction ridge impression, and separates it from the background and any other friction
ridge data present in the image.

[2013a>] All EFS features are in relation to the Region of Interest, not to the original
image; all coordinates are relative to the top left corner of the ROI. With the exception
of Field 9.323: EFS center point of reference / CPR, the X and Y values for an EFS
feature may not equal or exceed the width and height of the ROI. The X and Y values
for CPR are the only EFS values that may be negative, or greater than the ROI width or
height; however, the center point of reference must be within the bounds of the overall
image itself. The ROI may be identical to the dimensions of the image'®. [<2013a]

When the ROI is a polygon, the ROI rectangle is simply a bounding box around that
polygon: the ROI offset is defined as the minimum of the X and Y coordinates of all ROI
vertices, and the ROI width and height are defined as the range (maximum — minimum) of
the X and Y coordinates of all ROI vertices. It is permissible for the ROI rectangle to be
expanded slightly around the ROI polygon so that its dimensions or offset are evenly
divisible by 4 or 8, as long as this does not exceed the bounds of the image itself. See
Figure 6 for an example.

Figure 6: Region of interest

There can only be one region of interest for a given feature set. If there are multiple
impressions within a single image, more than one feature set can be marked for the image,
resulting in multiple Type-9 records associated with a single image, differentiated by the
region of interest, as specified in Field 9.300: EFS region of interest / ROI.

I 13 12013a>] New explanation updates the 2011 base text [<2013a] I
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8.9.7.0.3 EFS angles

All angles are measured in integer degrees. Positive numbers indicate angles
counterclockwise from the right, whereas negative numbers (when permitted by specific
fields) indicate angles clockwise from the right.

Figure 7: Measurement of angles.

" Thata= 45 units

s

8.9.7.1 Field 9.300: EFS region of interest / ROI

See Section 8.9.7 for a general description of ROI. This mandatory field defines a
rectangle (and an optional polygon) that bounds the region of the image that contains the
fingerprint of interest and separates it from the background and any other fingerprints
present in the image. This field contains five information items. Width and height are
mandatory. The other items are optional.

The first information item (width / EWI) is the integer width of the region of
interest in units of 10 micrometers (0.01mm)

The second information item (height / EHI) is the height of the region of interest in
units of 10 micrometers (0.01mm).

The third information item (horizontal offset / EHOQ) is the horizontal distance in
units of 10 micrometers from the left edge of the original image to the left edge of
the region of interest. This information item defaults to a value of zero if absent.

The fourth information item (vertical offset / EVO) is the vertical distance in units
of 10 micrometers from the top edge of the original image to the top edge of the
region of interest. This information item defaults to a value of zero if absent.

The fifth information item (ROI Polygon / ROP) contains a polygon (closed
path) that further defines the friction ridge area under consideration within the
ROI. The format of polygons is described in Section 7.7.12. If the polygon is
defined, the ROI rectangle shall be the bounding box for the polygon. The
vertices of the polygon are relative to the ROI. [2013a>] In Traditional
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encoding, the two special characters allowed are hyphen and comma.[<2013a].
See Section B.2.5 Type-9 record. These special characters are not used in XML
Encoding. For the layout of this information item, see Annex G.

8.9.7.2 Field 9.301: EFS orientation / ORT

This optional field allows the orientation (deviation from upright) and its uncertainty to
be specified. See Annex F, F.6.1.2 Field 9.301: EFS orientation / ORT instructionsfor
more information about this field. If this field is omitted, the direction shall default to 0O
(upright) and uncertainty shall default to 15, indicating that the image is rotated 0+15°. If
orientation cannot be determined, the uncertainty value shall be set to 180. This field
contains the following two information items:

* The first information item (direction / EOD) contains the deviation of the region of
interest from upright (fingertip up) in integer degrees. Positive angles are
counterclockwise, negative angles are clockwise. A value of “0” indicates an upright
direction. Valid values range from “-179” through “180”. The allowed special
character is the negative sign.

* The second information item (uncertainty / EUC) contains the uncertainty of the
orientation direction, in non-negative integer degrees; the resulting orientation is
Direction+ Uncertainty®. Valid values range from “0” to “180”.

8.9.7.3 Field 9.302: EFS finger - palm - plantar position / FPP

This mandatory field shall contain one or more of the possible physical positions that
correspond to the region of interest. For example, a region of interest that includes a
finger’s medial and proximal segment can note those as multiple data entries, with
polygons to indicate the locations. For more information about this field, see Annex F
F.6.1.3 Field 9.302: EFS finger - palm - plantar position / FPP instructions.

This field may contain multiple subfields to designate different friction ridge generalized
positions and/or finger segments; polygons are required in this case to delineate the
locations of the positions. Polygons may overlap if appropriate. A subfield contains the
following four information items:

* The first information item (friction ridge generalized position / FGP) contains
the code number corresponding to the known or most probable position shall be
taken and entered as a one- or two-character value. The codes are listed in Table
8. See Section 7.7.4.2. [2013a>] The valid codes for FGP in this field are limited
to 0 through 10 (inclusive), 16 through 18 (inclusive), 20 through 38 (inclusive)
and 81 through 84 (inclusive). [<2013a]

* The second information item (finger segment / FSM) is optional and only applies
to fingerprints in which all or part of the medial or proximal segments (lower joints)
are present in the image, in which case the 3-character code from Table 9 is used to
indicate the finger segment position (DST, PRX, or MED). DST is Distal; MED is
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Medial, and PRX is Proximal. See Figure 4: Entire joint image for an
illustration'”. UNK for “Unknown” may also be specified. This information item
defaults to DST if the friction ridge generalized position / FGP indicates a
fingerprint and the Finger Segment is not specified; in which case, the impression
shall be regarded as including solely the distal segment with no substantive portions
of the medial or proximal segments. This information item shall be omitted if the
friction ridge generalized position / FGP indicates a palm or plantar.

e The third information item (off-center fingerprint / OCF) is optional and only
applies to fingerprints in which the impression does not contain the central area of
the fingerprint (i.e., the core or a center point of reference), in which case the 1-
character code from Table 31 is used to indicate the off-center position of the
fingerprint image. This information item shall be omitted if the friction ridge
generalized position / FGP indicates a palm or plantar.

* The fourth information item (segment polygon / SGP) is optional. It is a closed
path polygon that delineates the area that corresponds to the specified position /
segment. See Section 7.7.12 for details. [2013a>] In Traditional encoding, the
two special characters allowed are hyphen and comma.[<2013a]. See Section
B.2.5 Type-9 record. These special characters are not used in XML Encoding.
For the XML layout of this information item, see Annex G.

Table 31 Off-center fingerprint positions

Name Code Description
Tip T The plain or rolled tip of the finger or thumb'®®
Right Side R The right side of the finger or thumb
Left Side L The left side of the finger or thumb

8.9.7.4 Field 9.303: EFS feature set profile / FSP

This optional numeric field is used to indicate an EFS Profile, which defines the specific
set of EFS fields incorporated in a specific ANSI/NIST-ITL transaction. Profiles can be
incorporated by reference into the definition of transactions: this decoupling of feature
sets from transactions enables different transactions to share a common feature set, aiding
in interoperability. If a given ANSI/NIST-ITL transaction is conformant with two or more
profiles, the code for each profile is entered in a separate subfield. The valid values for
this field are available in the EFS Profile Specification, which can be downloaded from
http://www.nist.gov/itl/iad /ig/ansi standard.cfm.

8.9.7.5 Field 9.307: EFS pattern classification / PAT

This optional field contains fingerprint classification information for the image. This field
shall only be used for fingerprints, and shall be omitted for other friction ridge

I 104 [2013a>] Definitions of segments and reference to the Figure added [<2013a] I
|19 [2013a>] Reworded for clarity [<2013a] |
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impressions. The field consists of three information items grouped together in a subfield.
For more information about this field, see Annex F F.6.2.1 Field 9.307: EFS pattern
classification / PAT instructions. There may be up to seven subfields, indicating all
possible pattern classifications.

* The first information item (general class / GCF) is the general set of pattern
classifications (arch, whorl, left & right loop) used by most current automated
systems. This is a two character value selected from Table 32.

* The second information item (subclass / SUB) is the detailed sub-classification of
arches and whorls that may optionally be provided by a human examiner or
automated system. This information item shall only be included for arches or
whorls, and only if the sub-classification can be determined precisely. This is a two
character value selected from Table 32.

* The third information item (whorl - delta relationship / WDR) may optionally be
used by a human examiner or automated system to provide the relationship between
the deltas in a whorl. This information item shall only be included for whorls if the
subclass is known, and only if the whorl delta relationship can be determined
precisely. This information item shall be set to: I (Inner), O (Outer), or M (Meeting).

Table 32 Pattern classification codes

. . General Whorl — Delta
Type Pattern Classification Class Subclass Relationship

Arch, type not designated

Arches - Plain Arch AU

- Tented Arch

Whorl, type not designated

- Plain Whorl PW 1,O,orM
Whorls - Central Pocket Loop WU CP 1LO,orM
- Double Loop DL 1,O,orM
- Accidental Whorl AW ,O,orM
Right Slant Loop RS
Loops
Left Slant Loop LS
Amputation XX
Unable to print
Temporarily unable to print (e.g., bandaged) UPp
Unable to Classify ucC
Unable to classify - Complete Scar SR
-Dissociated Ridges/Dysplasia DR
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8.9.7.6 Field 9.308: EFS ridge quality/confidence map / ROM

Local friction ridge quality (as defined in the Ridge Quality Map) is an assessment of
confidence in small local areas within an image. The local quality map is used to define
the confidence in all other features, and therefore is key information. In addition, when
the quality map indicates a high-quality region in which features are not marked, that
information can be used as “negative features” or definitive absence of features, which
can be used for exclusion.

For every cell in a grid superimposed on the Region of Interest, this optional field notes
the local ridge quality of the friction ridge detail within that cell. Local ridge quality
defines clarity in terms of the ability to discern detail in a given location. The quality of
each cell will be represented with a local quality value 0 through 5 representing the
quality of ridge detail in that cell, as specified in Table 33. If a region of interest is
defined, cells outside of the ROI polygon shall be set to a local quality value of 0 (black).

This optional field is comprised of a repeating set of values. The number of subfields
corresponds to the number of cells in a column of the image. Each row value is encoded
as shown in Table 34. See Field 9.309: EFS ridge quality map format / RQF for the
definition of the grid size and data representation.

Table 33 Local ridge quality codes

Local
. horthan .
Name Quality 3 e soc ripti 0(111 Display Color
Code
Definitive pores 5 Pores and ridge edges are Aqua
obvious and unambiguous [RGB=(0,240,240)]
Definitive ridge edges, 4 Ridge edges, minutiae, and Blue
debatable pores ridge flow are obvious and [RGB=(0,0,255)]
unambiguous; pores are either
debatable or not present
Definitive minutiae, 3 Minutiae, and ridge flow are Green
debatable ridge edges obvious and unambiguous; [RGB=(0,255,0)]
ridge edges are debatable
Definitive ridge flow, 2 Continuity of ridge flow is Yellow
debatable minutiae certain; minutiae are debatable [RGB=(255,255,0)]
Debatable ridge flow 1 Continuity of ridge flow is Red
uncertain [RGB=(255,0,0)]
Background 0 No ridge information Black or no color
[RGB=(0,0,0)]
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8.9.7.7 Field 9.309: EFS ridge quality map format / RQF

This optional field defines the grid size or data representation format used in Field 9.308:
EFS ridge quality/confidence map / RQM. Its use is mandatory if that field is present.
This field consists of two information items:

The first information item (grid size / GSZ) shall be used to define grid
sizes (both the horizontal and vertical dimensions of a single cell in the grid):
valid settings range from “1” (0.0lmm) through “41” (0.41mm). The
recommended grid size is 0.20mm (0.008”") — note this is 4 pixels at 500ppi,
or 8 pixels at 1000ppi.

The second information item (data format / RDF) defines the format used
in Field 9.308, using the codes defined in Table 34. For all formats:

. The first cell starts at the top left corner of the Region of Interest,
with cells in order left to right.

. All of the quality values for each row are stored in one repeating
subfield.

. The subfields are ordered from top to bottom.

. If the width and/or height of the Region of Interest are not evenly

divisible by the Grid Size, partial cells shall be included at the right
and/or bottom of the ridge flow map.

Table 34 Ridge quality map data representation format options

Type Code Description
The values for each grid cell in the Ridge Quality Map field are single-character
integers as defined in Table 33, with one character per cell. All quality values for one
Uncompressed row are concatenated left to right, with one repeating subfield of Field 9.308: EFS

(concatenated UNC

decimal)

ridge quality/confidence map / RQM for each row.

The number of characters in one repeating subfield of Field 9.308 is the same as the
number of cells in one row: the Region of Interest’s width divided by the Grid Size,
rounded up to the nearest integer.

Run-Length
Encoded

RLE

The unencoded values for each entry are identical to those used in UNC format. The
numeric values for each grid cell (0-5) are then replaced with alphabetic equivalents
(A-F), and then any sequential runs of the same character are prefixed by the decimal
count of repeated characters. Individual characters are not preceded by a count.

For example:

00000000000000000000000000000000000000000000000000 (50 characters)
Is saved as “50A”
0000000000001122334555555444442210000000000000000 (50 characters)
Is saved as “12A2B2C2DE6FSE2CB16A” (20 characters)
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8.9.7.8 Field 9.310: EFS ridge flow map / RFM

This optional field contains the direction of friction ridges at sampling points throughout
the region of interest. The sampling frequency is optionally defined in Field 9.311: EFS
ridge flow map format / RFF, and otherwise defaults to 0.41 mm in uncompressed
format. The first sampling point in the image is the top left-most point in the region of
interest. The same sampling frequency is used both horizontally and vertically. Values
shall be included for all sampling points in the region of interest, even if the sampling
points are at the edge of the region of interest. For each sampling point, angles shall be
reported in integer degrees, with 0 degrees to the right (horizontal), increasing
counterclockwise to a maximum value of 179° (since 180°=0°). Undefined angles are
recorded in Field 9.311: EFS ridge flow map format / RFF. Each subfield corresponds
to one row of the map in order from top to bottom.

The area used for determining direction (window size) may be larger or smaller than the
sampling frequency. Different window sizes may be used within a single image, at the
discretion of the implementer. For example, an implementer may choose to use a uniform
window size except in areas of high curvature, in which a smaller window size may be used.

8.9.7.9 Field 9.311: EFS ridge flow map format / RFF

This optional field permits setting the sampling frequency or data representation format
used in the Field 9.310: EFS ridge flow map / RFM to values other than the defaults. Its
use is conditional on the presence of Field 9.310. This field consists of two information
items:

. The first information item (sampling frequency / SFQ) is set by default to
0.41mm (0.016”). This information item may be used to define higher
resolution sampling frequencies than the default: valid settings range from
[2013a>] and including [<2013a] “1” (0.0lmm) through [2013a>] and
including [<2013a] “41” (0.41mm).

. The second information item (data format / RDF) defines the format used
in the Ridge Flow Map field, as defined in_Table 35. The default is the
uncompressed (“UNC”) format.

Table 35 Ridge flow map data representation format options
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Type Code Description

Each ridge flow value is a 2-character hexadecimal value. The angles are stored
in 2-character hexadecimal representation with leading zeros, so valid values
range from “00” (Odec) to “B3” (179dec). Undefined angles: If the direction

Uncompressed cannot be determined at a given location, the location at that point shall be
(concatenated UNC marked as “XX”. All of the ridge flow values for a given row shall be
hexadecimal) concatenated in order left to right and saved as a separate instance / repeating

subfield of Field 9.310: EFS ridge flow map / RFM.

The number of characters in one repeating subfield of Field 9.310 is twice the
number of cells in one row.

Each ridge flow value is a 1-character base-64 value. The angles are divided by
three to enable storing in a single base-64 character, which has the effect of
quantizing to three degrees. Undefined angles: If the direction cannot be
determined at a given location, the location at that point shall be marked as “*”
base-64 B64 (asterisk). All of the ridge flow values for a given row shall be concatenated in
order left to right and saved as a separate instance / repeating subfield of Field
9.310.

The number of characters in one instance of Field 9.310: EFS ridge flow map /
RFM is the number of cells in one row.

8.9.7.10Field 9.312: EFS ridge wavelength map / RWM

This optional field contains the peak-to-peak distance between ridges at various sampling
points throughout the region of interest. The sampling frequency is optionally defined in
Field 9.313: EFS ridge wavelength map format / RWF, and otherwise defaults to 0.41
mm in uncompressed format. The first sampling point in the image is the top left-most
point. The same sampling frequency is used both horizontally and vertically. Values shall
be included for all sampling points in the image, even if the sampling points are at the
edge of the image.

For each sampling point in the Region of Interest, distances between ridge peaks, measured
perpendicular to ridge flow, shall be reported in 2-character decimal format using units of 10
micrometers (0.0lmm). The size of the area around the sampling point (window size) used
to determine measurements is left to the discretion of the implementer, and may vary within
an image. Unknown values shall be set to “XX”. Valid values are therefore “01” (0.01mm)
through “99” (0.99mm or greater). (In practice, the actual stored values are likely to be “30”
to “70” in most cases (0.3 — 0.7 mm). The 2-character decimal wavelength values for each
sampling point are concatenated left to right for all sampling points in a row. Each subfield
corresponds to one row of the map, in order from top to bottom. The number of characters in
one subfield is twice the number of sampling points in one row.
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8.9.7.11 Field 9.313: EFS ridge wavelength map format / RWF

This field permits setting the sampling frequency or data representation format used in
Field 9.312: EFS ridge wavelength map / RWM to values other than the defaults, and
is conditional on the presence of Field 9.312. It consists of two information items:

. The first information item (sampling frequency / FWS) is set by default
to 0.41mm (0.016). This information item may be used to define higher
resolution sampling frequencies than the default: valid settings range from
[2013a>] and including “1” (0.01lmm) through and including [<2013a]
“41” (0.41mm).

. The second information item (data format / FDF) is optional. It defines the
format used in Field 9.312. The default (and currently the only setting) is the
uncompressed (“UNC”) format.

8.9.7.12 Field 9.314: EFS tonal reversal / TRV

Ridges in friction ridge images are generally represented as dark areas, with valleys as light
areas. This field indicates whether the entire image is reversed tonally (black-for-white). If
all or part of the image is reversed tonally, this 1-character optional field is set to the
appropriate value from Table 36. Otherwise this field is omitted.

Partial tonal inversion can occur in different ways. If definable portions of the image are
negative, Field 9.357: EFS local quality issues / LQI can be used to define the specific
tonally reversed areas.'”™ Note that in some cases, the tonal reversal is so mixed that only
portions of individual ridges are reversed, making it impractical or impossible to define the
tonally reversed areas.'”’

When this field is set, the image in the Type-13 record shall be left as it was originally
received (i.e., tonally reversed): setting this field and reversing the image when saving will
result in inconsistent data. When this field is set, a software user interface may display the
tonally corrected image, but save the image as originally received with this field set.

Table 36 Tonal reversal codes

Code Description

N | Negative — ridges are light and valleys are dark throughout the image.

P Partial — ridges are light and valleys are dark only in portions of the image

1% Example: very heavy pressure can leave matrix from valleys, whereas lighter pressure at the edges of the
same impression would leave matrix from ridges.

197 Example: if light powder is applied from a single direction, one edge of each ridge is light and the
remainder dark.
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8.9.7.13 Field 9.315: EFS possible lateral reversal / PLR

This field indicates if the original image is or may be laterally reversed (i.e., flipped left-
right). In many cases, an examiner cannot tell the correct lateral direction of the image,
such as latents on tape that has been closed on itself, or latents that may have been
transferred to the substrate/surface. If the image is or may be laterally reversed, this 1-
character optional field is set to the appropriate value from Table 37 otherwise, this field
1s to be omitted.

When this field is set to L (Image is known to be laterally reversed), the image in the
associated Type-13 record shall be left as it was originally received (i.e., laterally
reversed): setting this field and reversing the image when saving will result in
inconsistent data. When this field is set a software user interface may display the laterally
corrected image, but save the image as received with this field set.

When this field is set to U (Image may be laterally reversed), it is incumbent on the
recipient (software system or examiner) to search/compare the impression and features
both as presented and flipped left-right.

Table 37 Lateral reversal codes

Code Description

L Image is known to be laterally reversed

U  Image may be laterally reversed

8.9.7.14 Field 9.316: EFS friction ridge quality metric / FQM

This optional field specifies one or more different metrics of friction ridge quality for the
friction ridge impression corresponding to this record, as delimited by the region of
interest. Each subfield contains three information items, as described in Section 7.7.7.

8.9.7.15 Field 9.317: EFS possible growth or shrinkage / PGS

This optional field is only used in the unusual circumstance that the friction ridge
impression is believed to have changed size or scale from potential comparisons. This
provides for handling of images from deceased subjects with desiccated skin, or with
swollen skin due to water exposure. This also provides for handling of overall growth of
subjects between capture, such as in comparing an adult’s fingerprints with those taken as
a child. In these cases the size of ridges and distances between ridges change to a greater
extent than would ordinarily be assumed in comparisons; this field acts as a flag to
indicate that greater than ordinary dimensional variation should be expected in
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performing subsequent comparisons.

This field is to be omitted unless there is reason to believe that growth or shrinkage may
have occurred. This field consists of two information items:

. The first information item (type / TGS) is selected from the “Code” column
Table 38. It is one character.

. The second information item (growth or shrinkage comment / CGS)
contains optional text describing the rationale for believing that growth or

shrinkage may have occurred.

Table 38 Growth or shrinkage codes

Code Description

Growth: impression is believed to be dimensionally
G larger than exemplars or other prints from the same

subject.

Shrinkage: impression is believed to be dimensionally
S smaller than exemplars or other prints from the same

subject.

Both: impression may be dimensionally larger or smaller
than exemplars or other prints from the same subject.

8.9.7.16 Field 9.320: EFS cores / COR

A core is located at the focus of the innermost recurving ridge line of a ridge pattern: if
the ridge is viewed as a section of a circle, the core is the center of that circle; if the ridge
is viewed as an ellipse or parabola, the core is the focal point of that curve. Note that the
core is not on the innermost recurving ridgeline itself.

The direction of the core is away from the center of the curve. The core or cores of a
fingerprint are defined for all pattern classifications other than plain arches, as shown in
Table 39. Cores may be marked on tented arches if an innermost recurving ridge is
present above the delta, so that each side of the recurving ridge extends to either side of
the delta. Plain or central pocket loop whorls will only have one core if the innermost
recurving ridge is circular, or two cores if elliptical. A circular whorl only has one core
and does not have a defined direction. Accidentals may have any number of cores.

If one or more cores are present and the feature set is from a fingerprint, Field 9.307:
EFS pattern classification / PAT should be defined. Note that this does not mean that
the classification has to be known definitively, but must at least be known to the extent of
excluding plain arches. When no cores are present, this field shall not be used. See Table
125: Features and Corresponding presence fields.
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For palm prints or other non-fingerprint friction ridge images, any number of core-like
patterns may be defined using this field if such structures are present. Each core is
defined in a separate subfield.

Table 39 Number of cores and deltas by pattern class

Pattern Classification Cores | Deltas
- Plain Arch 0 0
Arches
- Tented Arch Oorl Oorl
- Plain Whorl lor2 2
- Central Pocket Loop lor2 2
Whorls
- Double Loop 2 2
- Accidental Whorl N N
Loops 1 1

Each subfield consists of the following information items:

August, 2013

The first information item (‘x’ coordinate / CXC) shall be expressed in
integer units of 10 micrometers (0.0 1mm).

The second information item (‘y’ coordinate / CYC) shall be expressed in
integer units of 10 micrometers (0.01mm).

The third information item (direction / CDI) is optional. This shall be set to
the average tangent direction of the two closest ridges as measured 1.63mm
(0.064 inches) from the focal point. This is approximately the same as the
direction of the directrix of the best fitting parabola. The direction shall be
omitted (left empty) for circular whorls, or if the direction is unknown.

The fourth information item (radius of position uncertainty / RPU) defines
the radius of a circle centered at the location (X,Y) of the core; the circle is
sized to include the area of other possible locations of the core, if the precise
location cannot be determined (such as due to poor clarity). If the location is
known precisely, the radius of position uncertainty may be omitted or set to
0. The radius of uncertainty is measured in integer units of 10 micrometers
(0.01mm), and may overlap the edge of the image.

The fifth information item (direction uncertainty / DUY) is optional. It
contains the uncertainty of the direction of the core, in non-negative integer
degrees. Valid values range from “0” to “180”: a value of “0” (default)
indicates a certain direction, while a value of “180” indicates an unknown
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8§

Figure 8: Placement of the core at the focus of the innermost recurving ridgeline

orientation.

Figure 9: Examples of core locations for a double loop whorl, plain whorl, tented arch,
and central pocket loop whorl

8.9.7.17 Field 9.321: EFS deltas / DEL

For fingerprints, one or more deltas are defined for all pattern classifications other than
plain arches, as shown in Table 40. For palm prints or other non-fingerprint friction
ridge images, any number of delta-like patterns may be defined using this field if such
structures are present. Each delta is defined in a separate subfield. For more information
about this field, see Annex F F.6.3.1 Field 9.321: EFS deltas / DEL instructions.

When no deltas are present, this field shall not be used. See Table 125: Features and
Corresponding presence fields.

Each subfield consists of the following information items:
. The first information item (‘x’ coordinate / DXC) is expressed in units of 10

micrometers (0.01mm) and is mandatory.

. The second information item (‘y’ coordinate / DYC) is expressed in units of
10 micrometers (0.0lmm) and is mandatory.

. The third information item (direction up / DUP) is optional and is expressed
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in degrees counterclockwise from the right'®.

The fourth information item (direction left / DLF) is optional and is
expressed in degrees counterclockwise from the right'®.

The fifth information item (direction right / DRT) is optional and is
expressed in degrees counterclockwise from the right'®.

The sixth information item (type / DTP) is optional and contains the type of
delta, as defined in Table 40.

The seventh information item (radius of position uncertainty / RPU) is
optional. It defines the radius of a circle centered at the location (X,Y) of the
delta; the circle is sized to include the area of other possible locations of the
delta, if the precise location cannot be determined (such as due to poor
clarity). If the location is known precisely, the radius of position uncertainty
may be omitted or set to 0. The radius of uncertainty is measured in integer
units of 10 micrometers (0.01mm), and may overlap the edge of the image.

The eighth information item (direction uncertainty up / DUU) is
optional. It contains the uncertainty of the delta angle up. Valid values
range from “0” to “180”: a value of “0” (default) indicates a certain
direction, while a value of “180” indicates an unknown orientation.

The ninth information item (direction uncertainty left / DUL) is optional.
It contains the uncertainty of the delta angle up. Valid values range from
“0” to “180: a value of “0” (default) indicates a certain direction, while a
value of “180” indicates an unknown orientation.

The tenth information item (direction uncertainty right / DUR) is
optional. It contains the uncertainty of the delta angle up. Valid values
range from “0” to “180”: a value of “0” (default) indicates a certain
direction, while a value of “180” indicates an unknown orientation.

1, The three angles shall be reported in order by increasing angle, which for fingerprint deltas with known
orientation will result in the order up, left, then right. These three information items may be omitted (left

empty).
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Table 40 EFS delta codes

Applies to Code Name Description

The delta to the left of the image for whorls
or right loops. For accidentals with more
than two deltas, this indicates the leftmost
delta.

Fingerprint L Left fingerprint delta

The delta to the right of the image for
whorls or left loops. For accidentals with
more than two deltas, this indicates the
rightmost delta.

Fingerprint R Right fingerprint delta

The deltas at the base of the fingers in the
interdigital areas. The finger number shall

102..105 :
Interdigital delta (with be noted if known (2 to 5, 7 to 10, or 16 or

100

Palm 107..110 17, selected from Table 8 Friction ridge
finger number) .. .

116 position code & recommended image

17 dimensions ), else set to 0. Note that
thumbs do not have interdigital deltas.

Palm C Carpal delta The delta at the base of the palm where the

thenar and hypothenar meet.

109 I Any other delta or delta-like structure in a

Other delta L . .
friction ridge impression.

Fingerprint, Palm, or Footl <NULL>

8.9.7.18 Field 9.322: EFS core delta ridge counts / CDR

This field contains the count of intervening ridges between each core and delta. Each
ridge count has a minimum and maximum value, so that a range may be noted. If the
exact value is known, then that value should be put in the minimum and maximum fields.
If only a minimum is known, such as when a delta is not visible, the maximum value
shall be omitted. Ridge counts may be any non-negative integer. When this field is used
for fingerprints, ridge counts shall be provided between each core and each delta, unless
there are more than two cores or two deltas in an accidental whorl, in which case only the
leftmost and rightmost of the cores and deltas need be used for ridge counts. Each
subfield represents a distinct core-delta ridge count. Each subfield consists of four
information items:

. The first information item (core index / CIX) is the (1-based) index of the
core corresponding to this count (“1” if only one core is defined). If the
relevant core is not defined, this shall be set to “U” to indicate an upper
core or “L” to indicate a lower core (whorls only), permitting minimum
ridge counts when cores are not in the region of interest.

I 19'12013a>] This means that there is no value. It does not mean a space. [<2013a] I
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. The second information item (delta index / DIX) is the (1-based) index of
the delta corresponding to this count (“1” if only one delta is defined). If
the relevant delta is not defined, this shall be set to “L” to indicate a left
delta or “R” to indicate a right delta, permitting minimum ridge counts
when deltas are not in the region of interest.

. The third information item (minimum ridge count / MNRC) contains the
precise ridge count, if it is known; otherwise, it contains the minimum of
the range of ridge count values.

. The fourth information item (maximum ridge count / MXRC) contains
the precise ridge count (if the count is known precisely), or the maximum
range of ridge count values (if there is a known or estimated maximum);
otherwise, it shall be omitted.

8.9.7.19 Field 9.323: EFS center point of reference / CPR

This field contains the location of a center point of reference of a fingerprint, which may
be used to define how centered a fingerprint is, as a feature, for registration or orientation,
and for quality measurements. While the core may serve some of the same purposes, a
center point of reference is defined for arches and provides a single center location for
complex whorls, unlike cores. For more information about this field see ANNEX F
F.6.3.2 Field 9.323: EFS center point of reference / CPR instructions.

The center point of reference is the sole EFS feature that can be located outside of the
EFS region of interest. For example, this allows the estimated center of the finger to be
marked even for an extreme side. The origin of CPR, like all other EFS features, is
relative to the top left of Field 9.300: EFS region of interest / ROI. Note that this
means that the X and Y values for CPR are the only EFS coordinates that may be
negative, or greater than the ROI width or height. The center point of reference must be
within the bounds of the overall image itself. Thus the allowed special character is the
negative sign.

The location of a center point of reference can be determined using different algorithms,
as stored in the Method information item, in which case different center points of
reference may be stored in different data entries (repeating subfield). The center point of
reference is defined for fingerprints or toe prints, not for other types of friction ridge
images. This field consists of the following information items:

. The first information item (method / CPM) is the method of determining
the X, Y location, selected from the “Code” column of Table 41. It is a one
character value.

. The second information item (‘x’ coordinate / PXC) is in units of 10
micrometers (0.0 1mm)
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. The third information item (‘y’ coordinate / PYC) is in units of 10
micrometers (0.0 1mm)

. The fourth information item (radius of position uncertainty / CRU) is
optional. The radius of position uncertainty is 0 (default) if the location is
known precisely; otherwise the position is marked at the best estimate of
position, with a radius including the area of other possible locations, in
integer units of 10 micrometers (0.01mm). The radius of uncertainty may
overlap the edge of the image.

Table 41 EFS methods of determining center point of reference locations

Name Code Description

The center location is defined laterally (across the finger) but is not
meaningful in the other dimension (longitudinally, or along the finger),
such as for defining the center line of arches, tips, and lower joints. Lateral
center is only meaningful if the orientation (Field 9.301: EFS
orientation / ORT) is known; the point marked is the center with respect
to the orientation angle.

Lateral center only L

For a fingerprint with a known or estimated orientation, the center point is
determined by finding the highest point of each ridge that is convex and
0 pointing upward, and measuring the curvature/peak angle by following the
ridge 1.63mm (0.064in) in both directions from that point. The point with
the minimum angle (greatest curvature) is the center point of reference.

Uppermost point of the ridge
with greatest curvature

Overall fingerprint focal The overall fingerprint focal point is the point where the lines

point perpendicular to ridge flow converge.
Human estimate of finger q Human estimation of the approximate center of distal fingerprint pad, used
center when methods 0"° or 1 are not practical.

8.9.7.20 Field 9.324: EFS distinctive features / DIS

This field is used to define one or more areas containing unusually discriminating
features that are not fully defined using other Extended Friction Ridge features. The
characteristics noted in this field are specific to the friction skin itself, as opposed to
issues specific to the impression (such as smudging) that are noted in Field 9.357: EFS
local quality issues / LQI.

When no distinctive features are present, this field shall not be used. See Table 125:
Features and Corresponding presence fields.

This field consists of three information items:

. The first information item (type / DIT) is selected from the “Code”
column of Table 42.
I”O [2013e>] typographical error corrected [<2013¢] I
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. The second information item (distinctive features polygon / DFP) is
optional. It is a closed path polygon that outlines the area of the
distinctive feature. See Section 7.7.12. [2013a>] In Traditional
encoding, the two special characters allowed are hyphen and comma.
[<2013a]. See Section B.2.5 Type-9 record. These special characters are
not used in XML Encoding. For the XML layout of this information
item, see Annex G.

. The third information item (distinctive features comment / DFC) shall
contain optional text describing the feature. It is a maximum of 1000
characters.

Table 42 EFS types of distinctive features

Code Description
SCAR Scar
WART Wart or blister

MINGROUP | Unusual group or cluster of minutiae

CORE Unusually distinctive core area

DELTA Unusually distinctive delta area

MINUTIA Unusually shaped minutia

CREASE Unusually distinctive crease

CLEAR Large clear field of ridges; large clear area with no minutiae

DYSPLASIA | Dissociated ridges / Dysplasia

OTHERFEAT | Other unusual features not characterized elsewhere; details should be noted in comments

8.9.7.21 Field 9.325: EFS no cores present / NCOR

This optional field is used to indicate whether the analysis process has determined that no
cores could be discerned in the image. If the analysis process has determined that no
cores could be discerned in the image, this field shall be set to Y; otherwise, this field will
be omitted. See Table 125: Features and Corresponding presence fields.

8.9.7.22 Field 9.326: EFS no deltas present / NDEL

This optional field is used to indi